Taman oppaan kaytto

Nait& painikkeita napsauttamalla
voidaan suorittaa seuraavat
toiminnot.

&

Napsauta tata painiketta, kun
haluat tulostaa asiakirjan.

dth

Napsauta taté painiketta, kun
haluat hakea asiakirjasta tiettya
tekstia.

|

Nayttaa tai piilottaa kirjanmerkit.

4 4 » )

Napsauta naité painikkeita, jos
haluat siirtyé asiakirjan
ensimmaiselle, edelliselle,

seuraavalle tai viimeiselle sivulle.

«»

Napsauttamalla voit siirtya
eteenpdin tai taaksepain
aiemmin ndytdssa nakyneelle
sivulle.

Voit tAman avulla palata
katselemallesi sivulle siirryttyasi
toiselle sivulle, kuten viitesivulle.
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Napsauta tata painiketta, jos
teksti tai kuvat nakyvét liian
pienind. Siirra hiiren osoitin
tarkasteltavaan kohtaan ja
suurenna asiakirjaa
napsauttamalla hiiren
ykkdspainiketta.

Pienenna asiakirjandkyméaa
pitamalla [Ctrl]-nappainta
painettuna samalla kun

napsautat hiiren ykkdspainiketta.

B8 Acrobat Beader - [English.pdf] M =] E3

@Eile Edit Document Toolk Wiew Window Help

=18 x|

)

o EYEIRRR

- Bookmark =

Thumbnails % Bookmarks

—
------ [] Operation Buti /=
=[] Corfiguration Menu
-] Using the Canfigur
B[ List of Functions
] "Image" Menu
] "signal” Menu
7] "sattings" Men
] "Extended" Mer
[ "nfia" Menu
7] "Resst" Menu
=-{] Troubleshaating
- Using the Help
Er-{ ] Problems Salving
| reading the I
7] vwhen the Indic
=] 4ppendices
B[ Inetallation

] Setting Up the
D Maintenance
[ Cleaning
[ replacing Cane
------ [ chiecking Projects:
------ [ optional Accessari
------ []5creen Size and Py
------ [ Glossary
B[] List of ESCAP2L C
[ cammand List
[ Cable Layouts
D USE Connectior

bl 4w

Problem Solving

M Images are fuzzy or out of focus.

Has the focus been adjusted correctly?

(@ - @[ 0O 0|~

Remedy

Turn the focus ring on the projector to adjust the focus. @ p.37

Is the lens cover still attached?

Remove the lens cover. @ p.32

Is the projector at the correct distance?

The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector jip so

that it is within this range. @ p.15

Is the keystone adjustment value too large?

Decrease the projection angle to reduce the amount of keystone correction. @@ p.40

Has condensation formed on the lens?

If the projector is suddenly taken from a cold environment to a warm environment or if sudden
ambient temperature changes occur, condensation may form on the surface of the lens, and this may

cause the images to appear fuzzy. Set the projector up in the room approximately one hour b

fore it

is to be used. If condensation forms on the lens, turn the power off and wait for the condenstion to

disappear.

M Interference or distortion appear in images.
Check
Are the image signal format settings correct?

Remedy

If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
port are being projected, use the "Input Signal" menu command to set the signal format that matches
the signal that is being projected from the connected equipment.

"Image" - "Input Signal" @ p.52, p.55

If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"

menu command to select the signal format.
"Image" - "Video Signal" @ p.56

Are the cables connected correctly?

Check that all of the cables required for projection are securely connected. @ p.16—p.24

Is an extension cable being used?

If an extension cable is used, electrical interference may affect the signals. Use the accessory cables

and check if this helps.

Has the correct resolution been selected?

Only when projecting computer images

Set the computer so that the signals that are output are compatible with this projector.

"List of Supported Monitor Displays" «@~ p.100
@ Computer documentation

Have the "Sync.»" and "Tracking”» " settings
been adjusted correctly?

Computer and RGB video signals only

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have

not been adjusted correctly after us;
the "Sync." and "Tracking" menusj«@ p.42, p.43

ustment, you can make the adjustments using
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b [Kirjanmerkit]

Napsauta kohdan otsikkoa, kun

haluat siirtya
ensimmaisell

kyseisen kohdan
e sivulle.

Siirtyy sivulle, joka sisaltaa aiheeseen
littyva4 tietoa tai yksityiskohtaisemman

selityksen.

Merkkien ollessa siniset voit
napsauttamalla nahda viitesivun tai

kayttdohjeen.

O

Nayttéda sivun oikeassa koossa.

[&]

Nayttéda sivun koko naytdén
kokoisena.

Asiakirjandkyman asetus

sellaiseksi, etté sivu nékyy koko
leveydeltédan.

Napsauta tété, kun haluat
palata alkuun.



