Jelen Uutmutatd megtekintese

Ezekre a gombokra kattintva a
kovetkez6 feladatokat végezheti
el.

&

Megjeleniti a nyomtatasablakot.

¢

Szovegkeresést tesz lehetdvé.

Megjeleniti vagy elrejti a
konyvjelzéket.

4 4 » M

A dokumentum egy masik
oldalara lép (elsé/el6z6/
kovetkezd/utolso).

«»

Kattintson ide a legut6bb
megjelenitett oldalra térténé
elére- vagy visszalépéshez.
Ha mésik oldalra, példaul
referenciaoldalra lépett, ezzel
visszatérhet a korabban
megtekintett oldalra.
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Erre a gombra kattintva a tul
kicsi szuiveg vagy illusztracio
kénnyen lathatova valik. Vigye
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Problem Solving

M Images are fuzzy or out of focus.

Has the focus been adjusted correctly?

Remedy

Turn the focus ring on the projector to adjust the focus. @ p.37

Is the lens cover still attached?

Remove the lens cover. @ p.32

Is the projector at the correct distance?

The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector jip so

that it is within this range. @ p.15

Is the keystone adjustment value too large?

Decrease the projection angle to reduce the amount of keystone correction. @@ p.40

Has condensation formed on the lens?

If the projector is suddenly taken from a cold environment to a warm environment or if sudden
ambient temperature changes occur, condensation may form on the surface of the lens, and this may

cause the images to appear fuzzy. Set the projector up in the room approximately one hour b

fore it

is to be used. If condensation forms on the lens, turn the power off and wait for the condenstion to

disappear.

M Interference or distortion appear in images.

Are the image signal format settings correct?

Remedy

If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
port are being projected, use the "Input Signal" menu command to set the signal format that matches
the signal that is being projected from the connected equipment.

"Image" - "Input Signal" @ p.52, p.55

If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"

menu command to select the signal format.
"Image" - "Video Signal" @ p.56

Are the cables connected correctly?

Check that all of the cables required for projection are securely connected. @ p.16—p.24

Is an extension cable being used?

If an extension cable is used, electrical interference may affect the signals. Use the accessory cables

and check if this helps.

Has the correct resolution been selected?

Only when projecting computer images

Set the computer so that the signals that are output are compatible with this projector.

"List of Supported Monitor Displays" «@~ p.100
@ Computer documentation

Have the "Sync.»" and "Tracking”» " settings
been adjusted correctly?

Computer and RGB video signals only

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have

not been adjusted correctly after us;
the "Sync." and "Tracking" menusj«@ p.42, p.43

ustment, you can make the adjustments using
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L [Konyvjelzsk]

Egy szakaszcimre kattintva az adott

Kapcsol6do témat vagy részletesebb
magyarazatot tartalmazé oldalra mutaté

hivatkozas.

O

Tényleges méretben jeleniti
meg az oldalt.

A teljes képernyd méretéhez
igazitva jeleniti meg az oldalt.

M

Ugy jeleniti meg az oldalt, hogy
az oldal szélessége
megegyezzen az ablak
szélességével.

== |de kattintva az oldal

TETEJERE ugorhat.

szakasz elejére ugorhat.

az egérmutat6t a megtekinteni
kivant rész félé, majd kattintson

Ha a karakterek kék szintek, ide
kattintva megjelenitheti a

a bal egérgombbal az adott
dokumentumrész nagyitasahoz.
Ha a bal gombbal val6 kattintas
kdézben nyomva tartja a [Ctrl]
billentytt, a
dokumentummegtekintési
meéret csokkeni fog.

referenciaoldalt, vagy kézikdnyvet.



