Se denne brukerhandboken

Du kan utfere felgende
oppgaver ved a klikke pa
disse knappene.

&

Apner utskriftsvinduet.

¢

Soker etter tekst.

Viser eller skjuler bokmerker.

4 4 » M

Flytter til en annen side i
dokumentet (forste/forrige/
neste/siste side).

«»

Klikk for & flytte forover eller
tilbake til siden som sist ble vist.
Du kan bruke disse tastene for
a ga tilbake til siden du sist viste
hvis du har gatt til en annen
side, for eksempel en
referanseside.

o}

Klikk pa denne knappen hvis
teksten eller illustrasjonene er
for sma til at du kan se dem
klart. Flytt markeren til stedet du
vil se neermere pa og klikk pa
venstre museknapp for &
forsterre dokumentet pa dette
stedet.

Hvis du holder nede [Ctrl]-
knappen nar du klikker pa
venstre museknapp, Vil
dokumentet bli vist i mindre
storrelse.
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Problem Solving

M Images are fuzzy or out of focus.

Has the focus been adjusted correctly?

Remedy

Turn the focus ring on the projector to adjust the focus. @ p.37

Is the lens cover still attached?

Remove the lens cover. @ p.32

Is the projector at the correct distance?

The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector jip so

that it is within this range. @ p.15

Is the keystone adjustment value too large?

Decrease the projection angle to reduce the amount of keystone correction. @@ p.40

Has condensation formed on the lens?

If the projector is suddenly taken from a cold environment to a warm environment or if sudden

ambient temperature changes occur, condensation may form on the surface of the lens, and this may
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it
is to be used. If condensation forms on the lens, turn the power off and wait for the condenstion to

disappear.

M Interference or distortion appear in images.
Check

Are the image signal format settings correct?

Remedy

If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
port are being projected, use the "Input Signal" menu command to set the signal format that matches
the signal that is being projected from the connected equipment.

"Image" - "Input Signal" @ p.52, p.55

If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"

menu command to select the signal format.
"Image" - "Video Signal" @ p.56

Are the cables connected correctly?

Check that all of the cables required for projection are securely connected. @ p.16—p.24

Is an extension cable being used?

If an extension cable is used, electrical interference may affect the signals. Use the accessory cables

and check if this helps.

Has the correct resolution been selected?

Only when projecting computer images

Set the computer so that the signals that are output are compatible with this projector.

"List of Supported Monitor Displays" «@~ p.100
@ Computer documentation

Have the "Sync.»" and "Tracking”» " settings

been adjusted correctly?

Computer and RGB video signals only

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have

not been adjusted correctly after us;
the "Sync." and "Tracking" menusj«@ p.42, p.43

ustment, you can make the adjustments using
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b [Bokmerker]

Klikk pa overskrift for & hoppe til
forste side i denne delen.

Gar til en side som inneholder et relatert
emne eller en mer detaljert forklaring.
Nar tegnene er bla, klikker du for & vise
referansesiden eller handboken.

O

Viser siden i reell starrelse.

Viser siden i fullskjermstorrelse.

Viser siden slik at sidens
bredde er den samme som
vinduets bredde.

Klikk for & ga til TOPPEN av
siden.



