
77Problem Solving

 Images are fuzzy or out of focus.

 Interference or distortion appear in images.

Check Remedy

Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus.  p.37

Is the lens cover still attached? Remove the lens cover.  p.32

Is the projector at the correct distance? The recommended projection distance range is 89–1050 cm (2.9–34.4 ft.). Set the projector up so 
that it is within this range.  p.15

Is the keystone adjustment value too large? Decrease the projection angle to reduce the amount of keystone correction.  p.40

Has condensation formed on the lens? If the projector is suddenly taken from a cold environment to a warm environment or if sudden 
ambient temperature changes occur, condensation may form on the surface of the lens, and this may 
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it 
is to be used. If condensation forms on the lens, turn the power off and wait for the condensation to 
disappear.

Check Remedy

Are the image signal format settings correct? If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2] 
port are being projected, use the "Input Signal" menu command to set the signal format that matches 
the signal that is being projected from the connected equipment.
"Image" - "Input Signal"  p.52, p.55
If a composite video  or S-Video  source is connected to the projector, use the "Video Signal" 
menu command to select the signal format. 
"Image" - "Video Signal"  p.56

Are the cables connected correctly? Check that all of the cables required for projection are securely connected.  p.16–p.24

Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables 
and check if this helps.

Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector. 
"List of Supported Monitor Displays"  p.100

 Computer documentation

Have the "Sync. " and "Tracking " settings 
been adjusted correctly?

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have 
not been adjusted correctly after using automatic adjustment, you can make the adjustments using 
the "Sync." and "Tracking"  menus.  p.42, p.43

Only when projecting computer images

Computer and RGB video signals only

Pregledavanje priručnika

Pritiskom dolje opisanih gumbi 
možete obavljati sljedeće 
radnje.

Prikazivanje prozora za ispis.

Traženje teksta.

Prikazivanje i skrivanje oznaka.

Prelazak na drugu stranicu u 
dokumentu (prva/prethodna/
sljedeća/posljednja stranica).

Prelazak naprijed ili natrag na 
posljednju prikazanu stranicu.
Možete se vratiti na stranicu 
koju ste pregledavali prije nego 
što ste skočili na neku drugu, 
npr. referentnu stranicu.

Pritisnite gumb ako je tekst ili 
crtež suviše sitan. Pomaknite 
pokazivač na mjesto koje želite 
pogledati, a zatim pritisnite 
lijevu tipku miša za povećanje 
tog dijela dokumenta.
Držite li pritisnutu tipku [Ctrl] i 
pritisnete lijevu tipku miša, 
veličina pregledavanja 
dokumenta će biti smanjena.

Prikaz stvarne veličine stranice.

Prikaz stranice preko cijelog 
zaslona.

Prikaz stranice tako da je 
njezina širina izjednačena sa 
širinom prozora.

Skok na POČETNU stranicu.

[Oznake]
Pritisnite naslov odjeljka kako biste 
prešli na njegovu prvu stranicu.

Prelazak na stranicu koja sadrži 
povezanu temu ili podrobnije 
objašnjenje. Pritiskom plavog teksta 
otvarate referentnu stranicu ili priručnik.


