
77Problem Solving

 Images are fuzzy or out of focus.

 Interference or distortion appear in images.

Check Remedy

Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus.  p.37

Is the lens cover still attached? Remove the lens cover.  p.32

Is the projector at the correct distance? The recommended projection distance range is 89–1050 cm (2.9–34.4 ft.). Set the projector up so 
that it is within this range.  p.15

Is the keystone adjustment value too large? Decrease the projection angle to reduce the amount of keystone correction.  p.40

Has condensation formed on the lens? If the projector is suddenly taken from a cold environment to a warm environment or if sudden 
ambient temperature changes occur, condensation may form on the surface of the lens, and this may 
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it 
is to be used. If condensation forms on the lens, turn the power off and wait for the condensation to 
disappear.

Check Remedy

Are the image signal format settings correct? If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2] 
port are being projected, use the "Input Signal" menu command to set the signal format that matches 
the signal that is being projected from the connected equipment.
"Image" - "Input Signal"  p.52, p.55
If a composite video  or S-Video  source is connected to the projector, use the "Video Signal" 
menu command to select the signal format. 
"Image" - "Video Signal"  p.56

Are the cables connected correctly? Check that all of the cables required for projection are securely connected.  p.16–p.24

Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables 
and check if this helps.

Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector. 
"List of Supported Monitor Displays"  p.100

 Computer documentation

Have the "Sync. " and "Tracking " settings 
been adjusted correctly?

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have 
not been adjusted correctly after using automatic adjustment, you can make the adjustments using 
the "Sync." and "Tracking"  menus.  p.42, p.43

Only when projecting computer images

Computer and RGB video signals only

Wyświetlanie przewodnika

Klikając te przyciski, można 
wykonać następujące 
czynności.

Wyświetlanie okna drukowania.

Wyszukiwanie tekstu.

Pokazuje lub ukrywa zakładki.

Przejście do innej strony w 
dokumencie (pierwsza/
poprzednia/następna/ostatnia 
strona).

Kliknij, aby przejść do następnej 
strony lub z powrotem do 
ostatnio wyświetlanej strony.
Za pomocą tych przycisków 
nawigacyjnych można wrócić 
do przeglądanej strony po 
uprzednim przeskoczeniu na 
inną np. na stronę odnośnika.

Kliknij ten przycisk, jeśli tekst 
lub ilustracje są zbyt małe. 
Przesuń wskaźnik w 
odpowiednie miejsce i kliknij 
lewym przyciskiem myszy, aby 
powiększyć dokument na tym 
obszarze.
Przytrzymaj klawisz [Ctrl], 
klikając jednocześnie lewym 
przyciskiem myszy, aby 
zmniejszyć rozmiar widoku 
dokumentu.

Wyświetla stronę rzeczywistej 
wielkości.

Wyświetla stronę tak, aby 
mieściła się na pełnym ekranie.

Wyświetlanie strony tak, aby 
szerokość strony była 
dopasowana do szerokości 
okna.

Kliknij, aby przejść na stronę 
początkową.

[Zakładki]
Kliknij tytuł sekcji, aby przejść do 
pierwszej strony tej sekcji.

Umożliwia przejście do strony zawi-
erającej powiązany temat lub bardziej 
szczegółowy opis.
Jeśli tekst ma niebieski kolor, kliknij go, 
aby wyświetlić stronę odnośnika lub 
podręcznik.


