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Vyhlada text @ D "Image" Menu Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus. @ p.37 Zobrazi stranku na celd
VIR AL E D "Signal" Meru Is the lens cover still attached? Remove the lens cover. @ p.32 obrazovku.
£ D "Settings" Mer Is the projector at the correct distance? The recommended projection distance range is 89—1050 cm (2.9-34.4 ft.). Set the projector Jp s
= D "Extended" Mer that it is within this range. @ p.15
D "I Mer Is the keystone adjustment value too large? | Decrease the projection angle to reduce the amount of keystone correction. @ p.40
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Zobrazi alebo skryje zalozky. Reset’ Menu ambient temperature changes occur, condensation may form on the surface of the lens, and tifis may Zobrazi stranku tak, Ze jej Sirka
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dokumentu (pI’VU/ ED Appendices Are the image signal format settings correct? | If signals from the [Computerl/Component Video1] port or the [Computer2/Component Video2]
predchédzajlilcu/nasledujlﬁlcu/ ElD Installati port are being projected, use the "Input Signal" menu command to set the signal format that matches
- L Installation the signal that is being projected from the connected equipment.
poslednu). HE D Setting Up the "Image" - "Input Signal" @ p.52, p.55
| If a composite video™ or S-Video® source is connected to the projector, use the "Video Signal"
D Maintenance menu command to select the signal format.
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Kliknutim prejdete

na nasledujicu alebo
predchadzajucu stranku.

Takto mézete prejst naspat

na predtym zobrazenu stranku,
ak ste preskodili na inu stranku
pomocou odkazu.
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Are the cables connected correctly? Check that all of the cables required for projection are securely connected. @ p.16-p.24

Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables
and check if this helps.

...... D Optional Accessor Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector.

------ Screen Size and B s " "List of Supported Monitor Displays" «@ p.100
D Only when projecting computer images - Compufgr documentation Py P

------ [ Glossary
D List of ESCARZ1 C Have the "Sync.»" and "Tracking”» " settings | Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have
isto I been adjusted correctly? not been adjusted correctly after usjags: aticadiustment, you can make the adjustments using

D Commmand List Computer and RGB video signals only the "Syne." and "Tracking" menus} @ p 42, p-4
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Ak su texty alebo obrazky prilis L [Zalozky] Prechod na stranku, ktora obsahuije stvisiacu tému
malé a chcete ich zvacsit, Kliknutim na nadpis prejdete alebo podrobnejsie vysvetlenie. Ak st znaky
kliknite na toto tIaC|dI(?. .. na prvu stranku danej asti. zobrazené modrou farbou, kliknutim zobrazite
Umiestnite ukazovatel mysi odkazovanu stranku alebo priru¢ku.

na miesto, ktoré chcete
prezerat, a potom zvacsite
dokument na tomto mieste
kliknutim lavym tlacidlom mysi.
Ak pri kliknuti lFavym tlacidlom
mysi podrzite stlaceny klaves
[Ctrl], velkost zobrazenia
dokumentu sa zmensi.



