Vizualizarea acestui ghid

Aveti posibilitatea s& efectuati

urmatoarele activitati facand clic & Acrobat Reader - [English.pdf] ==l g3

pe aceste butoane. ﬂEile Edit Document Tools iew ‘window Help ___ =181 %]
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Afiseaza pagina la dimensiunea

- Bookmark =
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Afiseaza fereastra de imprimare. * - 5 Oper ation BT Problem Solving efectiva.
£ =[] Corfiguration Menu LT
ﬁ é M Images are fuzzy or out of focus.
I E||___] List of Functions Remedy ) . )
Cauta text. @ "Image" Menu Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus. @ p.37 Af|§eaza pagina pe tot ecranul.
E "Signal" Meru Is the lens cover still attached? Remove the lens cover. @~ p.32
£ "Settings" Meri Is the projector at the correct distance? The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector fip so
e "Extended" Mar that it is within this range. @ p.15

Is the keystone adjustment value too large? | Decrease the projection angle to reduce the amount of keystone correction. @ p.40

"Info" Menu . = q PP
Afiseazé sau ascunde semnele de P D M M Has condensation formed on the lens? If the projector is suddenly taken from a cold environment to a warm environment or if sudden Aﬂ_§eaza _pag"_]a astfel incat
Reset" Menu ambient temperature changes occur, condensation may form on the surface of the lens, and this may latimea ei sa fie egalé cu
carte. ED Troubleshooting cause the images to appear fuzzy. Set the projector up in the room approximately one hour Hefore it 15 £ .
. is to be used. If condensation forms on the lens, turn the power off and wait for the condenstion to at,lmea ferestrei.
D Uzing the Help disappear.
4 4 » M D Problems Solving Faceti clic pentru salt la prima
D Reading the In W Interference or distortion appear in images. pagina

Realizeaza mutarea la o alta [ Remedy

e AR A = 1 Appendices Are the image signal format settings correct? |If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
pagina din document (prlma/ D £p . port are being projected, use the "Input Signal" menu command to set the signal format that matches
anterioara/urmatoarea/u |t|ma) E‘D Installation the signal that is being projected from the connected equipment.

H D Setting Up the "Image" - "Input Signal" @ p.52, p.55
. If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"
D Maintenance menu command to select the signal format.
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Faceti clic pe aceste butoane
pentru a avansa sau a reveni la
ultima pagina afisata.

Puteti utiliza aceste butoane
pentru a reveni la pagina pe care
o vizualizati, daca ati sarit la o alta
pagina — de exemplu, o pagina de
referinta.
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D Cleaning "Image" - "Video Signal" @ p.56
Are the cables connected correctly? Check that all of the cables required for projection are securely connected. @ p.16—p.24

------ [Jreplacing Cane
______ D Checking Projects: Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables
= ] and check if this helps.

------ [ optional Accessari

Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector.

...... Screen Size and P ) n "List of Supported Monitor Displays" «@ p.100
D Only when projecting computer images - Compufgr documentation Py P

D List of ESCARZ1 C Have the "Sync.»" and "Tracking”» " settings | Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have
Isto M been adjusted correctly? not been adjusted correctly after usj i justment, you can make the adjustments using

i " " the "Sync." and "Tracking" I" .42, .43'
DCDmmand List Computer and RGB video signals only ¢ Syne.and Tlracking” menusy @ p22 b

[]cable Layouts
D USE Connectior

------ List of Supparted 1T =
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Faceti clic pe acest buton daca = [Semne de carte] Determina deplasarea la o pagina care
textul sau ilustratiile sunt prea mici Faceti clic pe titlul unei sectiuni contine un subiect corelat sau o

pentru a le vedea cu usurinta. pentru salt la prima pagina din explicatie mai detaliata.

Mutati indicatorul n locul pe care sectiunea respectiva. Cand textul este afisat cu caractere
doriti sa 1l vizualizati, apoi faceti albastre_, faceti clic pentru a afisa pagina
clic pe butonul din stanga al de referintd sau manualul.

mouse-ului pentru a mari
documentul in locul respectiv.
Daca tineti apasata tasta [Ctrl]
cand faceti clic pe butonul din
stanga al mouse-ului,
dimensiunea de vizualizare a
documentului se reduce.



