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Symboly a Oznacenia Pouzité v Tejto Prirucke

e Bezpecnostné symboly

V dokumentacii a v projektore si pouzité grafické symboly, ktoré zobrazuju, ako sa ma projektor bezpe¢ne pouzivat’.
Porozumejte tymto upozoroujucim symbolom a respektujte ich, aby ste zabranili zraneniu oséb alebo $kode na majetku.

c V)'(strah a Tento symbol oznacuje informaciu, ktora by v pripade jej ignorovania mohla viest’ k zraneniu alebo az imrtiu oséb z dévodu
nespravnej manipulacie.

Tento symbol oznacuje informaciu, ktora by v pripade jej ignorovania mohla viest’ k zraneniu alebo fyzickému poskodeniu z dévodu
nespravnej manipuldcie.

/\ Upozornenie

e Oznacenie vSeobecnych informacii

Pozor Oznacuje postupy, ktoré mozu viest ku $kode alebo poraneniu, ak nebude pouzivatel dostato¢ne opatrny.
:@: Oznacuje doplnkové informdcie, ktoré by mohli byt zaujimavé v stvislosti s danou témou.
Qs
- Oznacuje stranku obsahujicu podrobné informadcie tykajice sa danej témy.
» Oznacuje, Ze popis pod¢iarknutych slov alebo slov uvedenych pred tymto symbolom sa nachddza v glosari. Pozrite kapitolu "Glosar"

v ¢asti "Dodatky". @ str.101

Oznacuje sposoby pouzitia a poradie krokov.

Oznaceny postup musi byt vykonany v poradi, v akom st oéislované kroky uvedené.

[ (Nazov) | Oznacuje nazov tlac¢idiel na Dialkové ovladanie alebo na Ovlddaci panel.
Priklad: tla¢idlo [Return]

»(Nézov ponuky)“ Oznacuje polozky Konfigura¢né menu.
Jas Priklad:

Z ponuky Obraz vyberte polozku ,Jas”.
Ponuka Obraz - Jas




Symboly a Oznacenia Pouzité v Tejto Prirucke..... 2

Uvod

Funkcie Projektora.........ccoieiiiiiiienicrecenccnnccsecenees 7

Funkcie Spolo¢né pre KazdyModel. . .. ... .. ... 7
Lahkd manipuldcia. . . . ... ... . . e 7
Vylepsené funkcie zabezpecenia. . . . . ... ... e 7

Funkcie EB-826W/825/85. . . . . o i e 8
Maximalne vyuZitie pripojenia do pocitaCovejsiete. . . ... ... ... ... ... 8
Premietanie obrazkov JPEG bez pripojeniak Po¢itac. . . .. ................ 8

Nazvy Castia FUNKCii. .o cvveeneennrnneeneenerenreneenecennanes 9

PredndaVrchndStrana. . . ... ... ... i e 9

Zadnd Cast. . . .. 10

Podstavec. . . ... e 1

OvlddaciPanel. . . . .. ... . e 12

Dialkové Ovladanie. . . . .. ... . i e 13
Uzitocné funkcie

Zmena PremietanéhoObrazu.............cciivviiieenieeeee. 16
Automaticky Detekujte Vstupny Signal a Zmerite Premietany Obraz (Vyhlfadavanie

Funkcie na VylepsSenie Prezentacii. ...........cce0eveeeeee... 18

Viyber Kvality Projekcie (Vyber Farebny Rezim). . .. ....... ... .. ... ...... 18
Nastavenie Automat. SOZ0VKa. . . . . o v oot 19
Docasné Stimenie Obrazu a Zvuku (StImit A/V). . . ... ... . o o o 19
Pozastavenie Obrazu (Zmrazenie Obrazu). . . .. ....... ... ... ... 20
ZmenaPomer Stran Obrazu. . . . .. ... i e 20
SPOSODY ZMENY. .« vttt 20
Zmena Pomer pre obrazy videozariadenia. . . . ... ... ... . o . 21
Zmena Pomer pre obrazy z pocitaca (EB-825/824/85/84). . . .. ............. 22

Zmena Pomer pre obrazy z poc¢itaca (EB-826W). . . . . ...... .. ... .. .. ... 23

Funkcia Ukazovatel (Ukazovatel). . . . . . .. ..o it e e e 25
Zviacsenie Casti Obrazu (E-Z0OM). . . oot vt vt e e e 26
Obsluha Ukazovatela My3i Pomocou Dialkové Ovladanie (Bezdrotova My3). . . . . . . 27

Funkcie Zabezpecenia........ccociitierirecreccsecsssecaes 29

Spravovanie Pouzivatelov (OchranaHeslom). . . .. ... ... ... ... ... ..... 29
Typ funkcie Ochranaheslom. . .. ... ... ... .. . . i, 29
Nastavenie funkcie Ochranaheslom. . . . ...... ... ... ... ... ........ 29
Zadanie Heslo. . . . .. .. e 30

Obmedzenie Pouzivania (Uzamk.Ovl.Panela). . . . ....................... 31

Zamok Proti Kradezi. . . . .. . ... e 32
Montdz kdblovéhozadmku. . . . ... .. ... ... . e 32

Konfiguraéné Menu

Pouzivanie Ponuky Konfiguracné Menu.............cc00ev... 34

ZozNaMmFUNKCii. oo vvvieiiiietneeeeeeeeeeeeeoseenesncsnenses 35

ObrazMenU. . . . oot e 35
SIgNAIMENU. . . .o e 36
Nastavenia. . . .. ... e 37
RozSiren@ Menu. . . . . . . o e e 39
Siet Menu (Iba EB-826W/825/85/84). . . . . o o i it e e 41
Pozndmky k obsluhe ponuky Siet. . . .. ... .. ... . . . . 42
Operacie s premietanou kldvesnicou. . . .. ........ ... .. . .. oo, 42
ZAKladné menu. . . .. . e 43
Ponuka bezdr. LAN (iba EB-826W/825/85). . . . . . . v oo i 44
Bezpecnostné menu (iba EB-826W/825/85). . . . . . .. i 45
Ked vyberiete Sifrovanie WEP. . . . . .. ... . . . 46
Ked'su zvolené typy Sifrovania WPA-PSK (TKIP) alebo WPA2-PSK (AES). . . . . ... 46
PonukaPev.zap.LAN. . . . ... ... 47
Ponuka Mail. . . . .. e 48
Ostatné ostatné. . . . . . . .ot e 49
PonukaVynulovat. . . ... ... e e 50
Informacia Menu (Ibadisplej). . . .. .. oo 51

PonukaVynulovat. . . .. ... e e 52



Riegenie Problémov UloZenie UzZivatelské Logo............ccoevviineiiiieeeeneeea 75

o Velkost Platna a Projek¢na Vzdialenost....................... 77
PouzivanieNapoveda........cciciieenecnecreccnscsccseceess 54

Vzdialenost Projektora (EB-825/824/85/84). . . . . . ..« . 77

RIiEEENIE ProObIeMOV. o o oottt ettt eeeeeeneeesssssesssssiissiibsg Vzdialenost Projektora (EB-826W). . . .. ... ... ... .. ... 77
Popisindikatory. .. ... ... 55 Pripajanie a Odpajanie Zariadeni USB (Iba EB-826W/

O Indikator svieti alebo blika nacerveno. . . .. ... 56 825/824/85). . e e teeerereeeeeaannnnassseeeaaaacnnnnssseeees 79

G- § Indikator svieti alebo blikd naoranzovo. . . ......... ... .. ... 57 Pripajanie Zariadeni USB. . . . .+« + .o oo oo 79

Ked Indikatory Neponukaju Riesenie. . . . .. ... ... . i 58 Odpéjanie USB Zanadeni. . . . . . .+ o+ v o oo oo 80

Problémy tykajucesaobrazu. . .. ... ... .. 59

Problémy pri spusteni projekcie. . . . .. ... . e 62 Pripojenie Pomocou USB Kabel a Premietanie (USB Disp|ej). ... 81

Iné problémy. .. ... 63 PrIDOJENIE. « .« o v et et et e e 81

Pripdjanie po prvyraz. . . .. ..o e 82

Druhé a dalSie pripojenia. . . . .. .. o e 83

Dodatky

Pripojenie Kabla LAN (Iba EB-826W/825/85/84)............... 84

Sposoby Indtaldcie............coiiiiiiiiiiiiiiiiiieiiieee.. 66 Initalacia modulu bezdratovej LAN (iba EB-826W/825/85). . . . . 85

@ T =Y 1 = ¥ 4 Pripojenie Externého Zariadenia. . .. .......vveeseeseeneeneens 86

2!2:2!2 E)CE)V;T(TU PrOJEKIONA. . oo v Z; Pripojenie k Externému Monitoru (Iba EB-826W/825/85/84). . . . . .. ........... 86
v! I ) |vu.,. STy Pripojenie k Externému Reproduktoru (Iba EB-826W/825/85/84). . . . .. ... ..... 87
Cistenie Vzduchovy Filter. . . . . .. . e 67 S .

Pripojenie mikrofénu. . . . . ... . e 87

Vymena Spotrebného Materialu............................. 68 Citanie Mailov, Ktoré Signalizujii Problém, Funkcia Notifikacie

Vymena Batérii Dialkové Ovlddanie. . .. ... .. .. i 68 (IbaEB-826W/825/85/84). . v e euveeneeennseenseanssaanseansss 88
Vymena lampa. . . ..o e e 69
Casovy interval vymeny Lampa. . . . . oo vt 69 Prikazy ESC/VP21. . ... iiiiiiereerocencesossscsscssossncasess 89
Akosavymiefalampa. ......... ... ...l 69 Z0ZNAM PHKAZOV. . . o o ottt et e e e 89
Nulovanie Hodiny lampy. . . ......... ..o 71 Schéma Zapojenia KAblov. . . . . ..ot 89
Vymena Vzduchovy Filter. .. ... 72 SEHOVE PHIPOJENIE. « « + v o et et e e e e e e 89
Interval vymeny Vzduchovyfilter. . . ... oo 72 Komunikacny protokol. . . .. ..ot 90
Ako sa vymiena Vzduchovyfilter. . . . .. ... ... L 72

. . i .. oProtokolePJLink.........ccciiiiiiiiiiiiiiiiiiiiinneiennas 91
Volitelné Prislusenstvo a Spotrebny Material.................. 74

Volitelné PrisluSenstvo. . . . . ... . i e 74 POdporované Rozlisenia Monitorov.....................0000. 92
Spotrebny Materidl. . . ... oo 74 Podporované Rozlisenia Monitorov (EB-825/824/85/84). . . . . .. .. .. ... ... .. 92
Pocitacovy signal (analégovyRGB). . .. ... ... ... 92

Komponentvideo. . .. ... .. . e 93



Kompozitné video/S-Video. . . . . ... ... 93
Podporované Rozlisenia Monitorov (EB-826W). . . . .. ........ ... ... ...... 94
Pocitacovy signdl (@analdégovy RGB). . . . . . ... o 94
Komponentvideo. . . .. ... ... e 95
Kompozitné video/S-Video. . . . . .. ... e 95

TechnickéUdaje..l.............l‘.............l............ 96

VSeobecné Parametre Projektora. . . .. .. ... L 96
Softvérové Poziadavky. . . . .. ... 98

vzhl'ad.l......l......l...Q..l.........l......l..l..l..‘... 100
€] [0 - 1 S Ko k|

VSeobecnéPoznamKy........ccoiivviierncerncesecsncesesss 104
Vseobecnd Poznamka:. . . . . . .. i e 104

Register......cooiiiriieniereesnsescesassscesossnssscssass 120



TOP

Uvod

V tejto kapitole su vysvetlené funkcie a nazvy casti projektora.



Funkcie Projektora

Funkcie Spolocné pre Kazdy Model

Lahka manipulacia

e Vdaka Posuvny regulator stlmenia hlasitosti A/V je premietanie
i ukladanie Iahké
Projekciu mozno lahko zastavit a pokracovat v nej otvorenim
a zatvorenim Posuvny regulator stlmenia hlasitosti A/V, ¢im mozno
lahsie dosiahnut jasné prezentacie.

¢ Projektor je vybaveny jedinou podperou, preto nebudid nutné Zziadne
zlozité polohovacie upravy
Vysku nastavite jednoducho jednou rukou.@® Strucnd prirucka

e Ziadne c¢akanie na ochladenie
Po vypnuti projektora mozete sietovy kabel projektora odpojit bez
toho, aby bolo potrebné c¢akat na ochladenie.

¢ Projek¢né plitno pre WXGA (EB-826W)
S pocitacom, ktory ma Sirokouhly displej LCD s pomerom stran 16:10
WXGA je mozné obraz premietat v rovnakom pomere. MozZete
pouzivat biele tabule a iné platna s formatom na Sirku.

e ZviSujte a premietajte vase subory s kamerou na dokumenty
Ako doplnkové vybavenie sa preddva kamera na dokumenty,
kompatibilnd s rozhranim USB. S touto kamerou na dokumenty
nepotrebujete sietovy kdbel. Staci sa pripojit pomocou jedného USB
kabel a vdaka jej jednoduchému dizajnu je mozné skuto¢ne
jednoducho premietat a zvicSovat dokumenty.

e Pripojenie pomocou USB kabel a premietanie (USB Displej)

Jednoducho pripojenim projektora k Pocita¢ s OS Windows pomocou
dodavaného USB kdbel mozete premietat obraz z obrazovky pocitaca.
@ str.81

Vylepsené funkcie zabezpecenia

e Ochrana heslom kvdli obmedzeniu a spravovaniu pouzivatelov
Nastavenim Heslo mozete vymedzit, kto je opravneny projektor
pouzivat. @ str.29

e Uzamk. ovl. panela obmedzuje pouzivanie tlacidiel Ovladaci panel

Toto mozete pouzit, ak nechcete, aby ludia menili nastavenia
projektora bez dovolenia na roznych udalostiach, v $kolach, a tak

dalej. @ str.31



Funkcie Projektora

e Pristroj je vybaveny roznymi pomoéckami proti kradezi

Projektor je vybaveny tymito typmi zabezpecovacich prvkov proti kradezi.

@ str.32

e Bezpecnostnd zasuvka
e Upevniovaci bod bezpe¢nostného kabla

Funkcie EB-826W/825/85

Maximalne vyuzitie pripojenia do pocitacovej siete

Svoju pocitacova siet mozete efektivne vyuzit pomocou dodavaného
softvéru ,EPSON Projector Software for Meeting & Monitoring” na
uskutoc¢novanie efektivnych a rdéznorodych prezentacii a schodzi.
@ Ndvod na obsluhu projektora

e Pripojenie Pocita¢ k projektoru pomocou siete
Premietat mozete tak, Ze projektor pripojite k uz vybudovanému
sietovému systému.
Efektivne schodze mozete organizovat projekciou z viacerych pocitacov
pripojenych do sietového systému bez nutnosti menit nejaké kable.

¢ Bezdrotové pripojenie k Pocitac
Ked nainstalujete doplnkovu jednotku bezdrotovej LAN v projektore,
mozete sa pripojit k Pocita¢ bezdrotovo.

e Metoda pripojenia pre rdozne siete
Pre pripojenie projektora k sieti su dostupné nasledovné metody.

Vyberte metddu, ktora je vhodna pre vase prostredie. @ Ndvod na
obsluhu projektora

e Rezim pokroc. pripoj.
Rezim pokro¢. pripoj. je pripojenie infrastruktury, ktoré vam ponu-
ka metéddu pripojenia k uz vytvorenej sieti.
e Rezim rychleho pripojenia
Rezim rychleho pripojenia je metéda pripojenia, ktort je mozné pou-
zit po nainstalovani doplnkovej bezdrotovej jednotky LAN.
Rezim rychleho pripojenia docasne alokuje SSID projektora k pocita-
¢u v rezime ad-hoc a po odpojeni obnovi sietové nastavenia pocitaca.
e Sietové pripojenia s pouzitim kltica Quick Wireless Connection USB
Key
S pouzitim volitelného kluca Quick Wireless Connection USB Key,
mozete rychlo prepojit pocita¢ k projektoru a premietat.

Premietanie obrazkov JPEG bez pripojenia k Pocitac

Prezentaciu obrazkov JPEG, ulozenych na zariadeni USB, ako napriklad
na digitalnom fotoaparate, alebo pevnom disku kompatibilnom s USB,
alebo USB pamitou mozete premietat po jednoduchom pripojeni

k projektoru. @ Ndvod na obsluhu projektora



Nazvy Casti a Funkcii

Predna a Vrchna Strana

333338

Nazov

Funkcia

Dialkovy prijimac

Prijima signaly z dialkového ovladaca. @ Strucnd
prirucka

Posuvny reguldtor
stimenia hlasitosti A/V

Postivanim gombika otvarate a zatvarate Posuvny
regulator stimenia hlasitosti A/V.

P4ka na nastavenie
nozicky

Vytiahnite Paka na nastavenie nozicky, ak chcete
vytiahnut alebo zasunut Predna nastavitelna nozicka.

@ Strucnd prirucka

Prednd nastavitefna
nozi¢ka

Vysunutim a zasunutim mozno upravit projekény uhol,
ked je projektor umiestneny napriklad na stole.

@ Strucnd prirucka

Posuvny regulétor
stimenia hlasitosti A/V

Ked sa projektor nepouziva, chrante objektiv
zatvorenim krytu. Zatvorenim krytu pocas projekcie
mozete skryt obraz a stlmit zvuk (Stlmit A/V).

@ Strucnd prirucka , @ str.19

Nasavaci otvor
vetrania
(Vzduchovy filter)

Vstupny otvor na vnatorné chladenie projektora. Ak sa
tu usadi prach, moze sa zvysit vnutorna teplota
projektora, ¢o mdze sposobit problémy s prevadzkou
alebo skratit Zivotnost optického systému. Nezabudnite
Vzduchovy filter pravidelne Cistit. @ str.67, str.72

Nazov

Prepfnac otvorit/
zatvorit krytu
vzduchového filtra

Pomocouneho sa otvaraazatvarakryt vzduchového filtra.
@ str.72

Ak je volitelnd jednotka bezdrotovej siete
LANinstalovand, otvorte tento kryt.

@ | Vystupny otvor
vetrania

Funkcia
. . lvoli vzduchu. ktory . © | Upeviovacibod Tadialto prevlecte komeréne dostupny lankovy zamok a
Vy,stupn}r otvor voli vzduchu, tory sa pouziva na bezpe&nostného zamknite ho na mieste.@ str.32
vnutorné chladenie projektora. .
kabla
c Upbozornenie () | Bezpeénostna Bezpec¢nostna zasuvka je kompatibilna s bezpe¢nostnym
P zasuvka systémom Microsaver vyrabanym spolo¢nostou

Neumiestriujte do blizkosti Vystupny otvor
vetrania predmety, ktoré by sa mohli deformovat
alebo inak poskodit teplom. NepribliZujte sa
tvdrou ani rukami k vetraciemu otvoru pocas
projekcie.

Kensington. @ str.32

Ovladac zaostrovania

Upravuje ostrost obrazu. @ Strucnd prirucka

Ovladac¢ priblizenia

Upravuje velkost obrazu. @ Strucnd prirucka

® e

Ovladaci panel

@ str.12




Nazvy Casti a Funkcii

Nézov Funkcia Nézov Funkcia
(@ | Kryt lampy Tento kryt sa otvara pri vymene Lampa projektora. © | Siefova zasuvka SluZi na pripojenie siefového kabla. @ Strucnd prirucka
@ str.69 @ | Port Monitor Out Vysiela obrazovy signél z pocitaca pripojeného
(Monitor Out) k vstupnému portu Computer1/2 do externého
(iba EB-826W/ monitora. Funkcia nie je k dispozicii pre signaly
Zadna Cas t 825/85/84) komponentného videa ani iné vstupné signaly

do akychkolvek inych portov, nez vstupného portu
Computerl/2.@® str.86

@ | Port Audio vystup Na vystupe je aktualne premietany obraz a zvuk zo
(Audio Out) vstupného portu mikrofénu prechddza do externého
(iba EB-826W/ reproduktora. @ str.87
1\ 825/85/84)
® © | Poistna skrutka krytu | Zaskrutkovanim zaistite Kryt lampy na mieste.
lampy @ str.69
€) | Vstup S-video Pre signaly S-video zo zdrojov videa.
0000000000000000#00000 (S-Video)
R B Pre kompozitné video signély zo zdrojov videa.
oo [ I ) Videovstup (Video)
i [ T 1] Pripdja sa k portu audio out, ak chcete mat zvukovy
L. i vystup zo zariadenia pripojeného k vstupnému portu
Lavy/ pravy . S-video alebo Video.
:;Jdlovstup (Audio L/ @ Strucnd prirucka
Nazov Funkcia (® | Vstup Poéitaé1 Pre video signaly z po¢itaca a signaly komponentného
. .. (Computer1) videa z inych zdrojov videa.
@ | Dialkovy prijimaé Prijima signaly z dialkového ovladaca. @ Strucnd
prirucka Vstupny port Audio Pripdja sa k portu audio out, ked chcete pouzivat audio
@ | Reproduktor Na vystupe je zvuk zo vstupného portu mikrofénu a (Audio1) vystup zo zariadenia pripojeného k vstupnému portu
obraz, ktory sa aktualne premieta. Computerl.
© | Vstupny port Pripaja sa k mikrofonu. @ str.87 @ Strucnd prirucka
mikrofénu (Mic)
@ | PortRS-232C Pri ovladani projektora pomocou Pocitac, pripojte ho k
Pocita¢ pomocou kabla RS-232C. Tento port sa pouziva
pre potreby ovladania a normalne by sa pouzivat nemal.
@ str.89




Nazvy Casti a Funkcii

Nazov

Funkcia

() | Vstupny port Poéita&2
(Computer2)

Vstupny port Audio2
(Audio2)

Pre video signaly z pocitaca a signaly komponentného
videa z inych zdrojov videa.

Pripéja sa k portu audio out, ked chcete pouzivat audio
vystup zo zariadenia pripojeného k vstupnému portu
Computer2. Aj vtedy, ked chcete mat audio vystup z
projektora pre nasledovné Zdroje, pripojte audio zdroj k
vstupnému portu Audio2.

- USB: Pri prehravani prezentac. z pamétového
zariadenia USB, pripojeného k portu USB (TypeA),
alebo pri premietani z doplnkovej digitalnej kamery na
dokumenty

- USB Displej
-LAN

@ Strucnd prirucka

(M | USB indikator
(iba EB-826W/
825/824/85)

V nasledovnej ¢asti ndvodu sa vysvetluje stav zariadeni
USB pripojenych k portu USB. (TypeA).

Vypnuté: zariadenie USB nie je pripojené

Svieti oranzové svetlo: zariadenie USB je pripojené
Svieti zelené svetlo: zariadenie USB je v prevadzke
Svieti ¢ervené svetlo: Chyba

(B | Port USB (TypeA)
(iba EB-826W/
825/824/85)

Premieta sa Prezentdc. snimok JPEG, ked st k portu
kompatibilnému s USB pripojené pamite alebo digitalne
fotoaparaty. @ Ndvod na obsluhu projektora

A tiez, ked je pripojend volitelna kamera na dokumenty.

( | Port USB (TypeB)

Projektor sa k po¢itacu pripaja cez dodavany USB kabel
a premieta sa obraz z pocitaca. @ str.81

Tento port sa tieZ pouziva na pripojenie k pocitacu cez
dodavany USB kabel, ak chcete vyuzivat funkciu
bezdrétového pripojenia mysi. @ str.27

Podstavec

Nazov

Funkcia

@ | Upeviovacie body pri
montazi na strop
(3 body)

Ak chcete projektor zavesit na strop, pouZite volitelnt
konzolu pre Montdz na strop. @ str.66, str.74

(® | Port LAN
(iba EB-826W/
825/85/84)

Pripaja sa kiblom LAN a potom k pocitacovej sieti.
@ str.84

@ | Zadna nozicka

Ked projektor instalujete na stdl, ota¢anim ich vystvate
a zastvate a nastavujete horizontalny naklon.

@ Strucnd prirucka




Nazvy Casti a Funkcii

Néazov Funkcia

Ovladaci Panel
O | ][] tlagidlo Sluzia na korekciu Lichobez. korekcia skreslenia. Avsak

v nasledujucich pripadoch maju tieto tla¢idld iba funkcie
[a]a[¥]

- Ked sa premietany obraz prenasa cez Siet pripojenie
Menu @ Esc - Ked sa pri projekcii pouziva funkcia Prezentac.

ggg{gﬁ @ @ Help Ak je zobrazena obrazovka Konfigura¢né menu alebo
Népoveda, mozete pomocou tychto tlacidiel vyberat
(@ Q D)L O polloi}qr ponuky a nastavovat hodnoty. @ Strucnd

prirucka , str.34

03

Enter D @ | Tladidlo [Help] Sluzi na zobrazenie a zatvorenie obrazovky Napoveda,
na ktorej st uvedené pokyny na odstranenie pripadnych
\w/ problémov. @ str.54
@ | Tla¢idlo [Return] Zastavi aktudlnu funkciu.

Ak je zobrazena ponuka konfiguracie a stlacite toto
tlacidlo, prejdete na predchadzajticu Groven ponuky.

Nézov Funkcia @ str.34
@ | Stavové indikatory Stav projektora je signalizovany farbou kontroliek a tym, (8] [<0] [] tlagidlo Nastavenie hlasitosti. Ak tlacidlo stlacite, kym je
¢i blikaju alebo svietia. @ str.55 zobrazena obrazovka Konfigura¢né menu alebo
@ | (O] tlagidlo Zapina a vypina napajanie projektora. @ Strucnd Népoveda maj tieto tlacidld iba funkciu [ ]a [P ] a
prirucka slazia na vyber poloziek ponuky a nastavovanie hodnot.
- o
@ | Tlagidlo [Source Prepina na nasledujtci vstupny zdroj, ktory je pripojeny Strucnd prirucka,, str.34
Search] k projektoru a vysiela obraz. @ str.16 © | Tlagidlo [Menu] Zobrazuje a zatvara Konfigura¢né menu.
-
Tla¢idlo [Enter] Ak tlac¢idlo stladite pocas premietania obrazu z poditaca, str.34
p p p

automaticky sa nastavi Sledovanie, Synchronizacia
a Pozicia aby sa premietal optimélny obraz.

Ak je zobrazena obrazovka Konfigura¢né menu alebo
Napoveda, potvrdzuje a otvara dany vyber a prechddza
na nasledujtcu troven. @ str.34




Nazvy Casti a Funkcii

. y V4 . N3& F k T
Dialkové Ovladanie azov unkcia

@ | [O1tlacidlo Zapina a vypina napajanie projektora. @ Strucnd
prirucka

@ | Tlaidlo [Computer] Zakazdym, ked stlacite toto tlac¢idlo dojde k zmene
premietaného obrazu zo vstupného portu Computerl
na vstupny port Computer2. @ str.17

N @ | Tla¢idlo [Video] Zakazdym, ked stlacite toto tla¢idlo dojde k zmene
i) Search premietaného obrazu zo vstupného portu Video na
)

’ vstupny port S-video. @ str.17

Computer Video  USB LAN

O /O C:'\ | @ | Ciselné tlaidla Pouzivajte pri zadavani hesla. @ str.29
© | Tladidlo [A/V Mute] Zapina a vypina obraz a zvuk. @ str.19

ANMute Freeze  User @ | Tlatidlo [Freeze] Obrazky st pozastavené alebo nepozastavené.
’*

£ )/-( 2) 53 @ str.20

AT COlorMO{e | @ | Tlacidlo [Auto] Ak tlacidlo stlacite pocas premietania obrazu z pocitaca,
@/@ Ce\ automaticky sa nastavi Sledovanie, Synchronizacia
|_——Up @ — LUEE Help

a Pozicia aby sa premietal optimalny obraz.

© | Tlagidlo [Aspect] Pri kazdom stlaleni tla¢idla sa meni Pomer stran
obrazu. @ str.20
© | Tlagidla [Page] Postiva Str. hore/dole, ked sa pouziva funkcia
(Up) (Down) Bezdrotova mys, alebo ked sa premieta subor aplikacie

PowerPoint alebo scendr zo siete LAN ako Zdroj. Zdroj
LAN je dostupny iba na modeloch EB-826W/825.
@ str.27, Ndvod na obsluhu projektora

(© | Tlacidla [E-Zoom] (®) Zviciuje obraz bez zmeny velkosti projekcie.
(@)(Q) Zmensuje Casti obrazu, ktoré boli zvi¢§ené pomocou
tlad¢idla (@) [®].@@ str.26

(@ | Tla¢idlo [Menu] Zobrazuje a zatvara Konfigura¢né menu. @ str.34




Nazvy Casti a Funkcii

Nazov

Funkcia

Nazov

Funkcia

[ >I< ]

(<1110 )1 tadidlo

Ak je zobrazena obrazovka Konfigura¢né menu alebo
Népoveda, mozete pomocou tychto tlacidiel vyberat
polozky ponuky a nastavovat hodnoty. @ str.34,

str.54

Pocas vyuzivania funkcie bezdrdtovej mysi sa ukazovatel
mysi posuva v smere, v ktorom je stlacené tla¢idlo.

@ str.27

Tlac¢idlo [User]

Stlac¢enim priradite ¢asto pouzivanu polozku z piatich
dostupnych poloziek Konfigura¢né menu. Stla¢enim
tohto tlacidla sa zobrazi priradena obrazovka vyberu/
nastavenia polozky, ktora vim umozni uskuto¢nit
nastavenia/zmeny na jeden dotyk. @ str.37

Ovladanie jasu je priradené ako predvolené nastavenie.

Tlac¢idlo [Enter]

Ak je zobrazena obrazovka Konfigura¢né menu alebo
Napoveda, potvrdzuje a otvara dany vyber a prechddza
na nasledujtcu troven. @ str.34, str.54

Ked pouzivate funkciu Bezdrotovd mys slazi ako lavé
tla¢idlo mysi. @ str.27

Tlacidlo [USB]

Vidy, ked stladite toto tla¢idlo, zmeni sa obraz na obraz
zo zariadenia pripojeného k USB Displej/USB portu
(TypeA). Na USB Displej sa zmeni iba ak pouzivate

zariadenie EB-84. @ str.17

Tlacidlo [Return]

Zastavi aktualnu funkciu. Ak je zobrazené Konfigura¢né
menu a stlacite toto tlacidlo, prejdete na predchadzajucu

uroven. @ str.34, str.54
Ked pouzivate funkciu Bezdrotova mys slazi ako pravé
tlacidlo mys$i.@ str.27

Tlacidlo [LAN]

Zmeni sa na obraz EMP NS Connection.(iba EB-826W/
825/85) @ str.17

Ked pouzivate EB-824/84, tato funkcia nefunguje ani
vtedy, ked tlac¢idlo stlacite.

Tlacidlo [Search]

Prepina na nasledujutci vstupny zdroj, ktory je pripojeny
k projektoru a vysiela obraz. @ str.16

Tlacidla [Volume] (<)
(=)

(<) Znizuje Hlasitost.
(M) Zvysuje Hlasitost.

@ Strucnd prirucka

Oblast dialkového
ovladaca vysielajtca
svetlo

Vysiela signaly dialkového ovladania.

Tla¢idlo [Pointer]

Stlac¢enim aktivujete Ukazovatel na obrazovke.
@ str.25

Tlac¢idlo [Help]

Slazi na zobrazenie a zatvorenie obrazovky Néapoveda,
na ktorej st uvedené pokyny na odstranenie pripadnych

problémov. @ str.54

Tlacidlo [Color Mode]

Pri kazdom stlaceni tla¢idla sa meni Farebny rezim.
@ str.18

Tlac¢idlo [Num]

Pouziva sa pri zadavani Heslo. @ str.29




TOP

Uzitocné funkcie

V tejto kapitole sa vysvetluju uzitocné tipy pre prezenticie a funkcie Bezpecnost.



Zmena Premietaného Obrazu

Premietany obraz modzete zmenit nasledovnymi dvoma spdsobmi.

e Prepinanie Vyhladavanie zdroja
Projektor automaticky rozpozna signal vysielany z pripojeného
zariadenia a potom za¢ne premietanie vstupného obrazu pripojeného
zariadenia.

e Zmeny cielového obrazu.

Tla¢idla Dialkové ovladanie mozete pouzit na zmenu cielového
vstupného portu.

Automaticky Detekujte Vstupny Signal a Zmente
Premietany Obraz (Vyhladavanie Zdroja)

Cielovy obraz mozete premietat hned ako je zariadenie schopné
ignorovat vstupné porty, na ktorych sa nenachddza vstupny signal pri
zmene stlacenim tlac¢idla [Source Search].

Search

Search Search ’""1
e
v
@ Computerl
@ Computer2
@ S-video
@ Video

@ USB Displej

@ USB: Ked obraz pochadza zo zariadenia pripojeného k portu USB
(TypeA).

@ LAN: Ked je projektor pripojeny k pocita¢u pomocou siete a
premietaju sa obrazy z EMP NS Connection.

Preskakuju sa, ked na vstupe nie je obrazovy signal.

Na vstup USB je mozné prepnuf iba so zariadenim EB-826W/825/824/85.

Iba so zariadenim EB-826W/825/85 je mozné prepnut na LAN.

Ak je videozariadenie pripojené, pred spustenim tejto operacie

spustite prehravanie.
Pomocou Dialkové ovladanie Pomocou Ovladaci panel

Menu
Source

oy 2O
e

B Olamp Enter”

Computer Video  USB

- D
= urce i OTemp

Ak je pripojenych viac zariadeni, stldcajte tlacidlo [Source Search], kym
sa nezacne premietat pozadovany obraz.



Zmena Premietaného Obrazu

Nasledujuca obrazovka so stavom obrazovych signalov sa zobrazi
len vtedy, ak je obraz prave premietany projektorom k dispozicii,
alebo ak nebol ndjdeny ziadny obrazovy signal. Mozete vybrat
vstupny port, ku ktorému je pripojené zariadenie, ktoré chcete
pouzivat. Ak sa po dobu 10 sekind nevykona ziadna operdcia,
obrazovka sa zatvori.

[Vyhladavanie zdrojal
Stav signalu

Poditac2 Vypnuté
E— S-Video Vypnuté
= Video Vyphuté
USB Display Vypnuté
— USB Vypnuté
LAN Vypnuté

-Zadajte obrazovy signal.
-Stlaéte [J pre vyber zdroja.

([#1:Vybrat [Enter] :Zadat’ [Esc] :Koniec )

USB sa zobrazuje iba pre EB-826W/825/824/85.
LAN sa zobrazuje iba pre EB-826W/825/85.

Prepnutie na Pozadovany Obraz Pomocou
Dialkové Ovladanie

Na pozadovany obraz je mozné prepnut priamo stlacenim nasledovnych
tlacidiel na Dialkové ovladanie.

Dialkové ovladanie

Search

S e

I
3]

@) Zakazdym, ked stlaite toto tlacidlo dojde k zmene premietaného obrazu
zo vstupného portu Computerl na vstupny port Computer2.

®

Zakazdym, ked stlacite toto tla¢idlo dojde k zmene premietaného obrazu
zo vstupného portu Video na vstupny port S-video.

© Vzdy, ked stladite toto tla¢idlo, zmeni sa obraz na obraz zo zariadenia
pripojeného k USB Displej/USB portu (TypeA). Na USB Displej sa
zmeni iba ak pouzivate zariadenie EB-84.

@) Kedje projektor pripojeny k po&itatu pomocou siete, je mozné prepnut
na obraz premietany z EMP NS Connection.(iba EB-826W/825/85)
Ked pouzivate EB-824/84, tato funkcia nefunguje ani vtedy, ked tla¢idlo
stlacite.



Funkcie na Vylepsenie Prezentacii

Vyber Kvality Projekcie (Vyber Farebny Rezim)

Optimalnu kvalitu obrazu dosiahnete vyberom nastaveni, ktoré ¢o
najlepsie zodpovedaju prostrediu pri premietani. Jas obrazu sa lisi
v zavislosti od vybraného rezimu.

Rezim

Pouzitie

Dynamické

Idealne na pouZitie v svetlej miestnosti. Ide o rezim

Y7

s najvyss$im jasom a dobre reprodukujuci tienovanie.
Ak sa obavate, Ze pocas projekcie bude pri hrach s
rychlo sa meniacimi scénami dochadzat k
oneskorovaniu obrazu, skdste vypnuat v
konfigura¢nom menu moznost Progresivne.

@ str.36

Prezentacia

Idealny na zobrazenie prezentacii s farebnymi
materialmi v svetlej miestnosti.

Divadlo

Idealny na sledovanie filmov v tmavej miestnosti.
Obrazu dava prirodzené odtiene.

Dialkové ovlddanie

ANMute Freeze  User

D Prezentacia |
Auto  Aspect ColorMode
Ce)
) Help
]
blume

,

Pri kazdom stlaceni tla¢idla sa zobrazi na obrazovke nazov Farebny
rezim a zmeni sa Farebny rezim.

Ak stlacite tlacidlo pocas zobrazenia nazvu Farebny rezim, zmeni sa
na nasledujuci Farebny rezim.

Fotografia

(Pri vstupe obrazu z po¢itaca a zvolenom vstupe USB
alebo LAN.)

Idealny na premietanie statickych obrazkov (napr.
fotografii) v svetlej miestnosti. Obrazky su zivé a
kontrastné.

| ’ v . N1 s v ) ,
~@—_ Farebny rezim je mozné tiez nastavit pomocou ponuky Farebny
4

’,

rezim v ponuke Obraz z ponuky Konfiguraéné menu. @ str.35

Sporty

(Pri vstupe obrazu komponentového videa, S-videa
alebo kompozitného videa)

Idealny na sledovanie televiznych programov v svetlej
miestnosti. Obrazky st jasné a zivé.

sRGB»

Idealny pre obrazy $tandardu farieb sRGB.

Cierna tabula

Aj ked premietate na Cierna tabula alebo zelent
tabulu, toto nastavenie poskytuje obrazu prirodzeny
odtien ako pri premietani na platno.

Biela tabula

Idedlny na zobrazenie prezentacii s ¢ierno-bielymi
materidlmi v svetlej miestnosti.




Funkcie na Vylepsenie Prezentacii

Nastavenie Automat. Sosovka

Pomocou automatického nastavenia svietivosti v zavislosti od jasu
zobrazeného obrazu dosiahnete hlbsie a sytejSie obrazy.

' Stlacte tlacidlo [Menu] a vyberte Obraz - Automat. $osovka
z ponuky Konfiguraécné menu. @ "Pouzivanie Ponuky
Konfigura¢né Menu"

Pomocou Dialkové ovladanie Pomocou Ovladaci panel

yAY
Menu Esc
s 0o
O O«
0

hwA

:@: Nastavenie Automat. $oSovka je mozné nastavit iba ked je Farebny
’

rezim na nastaveni Dynamické alebo Divadlo.

Docasné Stimenie Obrazu a Zvuku (Stimit A/V)

Tato funkciu mozete pouzit, ak chcete zamerat pozornost divakov na to,
¢o hovorite, alebo ak nechcete zobrazovat podrobnosti, napriklad ak
pocas prezentacie prechadzate subormi z pocitaca.

ﬁ-

Dialkové ovladanie Projektor

ANVMute Freeze  User

Aspect Color Mode

< ® ©® @

[TIEE  Help

®

&b,
I Volume
O|@

D@ @

Down

Po kazdom stlaceni tlac¢idla alebo otvoreni alebo zatvoreni krytu
objektivu sa Stlmit A/V zapne alebo vypne.

N4
-~ -

- o Ak tdato funkciu pouzijete pri projekcii videa, zdroj neprestane
@\ prehravat obraz a zvuk a nebudete sa moct vratit do bodu,
od ktorého bola funkcia Stlmit A/V aktivovana.
e Mozete zvolit zobrazenie Cierna, Modra, alebo Logo ako
zobrazenie pre Stlmit A/V, pomocou nastavenia Rozsirené -
Zobrazenie - Stlmif A/V z konfigura¢ného menu. @ str.39

-
4

¢ Ked je Posuvny reguldtor stlmenia hlasitosti A/V zatvoreny, alebo
ked pocas priblizne 30 minat neuskuto¢nite Ziadne operdcie,
aktivuje sa Rezim spanku a napdjanie sa automaticky vypne. Ak
nechcete, aby sa aktivoval ReZzim spanku zmente nastavenie
funkcie Casova¢ krytu $oSov. na hodnotu Vypnuté z polozky
Operacia v ponuke Rozsirené. @ str.39




Funkcie na Vylepsenie Prezentacii

Pozastavenie Obrazu (Zmrazenie Obrazu) Zmena Pomer Stran Obrazu
Pri pozastaveni pohyblivého obrazu je obraz aj nadalej premietany, takze Ked je pripojené videozariadenie, zmeiite Pomer strén obrazu™, aby sa
ho mozete postvat po snimkach ako fotografie. Ak funkciu Zmrazenie snimky, ktoré boli zaznamenané vo formate digitdlne video alebo na
obrazu aktivujete vopred, mozete tiez vykonavat operacie, ako napriklad DVD mohli zobrazovat v Sirokouhlom formate 16:9 . Zmente Pomer
zmena suborov z pocitaca bez toho, aby bol na platno premietany obraz. stran obrazu, ked premietate obraz z pocitaca v plnej velkosti.

Sposoby zmeny a typy Pomer obrazu st nasledovné.

Dialkové ovladanie

ANMute Freeze  User razenie obrazu
A

Spoésoby zmeny

) b
Pointer N / p ) Dialkové ovladanie
&P,
Volume » AVMute Freeze  User 4:3

Down Q Auto  Aspect Color Mode

G & @

[TEE  Help

S DI
Pri kazdom stlaceni tla¢idla sa zapne alebo vypne funkcia Zmrazenie '“”
< <)

obrazu. © @]

ANl r . v v 7 v 7 ‘

:@:— ® Zvuk sa nezastavi. Pri kazdom stlaceni tlacidla sa zobrazi na obrazovke nidzov Pomer a

7 e Hoci je obraz na platne pozastaveny, zdroj obrazu sa nezastavi, Pomer sa zmeni.

takze nie je mozné pokracovat v projekcii od bodu, kde bol Ak tlacidlo stla¢ite pocas zobrazenia nazvu Pomer, zmeni sa

obraz pozastaveny. na nasledujuci Rezim pomeru stran.

o Ak stladite tlac¢idlo [Freeze], kym je zobrazena obrazovka
Konfigura¢né menu, alebo Napoveda, ponuka alebo zobrazend
obrazovka Ndapoveda sa vymaze.

| . v . Mo L g v o
~@—_ Farebny rezim je mozné tiez nastavit pomocou ponuky Pomer
’ ~

’

e o -
e Funkcia Zmrazenie obrazu funguje aj pri pouziti funkcie E-Zoom. 7 PO R e i e L2 G




Funkcie na Vylepsenie Prezentacii

Zmena Pomer pre obrazy videozariadenia

EB-825/824/85/84

Zakazdym, ked
4:3

tlacidlo stlacite, prepina sa medzi pomerom 4:3 a 16:9.
16:9

5%

EB-826W

Zakazdym, ked

tlacidlo stlacite, zmeni sa v poradi Normalne, 16:9,

Uplne, Zvi&enie a Napried.

v

@ Normailne

@ 169

@ Uplne

@) Napriet
@ Zviienie



Funkcie na Vylepsenie Prezentacii

Zmena Pomer pre obrazy z pocitaca (EB-825/824/85/84)

Pomer mozete zmenit nasledovne.

Nastavené hodnoty Operacia Priklad projekcie

Normalne Premieta sa v plnej projekénej velkosti pri ponechani
Pomer stran vstupného obrazu.

4:3 Premieta sa v plnej projek¢nej velkosti s Pomer stran 4:3. | Pri vstupnom signali 1280x1024
Toto nastavenie je idedlne, ked potrebujete premietat Q Q Q

obraz v Pomer 5:4 (1280 x 1024) na plnu velkost projekcie.
Ol O

16:9 Premietanie s Pomer 16:9. Toto je idealne na premietanie | Pri vstupnom signali 1280x1024
na plnt velkost platna pri pouziti platna s pomerom stran Q

16:9. Q
O] -
@) O

:@—_ Ak ¢asti obrazu chybaji, nastavte pomer Siroky, alebo Normalne v polozke RozliSenie z ponuky Konfigura¢né menu v zavislosti od velkosti obrazovky
,I

Poditaé. @ str.36




Funkcie na Vylepsenie Prezentacii

Zmena Pomer pre obrazy z pocitaca (EB-826W)

Pomer je mozné zmenit nasledovne. EB-826W umoznuje nastavit rozliSenie WXGA 1280x800 (Pomer stran obrazu 16:10). Pri premietani na platna s

pomerom 16:9, nastavte Pomer na 16:9.

Nastavené hodnoty Operacia Priklad projekcie
Normalne Premieta sa v plnej projekénej velkosti pri ponechani Pri vstupnom signali 1024x768
Pomer stran vstupného obrazu. 1024 — — 1280 447
- -
omme| o |
768 wa) Q ]io
o fe—— 1087 ——|
16:9 Premieta sa v plnej projek¢nej velkosti s Pomer stran 16:9. | Pri vstupnom signali 1024x768
e 1024 — f—— 1280 ——|
/ 2 P A
(O o) ]
768 =) 720 O 800
o dlop
Uplne Premietanie pri plnej velkosti. Pri vstupnom signdli 1024x768
« 1024 . 1280 —— |
/ 2 A
o g7 o Jd
768 ) Q 800
Zviadsenie Vstupny obraz sa premieta v bo¢nom smere ako je. Casti | Pri vstupnom signali 1024x768
takto rozsireného obrazu nie su premietané. ‘ 1004 |
I "
- -
omme|
O s




Funkcie na Vylepsenie Prezentacii

Nastavené hodnoty Operacia Priklad projekcie

Napriec

Premieta sa s rozliSenim vstupného obrazu na stred Pri vstupnom signali 800x600 Pri vstupnom signali 1400x1050
obrazovky. Idedlne pre premietanie jasnych obrazkov. e 1280 ——

(=

| |
| ® |

1280 —— |

Ak rozli$enie obrazku presahuje 1280x800, kraje obrazu sa
nepremietaju.

A\l
~

~
@/~
,I

Ak Casti obrazu chybajd, nastavte pomer Siroky, alebo Normalne v polozke RozliSenie z ponuky Konfigura¢né menu v zavislosti od velkosti obrazovky
Pocitaé. @ str.36




Funkcie na Vylepsenie Prezentacii

Funkcia Ukazovatel (Ukazovatel)

Toto vam umoznuje pohybovat ikonou Ukazovatel na premietanom
obrazku a pomaha sustredit pozornost na oblast, o ktorej hovorite.

=
@ Zobrazit Ukazovatel.

u
o

3

S

Dialkové ovladanie

ANVMute Freeze  User
Auto  Aspect ColorMode

@O O G @

Up [TEE  Help
()

@
&,
Down

E-Zoom Volume
QD
q

Zakazdym, ked stlacite toto tlacidlo, ukazovatel sa objavi alebo
zmizne.

S

a@ Pohyb ikony Ukazovatel (/).

Diafkové ovldadanie

Pri stla¢eni naraz so susednym tlacidlom [« « >], [< v >], [@]

a [@] je mozné ukazovatelom hybat uhlopriecne a nie iba zhora

nadol alebo zlava doprava.

,@: Je mozné si vybrat z troch réznych druhov ikony Ukazovatel (1” :

%, alebo _n ) v ponuke Nastavenia - Tvar ukazovatela z

ponuky Konfigura¢né menu.
@ str.37




Funkcie na Vylepsenie Prezentacii

F %‘: riq
Zviacéenie Casti Obrazu (E-Zoom) a@ Posuiite (-;-t-;—) do oblasti obrazka, ktori chcete zvidsit.

. o . A ot s . Dialkové ovladanie
Tato funkcia je vhodna na zvdcSenie urcitej Casti obrazov, ako su

napriklad grafy a tabulky, aby boli zobrazené detailnejsie.

=" — li q
- N -1= [ ] ] l:l
AT = <1
Ll | == E== Japies
: |00 WE — u C ‘\
== - == = — m =
__H S=E==E
- | |
aw. Aktivovanie funkcie E-Zoom. Pri stladeni naraz so susednym tlacidlom [<—a ], [« ], [(<]
Dialkové ovladanie a [@] je mozné ukazovatelom hybat uhloprie¢ne a nie iba zhora
e nadol alebo zlava doprava.

Auto  Aspect ColorMode

O e G w

Up @ [TIEE  Help

)
Volume

Do




Funkcie na Vylepsenie Prezentacii

ovladanie projektora ako Bezdrotova my$ na ovladanie ukazovatela mysi
Pocitac.

Dialkové ovladanie

AVMute Freeze  User
Auto  Aspect ColorMode
&)

Up @® Pointer [EEEIN

(o)
Volume

Do

Pri kazdom stlaceni tla¢idla sa oblast rozsiri. Rozsirit mozete aj
rychlo podrzanim tlacidla.
ZvacSeny obraz mozno zmensit stlacenim tlacidla [®].

Stladenim tlac¢idla [Return] funkciu zrusite.

4

~¥~- ® Pomer zvicenia sa objavi na obrazovke.  Vybranu oblast je
@‘ mozné zvacsit 1 az 4-krat v 25 postupnych krokoch.

o Stlacenim tladidla [« a >] [<Tv > [@], alebo [@] obraz

Kompatibilny OS

posuvajte.
e Ak je vybrana funkcia E-Zoom, potom je zruSené Progresivne a Windows: 98/98SE/2000/Me/XP Home Edition/
Redukcia $umu. XP Professional/Vista Home Basic/Vista Home Premium/

Vista Business/Vista Enterprise/Vista Ultimate

Macintosh: Mac OS X 10.3 az 10.5

Obsluha Ukazovatela Mysi Pomocou Dialkové
Ovladanie (Bezdrétové Myg) ’@_ e Funkciu Bezdrotovd my$ nemusi byt mozné pouzivat pod

niektorymi verziami operaénych systémov Windows a Macintosh.

Ak chcete aktivovat funkciu Bezdrdtovd mys, nastavte USB Type B * Aby bolo moiné pouzivat funkciu mysi, niektoré nastavenia
na Bezdrotovu my$ z ponuky Rozsirené v Konfiguracnom menu. Ako pocitata mozno bude nutné zmenit. Dal$ie podrobnosti ndjdete v
predvolena moznost je USB Type B nastavené na USB Disple;. dokumentdcii k Pocitac.

Nastavenie zmente vopred. @ str.39

Ked je USB port na Pocita¢c a USB port TypeB na zadnom paneli
projektora prepojeny dodavanymi USB kabel, moézete pouzivat Dialkové



Funkcie na Vylepsenie Prezentacii

Po uskuto¢neni pripojenia sa ukazovatel mysi obsluhuje nasledovne. NV L ) .
:@: e Pri stlaceni naraz so susednym tlac¢idlom [< 2 >], [< v >,

Kliknutia my3ou [@] a [@] je mozné ukazovatefom hybat uhloprietne a nie iba

zhora nadol alebo zlava doprava.

e Ak je na Pocita¢ nastavend zamena tlacidiel mysi, funkcia
tlacidiel Dialkové ovlidanie bude tiez zamenena.

e Funkciu Bezdrotova my$ nie je mozné pouzivat, ak sa pouzivaju
nasledovné funkcie.
- Pocas zobrazenia ponuky Konfigura¢né menu

Kliknutie lavym tlac¢idlom: Stlacte - Pocas zobrazenia ponuky Ndpoveda
tlagidlo Enter. - Pocas pouzivania funkcie E-Zoom
Kliknutie pravym tla¢idlom: Stlalte - Pocas zachytdvania Uzivatelské logo
tlagidlo Return. - Pocas pouzivania funkcie Ukazovatel
Dvojklik: Stlacte rychlo dvakrat. - Pocas nastavovania Hlasitost

- Pocas pouzivania USB Displej

- Pocas zobrazenia Testovacia vzorka
Uchopenie a presunutie Prepinanie obrazoviek aplikacie - Pocas nastavovania Farebny rezim
PowerPoint - Pocas zobrazenia nazvu Zdroja
Pouziva sa na zobrazenie
predchadzajicej alebo nasledujucej
snimky v aplikacii PowerPoint
Prezentac.

Auto  Aspect ColorMode

OO G @

rUp @ NICE  Help

d: Drzte stlacené %

-

1. Pri stladeni tlacidla [Enter] stladte é LDo:wa Cﬁ)) © @
tlacidlo [«<—2 ], [ >, [[«]]

alebo [[> 1.

2. Uvolnite tlac¢idlo [Enter], ak chcete
pustit v pozadovanej lokalite.

Na predchadzajicu snimku

Na nasledujticu snimku



Funkcie Zabezpecenia

Projektor je vybaveny nasledujucimi vylepSenymi funkciami zabezpecenia.

e Ochrana heslom
Mozete obmedzit, kto moze projektor pouzivat.

e Uzamk. ovl. panela
Mozete zabranit pouzivatelom menit bez povolenia nastavenia
na projektore. @ str.31

e Zamok proti kradezi

Projektor je vybaveny réznymi typmi zabezpecovacich prvkov proti
kradezi. @ str.32

Spravovanie Pouzivatelov (Ochrana Heslom)

Ak je funkcia Ochrana heslom aktivovana, Iudia bez znalosti Heslo
nemozu projektor pouzit na premietanie obrazov ani v pripade, Ze je
zapnuty. Okrem toho nemozno zmenit logo zobrazené po zapnuti
projektora. Tato funkcia sluzi ako ochrana proti kradezi, pretoze
odcudzeny projektor nemozno pouzivat. Pri zakdpeni projektora nie je
funkcia Ochrana heslom aktivovana.

Typ funkcie Ochrana heslom

V zavislosti od sposobu pouzivania projektora mozno nastavit nasledovné
tri druhy nastaveni Ochrana heslom.

1. Ochrana zapnutia
Ked je funkcia Ochrana zapnutia Zapnuté, je nutné zadat Heslo predvolby po
tom ako zapojite projektor do zasuvky a zapnete ho (toto sa tiez vztahuje na
Priame zapnutie). Ak nie je zadané spravne Heslo, projekcia sa nespusti.

Ochrana uziv. loga

Ak sa niekto pokusi zmenit Uzivatelské logo nastavené vlastnikom projektora,

nebude to mozné. Ak je funkcia Ochrana uziv. loga nastavend na hodnotu

Zapnuté, st zakazané nasledujice zmeny nastavenia Uzivatelské logo.

e Zachytenie Uzivatelské logo

¢ Nastavenia pre Pozadie displeja, Obraz. pri spusteni a Stimit A/V z
ponuky Zobrazenie v ponuke Konfiguracné menu.

Ochrana siete (iba EB-826W/825/85/84)

Ked je nastavenie Ochrana siete nastavené na Zapnuté zmeny nastavenia pre
Siet v ponuke Konfiguraéné menu st zakdzané.

Nastavenie funkcie Ochrana heslom

Funkciu Ochrana heslom nastavite pomocou nasledujiceho postupu.



Funkcie Zabezpecenia

Pocas premietania stla¢te a podrzte tlac¢idlo [Freeze] asi na
pat sekund.
Zobrazi sa ponuka nastavenia Ochrana heslom.

Dialkové ovladanie

AVMute Freeze  User [Ochrana heslom]

..1 ..3
Ochrana zapnutia _ @Vypnuté
Ochrana ufiv. loga Vypnuté

A{ pct ColorMode

(@) Ochrana siete Vypnuté
Pointer RN Heslo
o

Volume

E-Zoom

[Menul:Koniec )

([#1:Vybrat’ [Enter] :Zadat’

:"’—_ e Ak uZ je funkcia Ochrana heslom aktivovand, je potrebné zadat

@‘ Heslo.
Ak je Heslo zadané spravne, zobrazi sa ponuka funkcie Ochrana
heslom. @ "Zadanie Heslo" str.30

e Ked je nastavené Heslo nalepte Nélepka na ochranu hesla na
viditelné miesto na projektore, ¢im dalej odradite zlodejov.

Zapnite funkciu Ochrana zapnutia.
(1)  Vyberte polozku Ochrana zapnutia a potom stlacte tlac¢idlo [Enter].
(2) Vyberte polozku Zapnuté a potom stladte tlacidlo [Enter].
(3) Stlacte tlacidlo [Return].

Zapnite funkciu Ochrana uziv. loga.
(1)  Vyberte polozku Ochrana uziv. loga a potom stladte tlacidlo [Enter].
(2) Vyberte polozku Zapnuté a potom stlalte tlacidlo [Enter].
(3) Stlacte tlacidlo [Return].

(1)
)
©)

(4)

M““‘”‘"’%E
@ Zapnite funkciu Ochrana siete.(ibaEB-826W/825/85/84)

Vyberte polozku Ochrana siete a potom stlacte tla¢idlo [Enter].

Vyberte polozku Zapnuté a potom stlacte tlacidlo [Enter].
Stlacte tlacidlo [Return].

Nastavte Heslo.

Vyberte polozku Heslo a potom stlacte tla¢idlo [Enter].

Ked sa zobrazi hlisenie Zmenit heslo?, vyberte moznost Ano a potom
stlacte tlac¢idlo [Enter]. Predvolené nastavenie Heslo je ,0000“. Zmerite
ho na svoje pozadované Heslo. Ak vyberiete moznost Nie, znova sa
objavi obrazovka znazornend v kroku 1.

Kym drzite tla¢idlo [Num], zadajte pomocou numerickych tlacidiel
$tvormiestne Cislo. Zadané ¢islo sa zobrazi ako ,,* * * *“. Ked zadate
$tvrta ¢islicu, zobrazi sa potvrdzovacia obrazovka.

Dialkové ovladanie

A/VMute Freeze  User

Volume

D)@ @

Znova zadajte Heslo.

Zobrazi sa hlasenie Heslo prijaté..

Ak zadate Heslo nespravne, zobrazi sa hlasenie s vyzvou na opdtovné
zadanie hesla.

Zadanie Heslo

Ked sa objavi obrazovka na zadanie Heslo, pomocou c¢iselnych tlacidiel
na Dialkové ovladanie zadajte Heslo.



Funkcie Zabezpecenia

Kym drzite tlac¢idlo [Num], zadajte Heslo pomocou numerickych
tlacidiel.

Ked zadate spravne Heslo, projekcia sa spusti.

Pozor

o Ak zaddte trikrdt za sebou nesprdvne Heslo, na dobu piatich minit sa
zobrazi hldsenie Operdcia projektora bude zamknutd. a potom sa
projektor prepne do pohotovostného rezimu. Ak k tomu doéjde, odpojte
napdjaci kdbel z elektrickej zdsuvky, znova ho zapojte a zapnite projektor.
Projektor znova zobrazi vyzvu na zadanie Heslo, takZe mdzete zadat
spravne Heslo.

e Ak heslo zabudnete, poznacte si Cislo ,PoZadovany kéd: xxxxx®, ktoré sa
objavi na obrazovke a obrdtte sa na najblizsSiu adresu, ktori ndjdete
v dokumente Prirucka pre podporu a servis. @ Zoznam kontaktov k
projektoru Epson

e Ak pokracujete vo vysSie uvedenej akcii a zaddte trikrdt za sebou
nespravne Heslo, zobrazi sa nasledujiice hldsenie a projektor neprijme
Ziadne dalSie Heslo. Operdcia projektora bude zamknutd. Kontaktujte
Epson tak, ako je to popisané vo vasej dokumentdcii. @ Zoznam
kontaktov k projektoru Epson

Obmedzenie Pouzivania (Uzamk. Ovl. Panela)

Ak chcete zablokovat pouzivanie tlacidiel Ovladaci panel, pouzite jednu
z nasledujucich moznosti.

e Uplné uzamknutie

Vsetky tlacidla Ovladaci panel su zablokované. Z Ovladaci panel
nemozno vykonavat ziadne operacie vratane zapnutia alebo vypnutia.

e Ciasto¢né uzamknutie

Vietky tla¢idla Ovladaci panel su zablokované, okrem tla¢idla [O].

Tato moznost je uzitocnd v pripade, Ze chcete deaktivovat vsetky tlacidla

a len premietat, pripadne v $kolach, kde je potrebné obmedzit
pouzivanie tlacidiel. Projektor mozno aj nadalej ovladat pomocou
Dialkové ovladanie.

Pocas premietania stlacte tlac¢idlo [Menu] a vyberte
Nastavenia - Uzamk. ovl. panela z ponuky Konfiguracné
menu. @ "Pouzivanie Ponuky Konfigura¢cné Menu" str.34

Pomocou Dialkové ovladanie Pomocou Ovladaci panel

AN
Menu Esc
sorc 0 O
O O
0

hwA

Obraz Spét’

LichobeZ. korekcia 0
Signal Auto. lichob. korekcia Vypnuté

;

Nastavenia ¢ BRNEIRILEELTELEE] Ukazovatel 1
— ECEENER] Nizko
Roz&irené Hlasitost 0

Hlasit. vstupu mik. 0
Siet’ Diafkovy prijimac Pr. éast'/Z. ¢a...

UZivatelské tlacidio  Ovladanie jasu
Informacia Testovacia vzorka

Vynulovat’
Vynulovat

[[Esc]:Spdt [#1:Vybrat' [Enter]:Zadat [Menul:Koniec )




Funkcie Zabezpecenia

/ Vyberte alebo moznost Uplné uzamknutie alebo Ciastoéné e Upeviiovaci bod bezpecnostného kabla

uzamknutie. Tymto miestom mozno pretiahnut bezne dostupny kabel na ochranu
. proti kradezi a pripevnit projektor k stolu alebo stlpu.

1UplIné uzamknutie
ICiastodné uzamk.
IVypnuté

Montaz kablového zamku

['[Esc] /[Enter] :Spat’ [€1:Vybrat [Menul:Koniec |
Prevle¢te kablovy zamok otvorom.

Ked sa zobrazi potvrdzovacie hlasenie, vyberte moznost Ano. Pozrite dokumentdciu dodévant s kdblovym zdmkom, kde ndjdete
pokyny na uzamknutie.

Tlacidla Ovladaci panel sa v zavislosti od vybraného nastavenia
zablokuju.

A\l
< =

~r- Uzamknutie Ovlddaci panel mozno zrusit jednym z nasledujicich
'@‘ dvoch sposobov.

e Pomocou Dialkové ovlddanie vyberte polozkuVypnuté v ponuke
Nastavenia - Uzamk. ovl. panela z ponuky Konfiguracné menu.

e Ked stlacite a podrzite tlac¢idlo [Enter] na Ovlddaci panel pocas
asi siedmich sekdnd, zobrazi sa hldsenie a zamok sa zrusi.

Zamok Proti Kradezi

Pretoze projektor je Casto nainstalovany na stropnych konzolach a
ponechany v miestnostiach nestrazeny, na projektore sa nachadzaju
nasledovné bezpecnostné zariadenia, aby sa zabranilo odcudzeniu
projektora.

e Bezpecnostna zasuvka

Bezpe¢nostna zasuvka je kompatibilna s bezpe¢nostnym systémom
Microsaver vyrabanym spolo¢nostou Kensington. Podrobnosti

o technoldgii Microsaver Security System najdete na domovskej stranke
spolo¢nosti Kensington na adrese http://www.kensington.com/.


http://www.kensington.com/

TOP

Konfiguracné Menu

Tato kapitola vysvetluje sposob pouzivania ponuky Konfigura¢né menu a jej funkcie.



Pouzivanie Ponuky Konfiguracné Menu

2 S

2 S
2

Image Return
b Color Mode Presentation
Signal Brightness 0
Contrast 0
Settings Sharpness 0
Color Adjustment
Extended Auto Iris Off
Reset
Network
Info
Reset

([#1:Select [Enter] :Enter [Menul:Exit )

T~

Image

Vyber z podponuky

Keystone 0 Enter
Signal Auto Keystone on
Control Panel Lock Off
Settings (¢1 Pointer Shape Pointer 1
)=+ Brightness Control High
Extended Volume 0
Mic Input Level 0
Network Remote Receiver Front/Rear
User Button Brightness Co...
Info Test Pattern
Reset
Reset

(T#1:Select [Enter] :Enter [MenuT:Exit )

.
Menu Esc

g 0 0 O
<@ @ Do

En(er/
U

hwA

Menu Menu ""
O 9
4 > )y

Image
Keystone
Signal Auto Keystone On
Control Panel Lock Off i
Setti
[EXETE]  Pointer shape Pointer 1 e
e Brightness Control High O
Volume Q-0
Mic Input Level E| a7 “Ad) “EXi
r— Remote Recaiver Front/Rear (([EscI:Return [#1:Select [&]:Adjust [Menul:Exit )
User Button Brightness Co..
Info Test Pattern
Reset ) ( ) @))/@ E)
Reset

([Escl:Return [#1:Select [Enter] :Enter [Menul:Exit )
fay
I o
Image Return
Keystone [}

Signal Auto Keystone On
Control Panel Lock Off

[Brightness Controll Return

ILow

[MenuT:Exit )

_ ([Escl :Return [$71:Select [Enter]:Set

Reset

Settings (<] Pointer Shape Pointer 1 -
——— g Brightness Control _ ®High A
Extended Volume 0 @
Mic Input Level ]
Network Remote Receiver Front/Rear
User Button Brightness Co...
Info Test Pattern U x>
fwi

Reset

([Escl :Return [&1:Select [Enter] :Enter [Menul:Exit ) [Brightness Controll Return

IHigh

([Esc] :Return [#1:Select [Enter]:Set [Menul:Exit )

o/'8

[Brightness Control] Return

JHigh

([Esc] :Return [41:Select [Enter]:Set [Menul:Exit )




Zoznam Funkcii

Obraz Menu

Polozky, ktoré mozno nastavit, sa lidia v zavislosti od prave premietaného obrazového signdlu a zdroja. Pozrite nasledujice snimky. Podrobné nastavenia
sa ukladaju pre kazdy obrazovy signédl a zdroj.
V zavislosti od pouzitého modelu nie si podporované niektoré vstupné zdroje. @ str.16

Signal poc¢ita¢a/USB /USB Displej/LAN Komponent video”/Kompozit video”/S-video”

Obraz Q Spdr Obraz
=———" Farebny reiim Prezentécia =—————" Farebny reiim
Signal Jas ] Signal Jas
Kontrast 0 Kontrast
Nastavenia Ostrost’ 0 Nastavenia Sytost farieb
Nastavenie farieb Odtiefi
Rozéirené Automat. So¥ovka Vypnuté Roziirené Ostrost’
Vynulovat’ Nastavenie farieb
Siet’ Siet’ Automat. SoSovka Vypnuté
Vynulovat
Informacia Informdcia
Vynulovat' Vynulovat'
([#$1:vybrat [Enter] :Zadat’ [Menul:Koniec | [[#1:Vybrat [Enter]:Zadat [Menul:Koniec )
Podponuka Funkcia
Farebny reZim Mozete nastavit kvalitu obrazu tak, aby zodpovedala danému prostrediu. @ str.18
Jas MobzZete nastavit Jas obrazu.
Kontrast” Mozete nastavit rozdiel medzi svetlymi a tmavymi ¢astami obrazov.
Sytost farieb Mozete nastavit Sytost farieb obrazov.
Odtien (Nastavenie je mozné len vtedy, ak ide o vstupné signaly typu NTSC, ak pouzivate kompozitné video alebo S-Video.)
Mozete nastavit Odtien obrazu.
Ostrost Mozete nastavit ostrost obrazu.
Nastavenie farieb Nastavenia mézete uskutocnit volbou jednej z tychto moznosti.(Ttto polozku nie je mozné vybrat, ak je rezim sRGB™ vybrany ako nastavenie
Farebny rezim z ponuky Obraz.)
Abs. Farebna teplota: MoZete nastavit celkovy odtien obrazu. Odtien mozete nastavit v 10 krokoch od 5000 K po 10 000 K. Ak vyberiete vysoka
hodnotu, obraz sa zafarbi do modra, ked vyberiete nizku hodnotu, obraz ziska nadych do cervena.
Cervena, Zelena, Modra: Sytost kazdej farby mézete nastavif samostatne.
Automat. SoSovka (Tato polozka sa zobrazuje iba ak je zvoleny rezim Dynamické alebo Divadlo ako Farebny rezim - nastavenie z ponuky Obraz.)
Nastavte moznost (Zapnuté/Vypnuté), ak chcete nastavit optimalny stav svetla pre premietany obraz. @ str.19




Zoznam Funkcii

Podponuka Funkcia

Vynulovat Vsetky hodnoty nastaveni v ponuke Obraz mozno vynulovat na predvolené nastavenia. Ak chcete vratit vSetky polozky ponuky na predvolené

nastavenia, pozrite ¢ast @ str.52

Signal Menu

Polozky, ktoré mozno nastavit, sa liSia v zavislosti od prave premietaného obrazového signalu. Pozrite

nasledujice snimky. Podrobné nastavenia sa
ukladaju pre kazdy obrazovy signal.

V Signal menu nemoézete uskutocnit nastavenia, ked ako zdroj je nastavena LAN.(EB-826W/825/85)

Pocitacovy obraz

Komponent video”

Kompozitné video”/S-video”

Obraz Spdt’

Obraz Spat’ Obraz Spdt’
. Automat. nastavenie Zapnuté . Pozicia . Pozicia

Signdl («1 Rozlifenie Automaticky Signal Progresivny Zapnuté [Signél Progresivny Zapnuté

b Sledovanie 0 b Redukcia Sumu Vypnuté b Redukceia Sumu Vypnuté

Nastavenia Synchronizacia 0 Nastavenia Vstupny signal Automaticky Nastavenia Video sighal Automaticky
Pozicia Pomer 4:3 Pomer 4:3

Rozsirené Vstupny signal Automaticky Rozsirené Vynulovat Rozsirené Vynulovat’
Pomer Normalne

Siet’ Vynulovat’ Siet’ Siet’

Informacia Informacia Informacia

Vynulovat' Vynulovat’ Vynulovat'

([#1:vybrat [Enter]:Zadat’ [Menul:Koniec | [[#1:Vybrat' [Enter]:Zadat [Menul:Koniec ) [ [#1:Vybrat [Enter]:Zadat [Menul:Koniec )

Podponuka

Funkcia

Automat. nastavenie Mozete vybrat moznost (Zapnuté/Vypnuté) Automat. nastavenie, ktoré automaticky nastavuje obraz na optimélny stav pri zmene vstupného

signalu. @ str.61

Rozlisenie Ak je nastavené na hodnotu Automaticky, rozlisenie vstupného signalu je identifikované automaticky. Ak pri nastaveni Automaticky nie je mozné
premietat obrazy korektne, ako napriklad, ked ¢ast obrazu chyba, nastavte na Siroky pre sirokouhlé plitna v zavislosti na pripojenom Poéitaé,
alebo nastavte na Normalne pre platna 4:3 alebo 5:4.

Sledovanie® Mozete upravit pocitacové obrazy, ak sa na nich objavia zvislé pasy. @ str.61

Synchronizacia” Mozete upravit pocitacové obrazy, ak sa na nich objavi blikanie, neostrost alebo rusenie. @ str.61

Pozicia

Ak nejaka cast obrazu chyba, mozete upravit Pozicia zobrazenia smerom nahor, nadol, dolava a doprava, takze sa premietne cely obraz.




Zoznam Funkcii

Podponuka

Funkcia

Progresivne

(Komponent video je mozné nastavit iba vtedy, ked je vstupny signél vo formate 480i/576i/1080i)
Vypnuté: Konverzia IP sa robi pre kazdé pole obrazu. To je idedlne pre zobrazenie obrazov obsahujicich mnozstvo pohybu.
Zapnuté: Prekladanie® (i) signl sa konvertuje na Progresivne (p). Tyka sa to statickych obrazkov.

Redukcia Sumu

Vyhladzuje nekvalitny obraz. Existuju dva rezimy. Vyberte vase oblibené nastavenie. Odporuc¢ame nastavit na Vypnuté pri sledovani zdrojov
obrazu, pri ktorych je Sum velmi nizky, ako napr. disky DVD.

Vstupny signal

Ako vstupny signal je mozné vybrat jeden zo signalov Computer1/2.
Ak je nastavené na hodnotu Automaticky, vstupny signal je nastaveny automaticky v zavislosti od pripojeného zariadenia.
Ak sa pri nastaveni na hodnotu Automaticky zdaju byt farby nespravne, vyberte prislu$ny signal v zavislosti od pripojeného zariadenia.

Video signal Ako vstupny signal je mozné vybrat signal zo vstupného portu Video. Ak je nastavené na hodnotu Automaticky, video signdly si rozpoznavané
automaticky. Ak sa v obraze vyskytne ru$enie alebo nastane problém s chybajicim premietanym obrazom pri nastaveni na hodnotu Automaticky,
vyberte prislu$ny signal v zavislosti od pripojeného zariadenia.

Pomer Mobzete nastavit Pomer stran obrazu® premietanych obrazov. @ str.20

Vynulovat Vsetky hodnoty nastaveni v ponuke Signal moZzno vynulovat na predvolené nastavenia, okrem nastavenia Vstupny signal.
Ak chcete vratit vSetky polozky ponuky na predvolené nastavenia, pozrite ¢ast @ str.52

L]
Nastavenia
Obraz Spéat
LichobeZ. korekcia 0
Signal Auto. lichob. korekcia Zapnuté
. Uzamk. ovl. panela Vypnuté
Nastavenia @ ERNEIRILCEELCE] Ukazovatel 1
e Ovlddanie jasu Vysoko
Rozéirené Hlasitost’ 10
Hlasit. vstupu mik. 5
Siet’ Dialkovy prijimac Pr. Cast/Z. ca...
Ufivatel'ské tlafidlo  Ovladanie jasu
Informacia Testovacia vzorka
Vynulovat’
Vynulovat’
([#71:Vybrat' [Enter]:Zadat’ [Menul:Koniec |
Podponuka Funkcia

Lichobez. korekcia

Lichobeznikové skreslenie je mozné opravit vo vertikalnych smeroch. @ Strucnd prirucka

Auto. lichob. korekcia

Ak chcete uskuto¢nit Auto. lichob. korekciu, nastavte moznost na Zapnuté.
(Auto. lichob. korekcia sa uskutoéni iba ked vyberiete Predna strana z ponuky Rozsirené - Premietanie.)




Zoznam Funkcii

Podponuka

Funkcia

Uzamk. ovl. panela

Funkciu mozno pouzit na obmedzenie pouzivania Ovladaci panel projektora. @ str.31

Tvar ukazovatela

Mozete si vybrat tvar ukazovatela. @ str.25
Ukazovatel 1: 1” Ukazovatel 2: #4 Ukazovatel 3: =\

Ovlédanie jasu

Umoznuje vybrat jedno z dvoch nastaveni jasu Lampa.

Moznost Nizko vyberte, ak s premietané obrazy prili§ jasné, ako napriklad ked sa premietaji obrazy v tmavej miestnosti na malé platno. Ak je
vybrana moznost Nizko, zmeni sa nasledovne spotreba elektriny a prevadzkova zivotnost lampy a zredukuje sa Sum ventilatora pocas premietania.
Spotreba elektriny: zniZenie asi o 25 %, Zivotnost lampy: asi 1,2-krat dlhsia

Hlasitost

Hlasitost je mozné nastavit. Podrobné nastavenia sa ukladaji pre kazdy obrazovy signal.

Hlasit. vstupu mik.

Nastavte, ak je vstupnd aroven mikrofénu prilis nizka a nepocut ju z reproduktora projektora, alebo ak je hlasitost prili§ vysokd a dochadza
k skresleniu zvuku. Ked je Hlasit. vstupu mik. zniZend na 0, z reproduktora sa neozyva Ziadny zvuk.

Dialkovy prijimac

Prijem riadiaceho signalu Dialkové ovladanie je mozné obmedzit.

Ked chcete zabranit obsluhe pomocou Dialkové ovladanie, alebo ak ma Dialkovy prijima¢ prili§ blizko pri sebe svetlo ziarivky, mozete uskutocnit
nastavenia na deaktivaciu dialkového prijimaca, ktory nechcete pouzivat, alebo ktory vykazuje rusenie.

UzZivatelské tlac¢idlo

Mozete vybrat priradend polozku z ponuky Konfigura¢né menu pomocou Dialkové ovladanie, tlac¢idla [User]. Stla¢enim tla¢idla [User] sa zobrazi
priradend obrazovka vyberu/nastavenia polozky, ktora vim umozni uskuto¢nit nastavenia/zmeny na jeden dotyk. Tla¢idlu [User] je mozné priradit
jednu z nasledujtcich piatich poloziek.

Ovlddanie jasu, Informdcia, Progresivne, Testovacia vzorka, RozliSenie

Testovacia vzorka

Ked je projektor nastaveny, zobrazi sa Testovacia vzorka, aby ste mohli premietanie nastavit bez pripajania dalsich zariadeni. Pocas zobrazenia
Testovacia vzorka je mozné uskuto¢nit pribliZenie, nastavenie zaostrenia a Lichobez. korekcia.

Ak chcete zrusit Testovacia vzorka, stlacte tla¢idlo [Return] na Dialkové ovlddanie alebo na Ovladaci panel.

Vynulovat

Vsetky hodnoty nastaveni v ponuke Nastavenia moZno vynulovat na predvolené nastavenia, okrem nastavenia UzZivatelské tlacidlo.

Ak chcete vratit vSetky polozky ponuky na predvolené nastavenia, pozrite ¢ast @ str.52




Zoznam Funkcii

Rozsirené Menu

Obraz Spdt’
Zobrazenie
Signal UZivatel'ské logo
Premietanie Prednd strana
Nastavenia Operacia
. Pohotovostny reZim Komunikacia vyp.
Rozsirené Poh. reZim mikrof. Vypnuté
p———— USBTypeB USB Display
Siet’ Jazyk @ Slovencina
Vynulovat'
Informacia
Vynulovat
[[€]1:Vybrat [Enter]:Zadat [Menul:Koniec )

Podponuka

Funkcia

Zobrazenie

Mozete vykonat nastavenia tykajuce sa zobrazenia projektora.

Spravy: Mozete nastavit, ¢i zobrazit alebo nie (Zapnuté/Vypnuté) nazov Zdroj, ked zmenite Zdroj, nazov Farebny rezim, ked zmenite
Farebny rezim, spravu, ked na vstupe nie je obrazovy signdl, a tak dalej.

Pozadie displeja’l: Mozete nastavit stav obrazovky v pripade, ked na vstupe nie je signal na Cierna, Modra alebo Logo.

Obraz. pri spusteni \: ModZete nastavit, ¢i sa bude zobrazovat alebo nie (Zapnuté/Vypnuté) Obraz. pri spusteni (Premietany obraz pri
Starte projektora).

Stlmit A/V'!: Mozete nastavit obrazovku zobrazenu polas rezimu Stlmit A/V na moznost Cierna, Modra alebo Logo.

Uzivatelské logo™!

Mozete zmenit Uzivatelské logo, ktoré je zobrazené ako Pozadie displeja pocas rezimu Stlmit A/V, a tak dalej. @ str.75

Premietanie

Mozete vybrat jedno z nasledujicich nastaveni v zavislosti od sposobu umiestnenia projektora. @ str.66

Predna strana, P. str./H. hran., Zadna cast, Z. str./H. hran.

Stlacenim tlacidla [A/V Mute] na Dialkové ovlddanie po dobu piatich sekiind mozete nastavenie menif nasledovne.
Predna strana«>P. str./H. hran.

Zadna caste»Z. str./H. hran.




Zoznam Funkcii

Podponuka

Funkcia

Operacia

Priame zapnutie: Je mozné nastavit, ¢i umoznit alebo nie (Zapnuté/Vypnuté) Priame zapnutie.

Ked je nastavené na Zapnuté a sietovy kabel je zapojeny, uvedomte si, ze projektor sa zapne automaticky v pripade napriklad
obnoveného vypadku sietového napaitia.

Rezim spanku: Ked je nastaveny na Zapnuté, toto nastavenie automaticky zastavuje premietanie, ked na vstupe nie je Ziadny obrazovy
signal a neprebiehaju Ziadne operacie.

Casov. rezimu spanku: Ked je ReZim spanku nastaveny na Zapnuté, je mozné nastavit Casovy usek predtym, nez sa projektor
automaticky vypne v rozmedzi 1 az 30 minut.

Casova¢ krytu $osov.: Ked je nastavené na hodnotu Zapnuté, napdjanie sa vypne automaticky po uplynuti 30 mindt od zatvorenia
Posuvny regulator stlmenia hlasitosti A/V. Casovaé krytu $oSov. je v &ase zakidpenia projektora nastaveny na Zapnuté.

Rezim vysok. pomeru: Nastavte na Zapnuté, ked projektor pouzivate v nadmorskej vyske viac nez 1500 m.

Pohotovostny rezim

Nasledovné funkcie mozete pouzivat aj vtedy, ked je projektor v pohotovostnom rezime, ak je toto nastavenie nastavené na

Komunikicia zap..

e Monitorovanie a ovladanie stavu projektora po sieti.

e Vdaka funkcii mikrofénového vstupu je zvukovy vystup z reproduktora projektora, ked je mikrofén pripojeny k portu
mikrofénového vstupu.

Tato funkcia funguje aj vtedy, ked je toto nastavenie nastavené na Komunikdcia zap. a Poh. rezim mikrof. je nastaveny na Zapnuté.

Na monitorovanie a ovlddanie stavu projektora po sieti je mozné pouzit SNMP™, alebo softvér ,EMP Monitor "2 dod4vany s tymto

produktom.

Poh. rezim mikrof.

(Je mozné ho pouzivat iba vtedy, ked je Pohotovostny rezim zmieneny vys$sie nastaveny na Komunikacia zap.)

Ked je pohotovostny rezim nastaveny na Komunikdcia zap., nastavte, ¢i je mikrofénovy vstup zapnuty (Zapnuté) alebo vypnuty
(Vypnuté).”

USB Type B Nastavte na USB Displej, ked je projektor a Pocita¢ prepojeny pomocou USB kabel a premieta sa obraz z pocitaca. @ Strucnd prirucka
Nastavte na Bezdrotova my$, ked chcete ukazovatel mysi obsluhovat pomocou Dialkové ovladanie. @ str.27

Jazyk Mozete nastavit Jazyk zobrazovanych hlaseni.

Vynulovat Mbzete vynulovat polozky Zobrazenie'! a Operacia® z ponuky Roz$irené na predvolené nastavenia.

Ak chcete vratit vSetky polozky ponuky na predvolené nastavenia, pozrite Cast @ str.52

*1 Ked je Ochrana uziv. loga nastavena v ponuke Ochrana heslom na Zapnuté, nastavenia, vztahujice sa na Uzivatelské logo nie je mozné zmenit. Zmeny mozno

robit ponastaveni funkcie ,Ochrana uziv. loga“ nahodnotu ,,Vypnuté“. @ str.29

*2 Komer¢ne dostupny sériovy <> adaptér IP konverzie a kdbel s konektormi je nutny na to, aby majitelia EB-824 mohli pouzivat monitor EMP. Podporované
produkty najdete na adrese http://www.epson.com.

*3 Ak je Ochrana zapnutia v Ochrana heslom nastavend na Zapnuté, mikrofénovy vstup nie je mozny ani vtedy, ked Poh. rezim mikrof je nastaveny na Zapnuté.

*4 Okrem ,Vysokohorského rezimu®.



http://www.epson.com

Zoznam Funkcii

Siet Menu (lba EB-826W/825/85/84)

Ked je Ochrana siete nastavend na Zapnuté v ponuke Ochrana heslom, zobrazi sa sprava a nastavenia nie je mozné zmenit. Zmeny mdzete uskutocnit

po nastaveni Ochrana siete na Vypnuté. @ str.29

EB-826W/825/85/84 EB-84
Obraz Spat Obraz Spat’
Siet'. info. - Bezdr. LAN Siet'.info.- Pevne zap.LAN
Signal Siet.info.- Pevne zap.LAN Signal Konfigurdcia siete
Konfigurdcia siete
Nastavenia Nastavenia
Rozsirené Rozirené
Siet Siet’
Informacia Informacia
Vynulovat’ Vynulovat
([#1:vybrat [Enter]:Zadat’ [Menul:Koniec | [[#1:Vybrat' [Enter]:Zadat [Menul:Koniec )
Podponuka Funkcia
Informécie o sieti Nastavenie stavu kazdej siete mozete potvrdit nasledovne.
Obraz [Siet.info.- Pevne zap.LAN] Spdt Obraz [Siet. info. - Bezdr. LAN] Spat
Signal Nazov projektora Signal Reiim pripojenia Rychly
DHCP Vypnuté Urovefi antény mm
Nastavenia IP adresa Nastavenia Nézov projektora
Maska podsiete SsSID
RozZirené Adresa brany Roz8irené DHCP Vypnuté
- MAC adresa . IP adresa
Siet’ 4] Siet’ Maska podsiete
e = Adresa brdny
Informacia Informacia MAC adresa
Vynulovat’ Vynulovat
[[41]:Vybrat [Menul:Koniec | [[$1:Vybrat [Menul:Koniec )
Konfigurécia siete Pre nastavenie poloziek Siet st dostupné nasledovné ponuky.
Zakladné menu, ponuka Bezdr. LAN, Bezpe¢nost menu, ponuka Pev. zap.LAN, ponuka Mail, ponuka Ostatné, ponuka Vynulovat, ponuka
Nastavenie je hotové
| Veie 7 9 7 v, Ve Y . . 7 . o gs s e o . 7 > . 7 .
~~~- Pomocou pouzitia webového prehladdvaca na Pocital, pripojeného k projektoru na sieti je mozné nastavit funkcie a ovladat projektor. Tédto funkcia sa
'@‘ nazyva Ovlddanie webu. MoézZete jednoducho zadat text pomocou klavesnice a uskutocnit nastavenia pre Ovlddanie webu, ako napriklad Bezpe¢nost
nastavenia. @ Ndvod na obsluhu projektora "Zmena Nastaveni s Pouzitim Webového (Internetové Ovlddanie)"




Zoznam Funkcii

Poznamky k obsluhe ponuky Siet

Vyber z ponuky najvys$sej urovne a podponik a zmena vybranych
poloziek sti rovnaké ako operacie v Konfiguracné menu.

Ked ste hotovi, uistite sa, Ze prejdete do ponuky Nastavenie je hotové a
vyberiete jednu z moZznosti Ano, Nie alebo Zrusit. Ked zvolite Ano
alebo Nie, vratite sa doKonfiguratné menu.

[Nastavenie je hotové]

UloZit’ siet’ové nastavenia?

Nie Zrugit

([Esc]:Spdt [¢1:Vybrat [Enter] :Vykonat )

Ano: Ulozia sa nastavenia a opusti sa ponuka Siet.
Nie: Nastavenia sa neulozia a opusti sa ponuka Siet.
Zrusit: Nadalej sa zobrazuje ponuka Siet.

Operacie s premietanou klavesnicou

Ponuka Siet obsahuje polozky, ktoré vyzaduju pocas nastavenia vstup
alfanumerickych znakov. V tomto pripade sa zobrazi nasledujica

softvérova klavesnica. Pomocou tlacidiel [Q][@][@][@] na

Dialkové ovlddanie, alebo tladidiel [X], [=], [2] a [)] na Ovlddaci
panel presunte kurzor na pozadovanu klavesu a potom stlacte tlacidlo
[Enter] ¢im zadate alfanumericky znak. Znaky zadavajte tak, Ze stlacite a
podrzite tla¢idlo [Num] na Dialkové ovladanie a stlicanim numerickych
tlac¢idiel. Po zadani stlacte tla¢idlo [Finish] na kldvesnici, ak chcete
potvrdit zadané udaje. Stlacte tlac¢idlo [Cancel] na klavesnici, ak chcete
vstup zrusit.

[SSID]

Backsp . Del

- -
$ f11Del
Finish . Cancel

Zakazdym, ked vyberiete tlac¢idlo [CAPS] nastavi sa a zmeni pisanie
velkych a malych pismen.

Vidy, ked zvolite tlac¢idlo [SYM1/2] nastavia sa a zmenia tlacidla
symbolov oramovanej sekcie.



Zoznam Funkcii

Zakladné menu

EB-826W/825/85 EB-84

Zakladné 0 Zakladné 0
I Nazov projektora I Ndzov projektora
Bezdr. LAN Heslo PJLink Pev. zap.LAN Heslo PJLink
Heslo pre ovl. webu Heslo pre ovl. webu
Bezpeénost' Krug. slovo projek. Vypnuté Mail
Pev. zap.LAN Ostatné
Mail Vynulovat’
Ostatné Nast. je hot.
Vynulovat’
Nast. je hot.
([#1:Vybrat [Enter] :Zadat ) ([#71:Vybrat' [Enter] :Zadat’ )l
Podponuka Funkcia
Nazov proj. Zobrazuje sa nazov projektora, ktory sa pouziva pri identifikacii projektora pri jeho zapojeni do Siet.
Pri editovani mdzete zadat az 16 jednobajtovych alfanumerickych znakov.

Heslo PJLink Nastavte Heslo, ktoré sa bude pouzivat pri pristupe k projektoru pomocou kompatibilného softvéru PJLink. @ str.91
Mozete zadat az 32 jednobajtovych alfanumerickych znakov.

Heslo pre ovl. webu Nastavte heslo, ktoré sa bude pouzivat pri uskuto¢niovani nastaveni a ovladani projektora pomocou funkcie Ovladanie webu. Mdzete zadat az 8
jednobajtovych alfanumerickych znakov. Ovladanie webu je funkcia Pocita¢, ktora umoziiuje nastavit a ovladat projektor pomocou webového
prehladavaca na Pocita¢ pripojenom k Siet. @ Ndvod na obsluhu projektora "Zmena Nastaveni s Pouzitim Webového (Internetové Ovladanie)"

Krae. slovo projek. Ked je nastavené na Zapnuté, musite zadat Klticové slovo, ked sa snazite pripojit projektor k Pocita¢ na Siet. V ddsledku toho méze EMP NS

(iba EB-826W/825/85) Connection zabranit prezentacidm v preruseni neplanovanym pripojeniam z Pocita¢ pocas premietania.

Normaélne by to malo byt nastavené na Zapnuté. @ Ndvod na obsluhu projektora "Pripojenie k Projektoru v Sieti a Premietanie”




Zoznam Funkcii

Ponuka bezdr. LAN (iba EB-826W/825/85)

Nastavenia su zapnuté, ked je nainstalovana doplnkova jednotka Bezdrotovej LAN.

Zakladné Spéat
. Reim pripojenia Rychly

[Bezdr. LRGN Systém bezdr. LAN  802.119/b

e SSID

Bezpetnost Nastavenia [P

SSID Displej Zapnuté
Pev. zap.LAN Zobraz. IP adresy  Zapnuté
Mail
Ostatné
Vynulovat’
Nast. je hot.
([#1:Vybrat' [Enter] :Zadat )

Podponuka

Funkcia

Rezim pripojenia

Pomocou EMP NS Connection nastavte rezim, akym sa Pocita¢ pripaja k projektoru.

Nastavte na Rezim rychleho pripojenia, ked chcete uskuto¢nit rychle bezdrétové pripojenie. Nastavte na Rezim pokroc. pripoj., ked chcete
projektor pripojit k systému siete pomocou Pristupového bodu.

Systém bezdr. LAN

Nastavuje sa Systém bezdr. siete LAN.

ssip”

Zadajte SSID. Ked mate pridelené SSID pre systém Bezdr. LAN do ktorej patri projektor, zadajte SSID.
Mozete zadat az 32 jednobajtovych alfanumerickych znakov.

Nastavenia IP

Mozete uskuto¢nit nastavenia, tykajtce sa nasledovnych adries.

DHCPP: Vyberte, &i budete pouzivat alebo nie (Zapnuté/Vypnuté) DHCP. Ak je tento parameter nastaveny na Zapnuté nemdZete nastavit ziadne
dalsie adresy.

IP adresa™: Mézete zadat IP adresa priradent projektoru. Mozete zadat &slo od 0 do 255 na kazdom poli adresy. Avsak nie je dovolené pouzivat
nasledovné IP Adresy.

0.0.0.0, 127.x.x.X, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)

Maska podsiete®: Mozete vlozit Maska podsiete pre projektor. Mdzete zadat ¢islo od 0 do 255 na kazdom poli adresy. Avsak nie je dovolené
pouzivat nasledovné Masky podsiete.

0.0.0.0, 255.255.255.255

Adresa brany””: Mozete zadat IP adresa brany pre projektor. Mézete zadat &islo od 0 do 255 na kazdom poli adresy. Aviak nie je dovolené pouzivat
nasledovné Adresy brany.

0.0.0.0, 127.x.x.x, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)




Zoznam Funkcii

Podponuka

Funkcia

SSID Displej

Ak chcete zamedzit zobrazeniu SSID v informaciach o sieti a na obrazovke LAN nastavte tento parameter na Vypnuté.

Zobraz. IP adresy

Ak chcete zamedzit zobrazeniu IP adresa v informdciach o sieti v Ponuke siete a na obrazovke pohotovostného rezimu LAN nastavte tento
parameter na Vypnuté.

Bezpecnostné menu (iba EB-826W/825/85)

Nastavenia su zapnuté, ked je nainstalovana doplnkova jednotka Bezdrotovej LAN.

Zdkladné
Bezpecnost’
Bezdr. LAN Sifrovanie WEP
. Format
Bezpecnost (@ [N
— L EET
Pev. zap.LAN Sifrovaci kfic 2
Sifrovaci kfic 3

Mail Sifrovaci kFic 4
PSK
Ostatné
Vynulovat
Nast. je hot.
(T®71:Vybrat [Enter]:Zadat’ )
Podponuka Funkcia
Bezpecnost Vyberte jeden typ zabezpecenia z nasledovnych poloziek.

Ked nastavujete Bezpe¢nost, postupujte podla instrukcii administratora sietového systému, do ktorého sa chystéte vstapit. Ked pouzivate Rezim
pokro¢. pripoj., je bezpodmiene¢ne nutné, aby ste urobili bezpe¢nostné nastavenia.

WEP: Udaje su sifrované pomocou kédového kluca (WEP klue).

Tento mechanizmus zabranuje komunikdcii, pokial sa nezhoduju ifrovacie kluce pristupového bodu a projektora.

WPA/WPA2: Toto je norma $ifrovania, ktord zvySuje bezpecnost, ktora je slabou strankou WEP. Aj ked existuje viacero druhov Sifrovania WPA,
tento projektor pouziva ,,TKIP“ a ,,AES®.

WPA tiez obsahuje funkcie overenia pouzivatela. Overenie WPA mad dva postupy: pouzitie overovacieho servera, alebo overenie medzi pocitatom a
pristupovym bodom bez pouzitia servera. Tento projektor podporuje posledntt metddu, bez pouZitia servera.




Zoznam Funkcii

Ked' vyberiete Sifrovanie WEP

Mozete nastavit nasledovné polozky.

Podponuka

Funkcia

Sifrovanie WEP

Je mozné nastavit ifrovanie pre Sifrovanie WEP.
128bit: Pouziva 128 (104) bitové kddovanie
64bit: Pouziva 64 (40) bitové kodovanie

Format Mézete nastavit vstupnti metédu pre klu¢ Sifrovanie WEP.
ASCII: Vstupny text.
HEX: Zadanie v HEX (hexadecimalne).

ID kfaca Vyberd sa ID kIa¢ pre Sifrovanie WEP.

Sifrovaci kla¢ 1
Sifrovaci klaé 2
Sifrovaci klaé 3
Sifrovaci klu¢ 4

Mozete zadat kIug, ktory sa pouziva pre Sifrovanie WEP. KIu¢ zadajte v jednobajtovych znakoch podla instrukcii od sprévcu siete pre siet, v ktorej
je projektor zapojeny. Typ znakov a pocet, ktory je mozné zadat sa ligia podla Sifrovanie WEP a nastavenia Format.

Ak je pocet znakov, ktoré zadéte, niz$i, nez pozadovana dlzka, alebo ak je pocet znakov, ktoré zadate vyssi, nez pozadovana dizka, k pripojeniu nedéjde.
128bit - ASCII: Jednobajtové alfanumerické znaky, 13 znakov.

64bit - ASCII: Jednobajtové alfanumerické znaky, 5 znakov.

128bit - HEX: 0 az 9 a A az F, 26 znakov

64bit - HEX: 0 az9 a A az F, 10 znakov

Ked' su zvolené typy Sifrovania WPA-PSK (TKIP) alebo WPA2-PSK (AES)

Mozete nastavit nasledovné polozky.

Podponuka

Funkcia

PSK

Mozete zadat PreSharedKey (Sifrovaci kla¢) v jednobajtovych alfanumerickych znakoch. Zadajte najmene;j 8 a najviac az 63 znakov. Ked je zadany
PreSharedKey

a stlacené je tlacidlo [Enter], hodnota sa nastavi a zobrazi ako hviezdicka (¥).

V ponuke Konfigura¢né menu nie je mozné zadat viac nez 32 znakov. Ked nastavujete z ponuky Ovlddanie webu, mdzete zadat viac nez 32 znakov.

@ Ndvod na obsluhu projektora "Zmena Nastaveni s Pouzitim Webového (Internetové Ovladanie)




Zoznam Funkcii

Ponuka Pev. zap.LAN

Z3kladné Spat’
Nastavenia [P

Bezdr. LAN Zobraz. IP adresy Vypnuté

Bezpecnost’
Pev. zap.LAN (D
Mail
Ostatné
Vynulovat’

Nast. je hot.

[[#1:Vybrat’ [Enter] :Zadat )

Podponuka

Funkcia

Nastavenia IP

Mozete uskutocnit nastavenia, tykajtce sa nasledovnych adries.

DHCPP: Vyberte, &i budete pouzivat alebo nie (Zapnuté/Vypnuté) DHCP. Ak je tento parameter nastaveny na Zapnuté nemozete nastavit ziadne
dalsie adresy.

IP adresa”: Mozete zadat IP adresa priradent projektoru. Mozete zadat ¢islo od 0 do 255 na kazdom poli adresy. Avsak nie je dovolené pouzivat
nasledovné IP Adresy.

0.0.0.0, 127.x.x.x, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)

Maska podsiete?: Mozete vlozit Maska podsiete pre projektor. Mozete zadat &islo od 0 do 255 na kazdom poli adresy. Aviak nie je dovolené
pouzivat nasledovné Masky podsiete.

0.0.0.0, 255.255.255.255

Adresa brany”: Mozete zadat IP adresa brény pre projektor. Mdzete zadat &islo od 0 do 255 na kazdom poli adresy. Aviak nie je dovolené pouzivat
nasledovné Adresy brany.

0.0.0.0, 127.x.x.X, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)

Zobraz. IP adresy

Ak chcete zamedzit zobrazeniu IP adresa v informdcidch o sieti v Ponuke siete a na obrazovke pohotovostného rezimu LAN nastavte tento
parameter na Vypnuté.




Zoznam Funkcii

Ponuka Mail

Ked je nastavenda tito moznost, dostanete v pripade problému alebo varovania, tykajuceho sa projektora, upozornenie e-mailom. Ak chcete informacie o
obsahu odoslanej posty Mail, najdete ich na strane "Citanie Mailov, Ktoré Signalizuji Problém, Funkcia Notifikicie (Iba EB-826W/825/85/84)" @ str.88

Z3kladné Spat’
Mailova notifikdcia  Vypnuté

Bezdr. LAN Server SMTP 0. 0. 0. O
Cislo portu 25

Bezpecnost’ Nast. adresy 1

Mast. adresy 2
Pev. zap.LAN Mast. adresy 3

Mail

Ostatné
Vynulovat’

Nast. je hot.

[[#1:Vybrat’ [Enter] :Zadat )

Podponuka Funkcia
Mailova notifikacia Je mozné nastavit, ¢i budete alebo nie (Zapnuté/Vypnuté) upozorneni prostrednictvom e-mailu.

Server SMTP Moiete zadat IP adresa® pre Server SMTP projektora.
Mozete zadat ¢islo od 0 do 255 na kazdom poli adresy. Avsak nie je dovolené pouzivat nasledovné IP Adresy.

127.x.x.X, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)

Cislo portu Je mozné zadat Cislo portu pre Server SMTP. Predvolena hodnota je 25. MdzZete vlozit &isla od 1 do 65535.
Nast. adresy 1 Zadajte E-mailova adresa a obsah Mailu, ktory vdm bude doruceny, ked v projektore dojde k abnormalite alebo varovaniu. Mozete zadat az 32
Nast. adresy 2 jednobitovych alfanumerickych znakov pre E-mailova adresa. Mozete zvolit viacero problémov alebo varovani, o ktorych chcete byt informovany

Nast. adresy 3 Mailom. MozZete tiez zmenif kazdd E-mailovu adresu.




Zoznam Funkcii

Ostatné ostatné

EB-826W/825/85 EB-84
Zdkladné Spét Zakladné Spéat
Zach. IP adresu 1 0. 0. 0. 0O Zach. [P adresu 1 0. 0. 0. O
Bezdr. LAN Zach. IP adresu 2 0. 0. 0. 0O Pev. zap.LAN Zach. IP adresu 2 0. 0. 0. O
Prioritnd brana Pevne zap. si... AMX Device Discovery Vypnuté
Bezpetnost’ AMX Device Discovery Vypnuté Mail

Pev. zap.LAN Ostatné 0
Mail Vynulovat |
Ostatné 0 Nast. je hot.
Vyniovar |
Mast. je hot.
([#1:Vybrat [Enter] :Zadat ) ([#71:Vybrat' [Enter] :Zadat’ )
Podponuka Funkcia
Zach. IP adresu 1 Je mo7né registrovat a7 dve pre SNMP?” destindciu trap notifikacie.
Zach. P adresu 2 Mozete zadat &islo od 0 do 255 na kazdom poli adresy.
Avsak nie je dovolené pouzivat nasledovné IP Adresy.
127.x.x.x, 224.0.0.0 az 255.255.255.255 (kde x je ¢islo od 0 do 255)
Ak chcete SNMP pouzivat na monitorovanie projektora, musite si na vas pocita¢ nainstalovat program manazér SNMP. SNMP by mal byt riadeny
spravcom siete.
Prioritna brana Pre prioritnd branu vyberte alebo bezdrdtové alebo pevné.
(iba EB-826W/825/85)
AMX Device Discovery” Ked je projektor pripojeny k sieti, nastavte toto nastavenie na Zapnuté, aby sa projektor mohol detekovat pomocou AMX Device Discovery.
Nastavte toto nastavenie na Vypnuté, ak nie ste pripojeni k prostrediu ovlidaného pomocou ovladac¢a z AMX alebo AMX Device Discovery.




Zoznam Funkcii

Ponuka Vynulovat

Vynuluje vsetky nastavenia Siet.

Zakladné

Vynulovanie siet'ovych nastaveni.

Pev. zap.LAN
Mail

Ostatné

Vynulovat @

Nast. je hot.
([#1:Vybrat' [Enter] :Zadat )
Podponuka Funkcia
Vynulovanie sietovych Ak chcete vynulovat vietky Sietové nastavenia, vyberte Ano.
nastaven. Po tom, ako Vynulovat vSetky nastavenia, objavi sa ponuka Zakladné.




Zoznam Funkcii

Informacia Menu (Iba displej)

Umoznuje overit stav premietaného obrazového signalu a stav projektora. Polozky, ktoré mozno zobrazit, sa liSia v zavislosti od prave premietaného
obrazového signalu a zdroja. Pozrite nasledujice snimky. V zavislosti od pouzitého modelu nie st podporované niektoré vstupné zdroje. @ str.16

Signal potitata/Komponent video”/USB /USB Displej Kompozitné video”/S-video” LAN
Obraz Obraz Obraz
Hodiny lampy Hodiny lampy Hodiny lampy
Signal Vysoky jas O0H Signal Vysoky jas Signal Vysoky jas
Nizky jas 0OH Nizky jas Nizky jas
Nastavenia Zdroj Pocitacl Nastavenia Zdroj i Nastavenia Zdroj
Vstupny signal Automaticky Video signal Stav
Rozgirené Rozli$enie 0x 0 Rozéirené Stav Roz&irené Sériové &islo
Obnov. frekvencia 0,00 Hz Sériové Eislo
Siet’ Info o synchroniz.  SGNN 00000 Siet’ Siet’
. Stav
{Informécia Sériové cislo [Infnrmécia [Informécia
Vynulovat’ Vynulovat’ Vynulovat’
[[471:Vybrat [Menul:Koniec | [I47:Vybrat [Menul:Koniec | [ [#41:Vybrat [Menul:Koniec |
Podponuka Funkcia
Hodiny lampy Mbzete zobrazit celkovy prevadzkovy as Lampa’.
Ked sa dosiahne ¢as upozornenia na lampu, znaky sa zobrazia nazlto.
Zdroj Mozete zobrazit nazov Zdroja pripojeného zariadenia, ktoré sa prave premieta.
Vstupny signal Mozete zobrazit obsah polozky Vstupny signal nastavenej v ponuke Signal podla Zdroj.
Rozlisenie Mobzete zobrazif RozliSenie.
Video signdl Mozete zobrazit obsah polozky Video signal nastavenej v ponuke Signal.
Obnov. frekvencia® Mobzete zobrazit Obnov. frekvencia.
Info o synchroniz. Mozete zobrazit Informacia o vstupnom signali.
Tieto informdcie mézu byt potrebné v pripade servisu.
Stav Ide o Informacia tykajice sa chyb, ktoré sa na projektore vyskytli.
Tieto informdcie mézu byt potrebné v pripade servisu.
Sériové cislo Zobrazi sa sériové cislo projektora.

* Celkovy ¢as pouzivania je pre prvych 10 hodin zobrazeny ako ,0H“. 10 a viac hodin sa zobrazuje ako ,10H ,11H* a tak dalej.



Zoznam Funkcii

Ponuka Vynulovat

Obraz
Vynulovat vietko

Signal Vynulovat hodiny lampy

Nastavenia

Roz&irené

Siet’

Informacia

[Vynulovat’ o

([#1:Vybrat [Enter]:Zadat’ [Menul:Koniec )
Podponuka Funkcia
Vynulovat vietko Mozete vynulovat vSetky polozky v ponuke Konfigura¢né menu na ich predvolené nastavenia.

Na predvolené nastavenia sa nevynuluji nasledujtce polozky: Vstupny signal, Uzivatelské logo, vsetky polozky pre ponuky Siet, Hodiny lampy
a Jazyk.

Vynulovat hodiny lampy Mozete vymazat celkovy ¢as pouzivania, teda Hodiny lampy a vratit hodnotu na ,,0H®. Vynulujte v pripade vymeny Lampa.




TOP

Riesenie Problémov

V tejto kapitole sa vysvetluje, ako identifikovat problémy a ¢o robit, ak sa vyskytne problém.



Pouzivanie Napoveda

Ak sa vyskytne problém s projektorom, zobrazi sa obrazovka Pomocnika Potvrdte vyber.
a pomoze vam, ked stlacite tlacidlo [Help]. Problémy mozete vyriesit Pomocou Dialkové ovlddanie Pomocou Ovlédaci panel
yay

odpovedanim na otazky. N A
enu SC
Source
= 000
| Postup |
[Postup | @ e Do

Enter

% ) Stlaéte tlagidlo [Help].
Zobrazi sa obrazovka Help.

—

2

Pomocou Dialkové ovladanie Pomocou Ovladaci panel

ANMute Freeze  User Menu = Esc

@ @ @ @ Help Otazky a odpovede su zobrazené tak, ako to znazornuje
Auto  Aspect ColorMode P /

® u nasledujuci obrazok.

Up @ NICE  Help C D v ’ Ve s /

P 4 Stla¢enim tla¢idla [Help] opustite Napoveda.

Volume Enter
O|I@ I" D
Down Q 1 \w/
2 Je zvdcEenie nastavené na minimum?

-Poufitim zvd¢Sovacieho prstenca zmefite velkost'
obrazu.

2 Je projektor prili§ blizko premietacej plochy?
-Presufite projektor d'alej od premietacej plochy.

[Napoved]

[ [Escl :Spat [Help] :Koniec )

Obraz je maly. @

Premietany obraz ma tvar lichobeZnika.

Neobvykly ton farby.

Nie je Ziaden zvuk alebo zvuk je prili§ slaby. . ‘. v . ) .
=2 1o prils Se0¥ - Ak pomocou Napoveda nenijdete riesenie problému, pozrite sa do

™" kapitoly "Riesenie Problémov" str.55.

[ [#1:Vybrat [Enter] :Zadat [Help] :Koniec

Pomocou Dialkové ovladanie Pomocou Ovladaci panel

&
@ :<I> @:@))

Enter@




Riesenie Problémov

Ak mate problém s projektorom, skontrolujte najprv Indikdtory a pozrite sa na dalej uvedenu cast ,Popis Indikatory®.
Ak Indikatory jasne neukazuji, v ¢om moéze byt problém, pozrite sa na dalej uvedenu cast ,Ked Indikatory neposkytuju pomoc®. @ str.58

Popis Indikatory

Projektor je vybaveny nasledujucimi tromi indikdtormi, ktoré signalizuju prevadzkovy stav projektora.

@ Indikuje prevadzkovy stav. o Stav pohotovosti
Ked stlacite tlacidlo [D] v tomto stave, zacne sa premietanie.

Pripravuje sa monitorovanie siete alebo prebieha ochladzovanie

o Ked indikator blika, tlac¢idla nie je mozné pouzivat.

i Zahrievanie

b Doba zahrievania je asi 30 sekind. Po dokonceni zahrievania kontrolka prestane blikat.
[5) Premietanie

@ Indikuje stav projekénej Lampa.
@ Indikuje stav vnutornej teploty.

V nasledujucej tabulke ndjdete, ¢o znamenaju Indikdtory a ako riesit problémy, ktoré indikuju.



Riesenie Problémov

Ak su vsetky Indikatory vypnuté, skontrolujte, ¢i je sietovy kabel spravne pripojeny a Ze napajanie funguje normélne.
Niekedy, ked sa odpoji sietovy kabel, ) kontrolka zostane este kratku chvilu svietit, ale to nie je chyba.

¢ Indikator svieti alebo blika nacerveno
@ : Svieti :.: Blikd: O : Nesvieti

Stav Pric¢ina Riesenie alebo stav
d) ) Interna chyba Prestanite projektor pouzivat, odpojte napajaci kabel z elektrickej zasuvky a obrétte sa na va$ho miestneho predajcu alebo na
8. @ najblizsiu adresu uvedent v Priru¢ke pre podporu a servis. @ Zoznam kontaktov k projektoru Epson
(l) ® Chyba ventilatora Prestanite projektor pouzivat, odpojte napajaci kabel z elektrickej zasuvky a obratte sa na vasho miestneho predajcu alebo na
8. O Chyba snimaca najbliz$iu adresu uvedent v Prirucke pre podporu a servis. @ Zoznam kontaktov k projektoru Epson
§
(l) ® Chyba vys. teploty Lampa sa automaticky vypne a premietanie sa zastavi. Pockajte zhruba pat minut. Po piatich minutach sa projektor prepne
. (prehrievanie) do pohotovostného rezimu, skontrolujte nasledujice dva body.
5 O e Skontrolujte ¢istotu Vzduchovy filter a Vystupny otvor vetrania a ¢i projektor nie je umiestneny tesne pri stene.
] vy ystupny proj J Y p
i1 0 o Ak je Vzduchovy filter zaneseny, vy¢istite ho alebo vymente. @ str.67, str.72
Ak problém pretrvava aj po kontrole vyssie uvedenych bodov, prestaiite projektor pouzivat, odpojte napajaci kébel z elektrickej
zasuvky a obrafte sa na vasho miestneho predajcu alebo pouzite najblizsiu adresu uvedent v dokumentacii Prirucka pre podporu
a servis. @ Zoznam kontaktov k projektoru Epson
Ak projektor pouzivate v nadmorskej vyske 1500 m alebo viac, nastavte polozku ReZim vysok. pomeru na hodnotu Zapnuté.
@ str.39
I Chyba lam Skontrolujte nasledujice dva body.
O e Yy py ) ) y
B @ Porucha lampy e Vytiahnite Lampa a skontrolujte, ¢i nie je prasknuta. @ str.69
i O Otvoreny kryt lampy e Vyistite Vzduchovy filter. @ str.67
Ak lampa nie je prasknuta: Znova Lampa nasadte a zapnite projektor.
Ak chyba pretrvava: Vymente Lampa za novu a zapnite projektor.
Ak chyba pretrvava: Prestaiite projektor pouzivat a odpojte sietovy kabel z elektrickej zasuvky a kontaktujte vdsho miestneho
predajcu alebo najbliz$iu adresu, ktora sa nachadza v dokumente Prirucka pre podporu a servis. @ Zoznam kontaktov k
projektoru Epson




Riesenie Problémov

Stav Pri¢ina Rie$enie alebo stav

Ak je prasknuta: Vymente ju za novu alebo kontaktujte vasho miestneho predajcu, v pripade, ze potrebujete dalsiu radu. Ak

vymienate lampu sami, davajte pozor na ¢repiny (projekcia nie je mozna, kym sa Lampa nevymenti). @ Zoznam kontaktov k
projektoru Epson

Skontrolujte, ¢i st kryt lampy a lampa spravne nainstalované. @ str.69
Ak lampa alebo jej kryt nie st spravne nainstalované, lampa sa nezapne.

Ak projektor pouzivate v nadmorskej vyske 1500 m alebo viac, nastavte polozku Rezim vysok. pomeru na hodnotu Zapnuté.
@ str.39

O ‘@- Chyba auto. $oSovky Prestaiite projektor pouzivat, odpojte napajaci kabel z elektrickej zasuvky a obraftte sa na vasho miestneho predajcu alebo na
Chyba napajania (Zataz) | najblizsiu adresu uvedent v Prirucke pre podporu a servis. @ Zoznam kontaktov k projektoru Epson

@ : Svieti :.: Blika O': Nesvieti O: V zavislosti od stavu projektora

Stav Pric¢ina Riesenie alebo stav
Q) @ Var. o vys. teplote (Nejde o abnormalitu. Ak sa v$ak teplota opat nadmerne zvysi, premietanie sa automaticky zastavi.)
& O e Skontrolujte ¢istotu Vzduchovy filter a Vystupny otvor vetrania a ¢i projektor nie je umiestneny tesne pri stene.
i o Ak je Vzduchovy filter zaneseny, vy<istite ho alebo vymente. @ str.67, str.72
(@)
d o Vymente lampu Vymefite Lampa za nov. @ str.69
B0 Ak budete Lampa pouzivat aj po uplynuti intervalu vymeny, zvy$uje sa riziko vybuchu lampy. Vymente Lampa za novu ¢o najskor.
§ O

\Nls
~ =

e Ak projektor nefunguje spravne, aj ked vSetky indikatory ukazuji normalny stav, pozrite sa do kapitoly "Ked Indikitory Neponukaju Riesenie" str.58.
’@\ e Ak problém nie je indikovany v tejto tabulke, prestaiite projektor pouzivat, odpojte sietovy kabel z elektrickej zasuvky a obrafte sa na vasho miestneho
predajcu alebo pouzite najbliz§iu adresu uvedentd v dokumentacii Prirucka pre podporu a servis. @ Zoznam kontaktov k projektoru Epson




Riesenie Problémov

¢ "Nie je pocut Ziadny zvuk alebo je prili§
slaby" @ str.63

Ak sa vyskytne nejaky z nasledujtcich problémov, a kontrolky e "Z mikrofénu nepocut ziadny
neposkytuju rieSenie, pozrite stranky jednotlivych problémov. vuk” @ str.63

Ked' Indikatory Neponukaju Riesenie

Problémy ty’kajuce sa Obrazu ”Dial’kOVé Ovlédanie nefunguje" - str.64

e "Ziadny obraz" @ str.59 e "Chcem zmenit jazyk sprav a
Projekcia sa nespusti, premietacia oblast je celd ¢ierna, modra atd. ponuk” @ str.64

¢ "Pohyblivy obraz sa nezobrazuje" @ str.59 * "Mail nedostavame ani vtedy, ak sa
Pohyblivy obraz premietany z Pocita¢ je ¢ierny a sa ni¢ nepremieta. vyskytne problém s projektorom

(EB-826W/825/85)" @ str.64

o "Projekcia sa automaticky zastavi" @ str.59
e "Ak sa zobrazi sprava Nepodporuje sa." @ str.60
o ""Nie je signal" - zobrazi sa toto hlasenie." @ str.60

e "Obraz je ¢iasto¢ne alebo cely neostry” @ str.60

"Obraz je ruseny alebo skresleny" @ str.61
Problémy, ako napriklad ru$enie, skreslenie alebo sa objavi ¢ierno-biely vzor.

"Obraz je orezany (velky) alebo maly, alebo je pomer stran

nespravny" @ str.61
Je zobrazena len cast obrazu, obraz nema spravny pomer vysky a $irky atd.

"Farby obrazu st nespravne" @ str.62

Cely obraz sa javi do cervena alebo do zelena, obrazky st ciernobiele, far-
by sa zdaju bezvyrazné, a tak dalej...(Poc¢ita¢ monitory a obrazovky LCD
maji odlisné podanie farieb, takze farby premietané projektorom a farby
na monitore sa nemusia nutne zhodovat, ale to nie je znimka problému.)

e "Obraz je tmavy" @ str.62

Problémy pri spusteni projekcie

¢ "Projektor nie je napdjany" @ str.62

Iné problémy



Riesenie Problémov

Problémy tykajice sa obrazu

Ziadny obraz

Kontrola

Riesenie

Stladili ste tla¢idlo [(D]?

Stla¢te tlacidlo [(], ¢im zapnete projektor.

St indikatory vypnuté?

Sietovy kabel nie je spravne pripojeny alebo zdroj napajania nefunguje.
Sietovy kabel konektora pripojte spravne. @ Strucnd prirucka
Skontrolujte, ¢i elektricka zasuvka alebo zdroj napdjania spravne funguja.

Je aktivna funkcia Stlmit A/V?

Stlacte tlac¢idlo [A/V Mute] na Dialkové ovladanie, ak chcete zrusSit funkciu Stlmit A/V. @ str.19

Je Posuvny regulator stlmenia hlasitosti A/V zatvoreny?

Otvorte Posuvny reguldtor stimenia hlasitosti A/V. @ str.9

St nastavenia ponuky Konfiguraéné menu nastavené spravne?

Vynulovat vetko nastavenia. @~ Vynulovat Menu - Vynulovat vietko str.52

Je premietany obraz uplne ¢ierny?

Len pri premietani pocitacového obrazu

Niektoré vstupné obrazy, napriklad Setri¢e obrazovky, mézu byt celé ¢ierne.

Je nastavenie formatu obrazového signalu spravne?

Len pri premietani obrazu z video zdroja

Zmente nastavenie podla signalu pripojeného zariadenia. @ Signal Menu - Video signal str.36

Pohyblivy obraz sa nezobrazuje

Kontrola

Riesenie

Je obrazovy signal pocitaca zobrazeny na LCD obrazovke
a monitore?

Len pri premietani obrazu z prenosného pocitaca alebo pocitaca

so zabudovanou LCD obrazovkou

Zmefite obrazovy signal len na externy vystup. @ Pozrite sa do dokumentdcie vasho Poéitaé.

Projekcia sa automaticky zastavi

Kontrola

Riesenie

Je funkcia Rezim spanku nastavena na hodnotu Zapnuté?

Stla¢te tlacidlo [(D], ¢fm zapnete projektor. Ak nechcete pouzivat funkciu Rezim spanku, zmefite nastavenie
na hodnotu Vypnuté. @ Rozs$irené Menu - Operacia - ReZim spanku str.39




Riesenie Problémov

Ak sa zobrazi sprdva Nepodporuje sa.

Kontrola

Riesenie

Je nastavenie formdtu obrazového signalu spravne?

Len pri premietani obrazu z video zdroja

Zmente nastavenie podla signdlu pripojeného zariadenia. @ Signal Menu - Video signal str.36

Zodpoveda RozliSenie obrazového signalu a Obnov. frekvencia
rezimu?

Len pri premietani pocitacového obrazu

V dokumentacii k pocitacu najdete informacie, ako zmenit RozliSenie a Obnov. frekvencia vystupu obrazového
signalu z Pocita¢. @ "Podporované Rozlisenia Monitorov" str.92

"Nie je signdl" - zobrazi sa toto hldsenie.

Kontrola

Riesenie

St kable spravne pripojené?

Skontrolujte, ¢i su kable potrebné na premietanie spravne pripojené. @ Strucnd prirucka

Je vybrany spravny vstupny port?

Zmente obraz stla¢enim tlacidla [Source Search] na Dialkové ovlddanie, alebo na Ovladaci panel. @ str.16

Je napdjanie Pocitac alebo video zdroja zapnuté?

Zapnite napdjanie zariadenia.

Je vystup obrazového signalu do projektora?

Len pri premietani obrazu z prenosného pocitaca alebo pocitaca

so zabudovanou LCD obrazovkou

Ak je obrazovy signal posielany len do LCD monitora po¢itaca alebo doplnkového monitora, je potrebné nastavit
vystup na externé zariadenie a tieZ aj monitor pocitaca. Ak je obrazovy signal vysielany externe, u niektorych
pocitacov sa na LCD monitore alebo doplnkovom monitore neobjavi. @ Pocitatovi dokumentaciu, pod nazvom
ako napriklad ,,Externy vystup“ alebo ,,Pripajanie externého monitora“. Ak zariadenia prepojite vo chvili, ked je
napdjanie projektora alebo Po¢ita¢ uz zapnuté, funkény klaves [Fn], ktory meni obrazovy signal pocitaca na externy
vystup nemusi fungovat. Vypnite Pocita¢ a projektor a potom ich znova zapnite.

Obraz je ciasto¢ne alebo cely neostry

Kontrola

Riesenie

Je zaostrenie spravne nastavené?

Otacanim Ovlada¢ zaostrovania obraz zaostrite. @ Strucnd prirucka

Je projektor v spravnej vzdialenosti?

Premieta projektor mimo odporuc¢aného rozsahu vzdialenosti premietania?

Umiestnite projektor v odporii¢anom rozsahu. @ str.77

Je hodnota nastavenia Lichobez. korekcia prilis velka?

Zmensite projekény uhol, ¢im redukujete hodnotu lichobeznikovej korekcie. @ Strucnd prirucka

Vytvorila sa na objektive kondenzacia?

Ak je projektor premiestneny z chladného prostredia do teplého alebo ak dojde k necakanej zmene teploty okolitého
prostredia, na povrchu objektivu sa moze objavit kondenzacia, ktora spdsobi skreslenie obrazu. Pred pouzitim
projektora ho najprv nechajte v miestnosti umiestneny zhruba hodinu. Ak sa na objektive projektora objavi
kondenzat, vypnite napajanie projektora a pockajte, kym nezmizne.




Riesenie Problémov

Obraz je ruSeny alebo skresleny

Kontrola

Riesenie

Je nastavenie formdtu obrazového signalu spravne?

Len pri premietani obrazu z video zdroja

Zmente nastavenie podla signdlu pripojeného zariadenia. @ Signal Menu - Video signal str.36

Su kable spravne pripojené?

Skontrolujte, ¢i su kable potrebné na premietanie spravne pripojené. @ Strucnd prirucka

Pouzivate predlzovaci kabel?

Ak sa pouziva predlzovaci kabel, rusenie elektriny moze ovplyvnit signal. Ak zistite, Ze vami pouzivané kable mozu
spdsobovat problémy, pouzivajte kable dodavané spolu s projektorom.

Je vybrané spravne rozliSenie?
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Len pri premietani pocitacového obrazu

Nastavte Pocitac tak, aby vystupné signaly boli kompatibilné s projektorom.

@ "Podporované Rozlisenia Monitorov" str.92 @ Pocita¢ dokumentdcia

St nastavenia ,Synchronizacia”®“ a ,,Sledovanie™* sprévne
nastavené?

Len pri premietani pocitacového obrazu

Stlacte tla¢idlo [Auto] na Dialkové ovlidanie alebo tlac¢idlo [Enter] na Ovladaci panel, ak chcete uskutoénit
automatické nastavenie. Ak po automatickom nastaveni nie sl obrazy spravne nastavené, mozete urobit dalsie
zmeny v polozkach ,,Synchronizacia“ a ,,Sledovanie“ v ponuke Konfigura¢né menu. @ Signal Menu - Sledovanie,
Synchronizacia str.36

Obraz je orezany (velky) alebo maly, alebo je pomer strdn nespravny

Kontrola

Riesenie

Premieta sa z po¢itaca $irokouhly obraz?

Len pri premietani pocitacového obrazu

Zmente nastavenie podla signdlu pripojeného zariadenia. @ Signal Menu - Rozli$enie str.36

Je obraz stale zvacSeny funkciou E-Zoom?

Stlacenim tlac¢idla [Return] na Dialkové ovlddanie zrusite funkciu E-Zoom. @ str.26

Je nastavenie Pozicia spravne?

Stlacte tla¢idlo [Auto] na Dialkové ovladanie alebo tlac¢idlo [Enter] na Ovladaci panel, ak chcete uskuto¢nit
automatické nastavenie poc¢itatom premietaného obrazu. Ak po automatickom nastaveni nie s obrazy nastavené
korektne, mozete nastavenia uskuto¢nit pomocou ponuky Pozicia z ponuky Konfigura¢né menu.

Okrem signalu pocitacového obrazu mozete pocas premietania nastavit aj dalsie signély pomocou polozky Pozicia z
ponuky Konfigura¢né menu. @ Signal Menu - Pozicia str.36

Je pocita¢ nastaveny na dualne zobrazenie?

Len pri premietani pocitacového obrazu

Ak je v polozke Vlastnosti displeja v Ovladacom paneli Poéita¢ aktivované dudlne zobrazenie, projektor bude
premietat len polovicu pocita¢ového obrazu. Ak chcete zobrazit cely pocitacovy obraz, vypnite nastavenie dualneho

zobrazenia. @ Pocita¢ dokumentacia video ovlddaca

Je vybrané spravne rozlidenie?

Len pri premietani pocitacového obrazu

Nastavte Pocitac tak, aby vystupné signaly boli kompatibilné s projektorom.

@ "Podporované Rozlisenia Monitorov" str.92 @ Po¢ita¢ dokumentécia




Riesenie Problémov

Farby obrazu su nespravne

Kontrola

Riesenie

Zodpovedaju nastavenia vstupného signalu signdlom pripojeného
zariadenia?

Zmente nasledujice nastavenia podla signalu pripojeného zariadenia.
Ked je obraz zo zariadenia pripojeného ku vstupnému portu pocitaca @ Signal menu - Vstupny signal str.36

Ked je obraz zo zariadenia pripojeného k vstupnému portu Video alebo S-video @ Signal menu - Video signal
str.36

Je spravne nastaveny Jas obrazu?

Nastavenie Jas nastavte z Konfigura¢né menu.@ Obraz menu - Jas str.35

St kable spravne pripojené?

Skontroluijte, ¢i st kable potrebné na premietanie spravne pripojené. @ Strucnd prirucka

Je nastavenie Kontrast” nastavené spravne?

Nastavte polozku Kontrast z ponuky Konfigura¢né menu. @ Obraz Menu - Kontrast str.35

Je Nastavenie farieb spravne?

Nastavte polozku Nastavenie farieb z ponuky Konfigura¢né menu. @ Obraz Menu - Nastavenie farieb str.35

Je spravne nastavena Sytost farieb a Odtien?

Len pri premietani obrazu z video zdroja

Nastavte polozky Sytost farieb a Odtien v ponuke Konfigura¢né menu. @ Obraz Menu - Sytost farieb, Odtien
str.35

Obraz je tmavy

Kontrola

Riesenie

Je spravne nastaveny Jas obrazu?

Nastavte polozky Jas a Ovladanie jasu z ponuky Konfigura¢né menu.

@ Obraz Menu - Jas str.35 @ Nastavenia Menu - Ovladanie jasu str.37

Je nastavenie Kontrast™ nastavené spravne?

Nastavte polozku Kontrast z ponuky Konfigura¢né menu.
@ Obraz Menu - Kontrast str.35

Nie je potrebné vymenit Lampa?

Ak sa blizi koniec Zivotnosti Lampa, obraz je tmavsi a kvalita obrazu sa zhor$uje. Ak k tomu déjde, vymente Lampa
za novu. @ str.69

Problémy pri spusteni projekcie

Projektor nie je napajany

Kontrola

Riesenie

Stla¢ili ste tlacidlo [(D]?

Stlacte tlacidlo [], ¢im zapnete projektor.




Riesenie Problémov

Kontrola

Riesenie

St indikatory vypnuté?

Sietovy kabel nie je spravne pripojeny alebo zdroj napajania nefunguje.
Odpojte a potom znova zapojte sietovy kabel. @ Strucnd prirucka
Skontrolujte, ¢i elektricka zasuvka alebo zdroj napajania spravne funguju.

Zapinaju a vypinaju sa kontrolky, ked sa dotknete sietového kabla?

Pravdepodobne ide o zly kontakt v napajacom kabli alebo je napajaci kabel chybny. Odpojte a znova zapojte napajaci
kabel. Ak sa problém nevyriesi, prestante projektor pouzivat, odpojte sietovy kabel z elektrickej zasuvky a obratte sa
na predajcu alebo pouzite najbliz$iu adresu uvedent v dokumentacii Prirucka pre podporu a servis. @ Zoznam
kontaktov k projektoru Epson

Je Uzamk. ovl. panela nastavené na moznost Uplné uzamknutie?

Stlacte tlagidlo [(D] na Dialkové ovladanie. Ak nechcete pouzivat Uzamk. ovl. panela, zmefite nastavenie na
Vypnuté. @ Nastavenia Menu - Uzamk. ovl. panela str.31

Je spravne zvolené nastavenie prijimaca dialkového ovladania?

Nastavte polozku Dialkovy prijimac z ponuky Konfigura¢né menu. @ Nastavenia Menu - Dialkovy prijima¢
str.37

Iné problémy

Nie je pocut Ziadny zvuk alebo je prilis slaby

Kontrola

Riesenie

Je zdroj zvuku spravne pripojeny?

Odpojte kabel od portu Vstupny port Audio-L/R a potom kabel znova pripojte.

Je nastavenie hlasitosti na minime?

Nastavte hlasitost tak, aby bolo pocut zvuk. @ str.37 @ Strucnd prirucka

Je aktivna funkcia A/V Mute?

Stlacte tlacidlo [A/V Mute] na Dialkové ovlddanie, ak chcete zrusit funkciu Stlmit A/V. @ str.19

Ma kabel technicka $pecifikaciu ,,Bez odporu“?

(

Ak pouzivate bezne dostupny zvukovy kabel, skontrolujte, ¢i je oznaceny ako ,,bez odporu®.

Z mikrofénu nepocut ziadny zvuk

Kontrola

Riesenie

Je mikrofén spravne pripojeny?

Odpojte kabel od portu Mikrofénového vstupu a potom kabel znova pripojte.

Je hlasitost vstupu mik. nastavena na prili§ nizku uroven?

Nastavte hlasitost vstupu mikrofénu tak, aby bolo pocut zvuk. @ Nastavenia Menu - Hlasit. vstupu mik. str.37




Riesenie Problémov

Dialkové ovladanie nefunguje

Kontrola

Riesenie

Je vysiela¢ signélu Dialkové ovladanie pri pouzivani nasmerovany
na Prijima¢ dialkového ovlddania na projektore?

Nasmerujte dialkovy ovlada¢ na Dialkovy prijimac.
Prevadzkovy dosah @ Strucnd prirucka

Je dialkovy ovlada¢ prili§ daleko od projektora?

Prevadzkovy dosah dialkového ovladaca je asi 6 m. @ Strucnd prirucka

Nesvieti na Dialkovy prijimac priame slne¢né svetlo lebo silné
svetlo ziarivky?

Umiestnite projektor na miesto, kde nesvieti na Dialkovy prijimac silné svetlo. Alebo nastavte Prijima¢ dialkového

ovlddania na moznost Vypnuté z ponuky Dialkovy prijimac¢ v ponuke Konfigura¢né menu. @ Nastavenia Menu -
Dialkovy prijimac¢ str.37

Je spravne zvolené nastavenie Dialkovy prijimac?

Nastavte polozku Dialkovy prijimac z ponuky Konfigura¢né menu. @ Nastavenia Menu - Dialkovy prijimac
str.37

Nie su batérie vybité alebo nie st batérie vlozené spravne?

Skontrolujte, ¢i su batérie vlozené spravne alebo ich vymerite za nové, ak je to potrebné. @ str.68

Chcem zmenit jazyk sprav a ponuk

Kontrola

Riesenie

Skontrolujte nastavenie Jazyk.

Nastavte polozku Jazyk z ponuky Konfiguraéné menu. @ str.39

Mail nedostdvame ani vtedy, ak sa vyskytne problém s projektorom (EB-826W/825/85)

Kontrola

Riesenie

Je funkcia Pohotovostny rezim nastavend na hodnotu
Komunikicia zap.?

Ak chcete vyuzivat funkciu Mailova notifikacia, ked je projektor v pohotovostnom rezime, nastavte moznost

Komunikicia zap. v rezZime Pohotovostny rezim z ponuky Konfigura¢né menu. @ Roz$irené Menu -
Pohotovostny rezim str.39

Objavila sa fatalna abnormalita a projektor sa nahle zastavil?

Ked sa projektor nahle zastavi, e-mail nie je mozné odoslat.
Ak abnormalny stav pretrvava, kontaktujte, prosim vasho miestneho predajcu alebo najblizsiu adresu poskytnuta v
Priruc¢ke pre podporu a servis. @ Zoznam kontaktov k projektoru Epson

Dostava sa do projektora elektricka energia?

Skontrolujte, ¢i elektricka zasuvka alebo zdroj napdjania spravne funguja.

Je funkcia Mailova notifikdcia nastavena spravne v
ponukeKonfigura¢né menu?

Mail notifikdcia problémov sa posiela podla Mail nastaveni v ponuke Konfigura¢né menu. Skontrolujte, ¢i je spravne
nastavené.

@ Sief menu - Mail menu str.48




TOP

Dodatky

Tato kapitola obsahuje informacie o postupoch udrzby zaistujucich ¢o najlepsi dlhodoby vykon projektora.



Spo6soby Instalacie

Projektor podporuje nasledujtce $tyri rozlicné sposoby projekcie.
Instalacia zavisi od podmienok prostredia, kde ma byt projektor
umiestneny.

/\ Vystraha

e Pri upeviiovani projektora na strop treba pouZit Specidlny sposob instaldcie
(stropné uchytenie). V pripade nesprdvnej instaldcie moéze dojst k spadnutiu
a k nehode alebo zraneniu.

e Ak pri stropnom uchyteni pouZijete lepidld na Upeviiovacie body pri
montdzi na strop, aby ste predchddzali uvolneniu skrutiek, alebo ak
na projektor pouZijete mazivd, oleje atd., méZe skrinka projektora praskniit
a sposobit spadnutie projektora zo stropného uchytenia. V takom pripade
moze projektor sposobit vdzne zranenie osobe, ktord by sa nachddzala
pod stropnym uchytenim a mohlo by dojst k poskodeniu projektora.
Pri instaldcii alebo tprave MontdZ na strop nepouzivajte lepidld proti
uvolneniu skrutiek alebo mazivd, oleje atd.

plochou. (P. str./H. hran. projekénou plochou. (Z. str./H.
projekcia) hran. projekcia)

I

~r- * Ked chcete zavesit projektor zo stropu, budete potrebovat
@ volitelnu Montdz na strop.
@& str.74
e Stlacenim tlacidla [A/V Mute] na Dialkové ovladanie po dobu
piatich sekiind mozete nastavenie menit nasledovne.
Predna strana<>P. str./H. hran.
Nastavte v konfigura¢nej ponuke moznost Zadna cast alebo Z. str./
H. hran. z ponuky Konfigura¢né menu. @ str.39

Pozor
Nepouzivajte projektor v polohe na boku. Zariadenie by nemuselo fungovaf
spravne.
e Obraz premietajte z miesta e Obraz premietajte spoza
pred projekénou plochou. (Predna priesvitného platna. (Zadna cast
strana projekcia) projekcia)
?
NS
e Zaveste projektor na stropné e Zaveste projektor na stropné
uchytenie a premietajte obraz uchytenie a premietajte obraz

z miesta pred projekénou z miesta za priehladnou




Ak je projektor znecisteny alebo sa znizuje kvalita obrazu projekcie,
treba projektor ocistit.

Cistenie Povrchu Projektora

Na (istenie povrchu projektora pouzivajte mékku tkaninu.

Ak je projektor silne necisteny, navlhéite tkaninu vo vode obsahujuicej
malé mnozstvo neagresivneho cistiaceho prostriedku a pred utretim
povrchu projektora tkaninu poriadne vyzmykajte.

Pozor

e Ak sa Vzduchovy filter zanesie prachom, modze sa zvysit vniitornd teplota
projektora, ¢o mozZe sposobit problémy s previdzkou alebo skrdtit Zivotnost
optického systému. Po zobrazeni tejto spravy ihned vycistite Vzduchovy filter.

o Nepreplachujte Vzduchovy filter vo vode. NepouZivajte Cistiace prostriedky
ani rozpustadla.

Pozor

Na cistenie povrchu projektora nepouzivajte prchavé ldtky, ako napriklad
vosk, lieh alebo riedidlo. Mohlo by dojst k zmene kvality alebo vyblednutiu
povrchu.

Cistenie Objektivu

Na cistenie objektivu pouzivajte bezne dostupnu $pecidlnu tkaninu
na Cistenie optiky.

Pozor

Objektiv necistite hrubym materidlom a nevystavujte ho ndrazom, mohol by
sa lahko poskodit.

~r~- o Ak sa hlasenie zobrazuje Casto aj po vycisteni, bude potrebné
@ vzduchovy filter vymenit. Vymeite ho za novy Vzduchovy filter.
@ str.72

e Tieto sucasti sa odpordca Cistif minimalne kazdé tri mesiace. Ak
projektor pouzivate v prostredi so zvySenou prasnostou, Cistenie
vykonavajte Castejsie.

Cistenie Vzduchovy Filter

Po zobrazeni nasledujuceho hlasenia vycistite Vzduchovy filter a
Nasavaci otvor vetrania.

Projektor sa prehrieva. Presvedcte sa, Ze ni¢ neblokuje vzduchovy
vetraci otvor alebo vymente vzduchovy filter.




Vymena Spotrebného Materialu

V tejto Casti je opisany postup vymeny batérii Dialkové ovladanie, %@§ Nahradte staré batérie novymi.

Lampa a Vzduchovy filter.

Vymena Batérii Dialkové Ovladanie

Ak Dialkové ovladanie reaguje pomalSie alebo ak nereaguje vobec, je to
pravdepodobne tym, Ze su batérie slabé alebo uplne vybité. V takom
pripade vymente batérie za nové. Pripravte si dve batérie Velkost AA,
manganové alebo alkalické. Nie je mozné pouzivat iné batérie, okrem
manganovych alebo alkalickych, Velkost AA.

Pozor /\ Upozornenie
Pred manipuldciou s batériami si precitajte Bezpecnostné pokyny. &
p P s P J P poymny Pri vkladani batérii skontrolujte umiestnenie znaciek (+) a (-) nachddzajiicich
Bezpecnostné pokyny .. - SR S g . . p
sa v drZiaku batérii, aby ste sa uistili, ¢i s batérie vlozené sprivne.

@ Nasadte naspiat kryt batérie.

@ Odnimte kryt batérii. Zatlacte zapadku krytu batérii, aby zacvakla na miesto.
Zatlacte zapadku krytu batérii a kryt zdvihnite.




Vymena Spotrebného Materialu

Vymena Lampa

Casovy interval vymeny Lampa

Lampa treba vymenit, ked sa vyskytne nasledujtce:

Zobrazi sa hlasenie.

e Indikator Lampa blikd na oranzovo.

( )

e Premietany obraz tmavne alebo sa postupne zhorsuje.

e Zobrazi sa hlasenie ,Vymente lampu.“ ked zacnete premietanie.

Pozor

e Hidsenie o nutnosti vymeny lampy je nastavené tak, aby sa zobrazilo
po uplynuti nasledujiicich intervalov. Vymena lampy je potrebnd
na zachovanie optimdlneho jasu a kvality premietaného obrazu. @ str.37
Ked sa projektor dlhodobo pouziva v reZime Vysoky jas: asi 5000 hodin

Ked sa stdle pouziva v rezime Nizky jas: asi 6000 hodin

e Ak budete Lampa pouZivat aj po uplynuti intervalu vymeny, zvysuje sa
riziko vybuchu lampy. Ked sa objavi hldsenie o nutnosti vymeny Lampa,
vymefite Lampa za novii ¢o najskor, hoci stdle este funguje.

e V zdvislosti od vlastnosti Lampa a spésobu pouzivania moéze Lampa
stmavnit alebo prestat fungovat este pred zobrazenim vyzvy na vymenu

lampy. Odporiicame, aby ste pre tieto pripady mali vzdy poruke ndhradnii
lampu.

Ako sa vymiena Lampa

Lampa mozno vymenit aj vtedy, ak je projektor uchyteny na strope.

/\ Vystraha

e Ked' vymienate Lampa, pretoZe prestala svietit, je mozné, Zze Lampa sa
rozbila. Ak vymietiate Lampa projektora v stropnom uchyteni, vzdy
predpokladajte, Ze Lampa je rozbitd a stojte vedla Kryt lampy a nie
pod nim. Opatrne odnimte Kryt lampy.

o Lampa nikdy nerozoberajte, ani sa ju nesnazte zlepit. Ak do projektora
nainstalujete zlepenti alebo zlozenii Lampa a pokisite sa ju pouzit, mohla
by sposobit poziar, elektricky Sok alebo nehodu.

/\ Upozornenie

Pred odnatim Kryt lampy pockajte, kym Lampa dostatocne nevychladne. Ak
je lampa stdle horiica, moézZe dojst k popdlenindm alebo inému poraneniu.

Lampa dostatocne vychladne asi za hodinu po vypnuti napdjania.




Vymena Spotrebného Materialu

g“‘””"g
@ Uvolnite dve skrutky drziace Lampa.

Po vypnuti napajania projektora zaznie dvakrat potvrdzujuci
signal, potom moézete odpojit sietovy kabel.

‘B

°/ Pred odiatim Kryt lampy pockajte, kym Lampa dostatocne |
nevychladne. S <

Skrutkovacom dodavanym spolu s novou lampou alebo vlastnym N = /[ \
krizovym skrutkovacom uvolnite skrutku upeviujucu Kryt lampy. g% q L f-> & %
Potom posunte Kryt lampy dopredu a zdvihnutim ho odnimte. %%Q% 2 ; / > / %

oo g o =) /

Ak je Lampa prasknutd, vymente ju za novu alebo kontaktujte
vasho miestneho predajcu, v pripade, ze potrebujete dalsiu radu.
@& Zoznam kontaktov k projektoru Epson




Vymena Spotrebného Materialu

@ Nainstalujte nova Lampa.

Vlozte nova Lampa spravnym smerom podla vodiacej listy tak,
aby dosadla na miesto a zatlacte ju pevne nadol do polohy
oznacenej napisom "PUSH". Potom ju uchytte dvomi skrutkami.

%(:)s Nasadte naspit Kryt lampy.

Pozor

e Uistite sa, ze ste Lampa nainstalovali poriadne. V pripade, Ze odnimete
Kryt lampy, Lampa sa automaticky vypne kvoli bezpecnosti. Ak Lampa
alebo Kryt lampy nie sii sprdavne nainstalované, Lampa sa nerozsvieti.

o Tento vyrobok je vybaveny lampou obsahujiicou ortut (Hg). Pokyny
na spravnu likviddciu a recykldciu ndjdete v miestnych predpisoch.
Nelikvidujte ju spolu s domovym odpadom.

Nulovanie Hodiny lampy

é/\\\s‘ RS Projektor zaznamenava, ako dlho bola lampa zapnutd, a na nutnost
\ /[ \ / vymeny lampy upozornuje hlasenie a indikator. Po vymene Lampa treba
0y @ g ' "> = % vynulovat Hodiny lampy v ponuke Konfiguratné menu. @ str.52
% @ X ! ! S /
Z

Al

~~- Hodiny lampy vynulujte iba vtedy, ked ste vymenili Lampa. Inak
'@‘ nebude interval vymeny Lampa signalizovany spravne.




Vymena Spotrebného Materialu

Vymena Vzduchovy Filter

Interval vymeny Vzduchovy filter
Vzduchovy filter treba vymenit, ked nastane jeden z tychto pripadov:

e Vzduchovy filter zhnedol.
e Ak sa hlasenie zobrazi aj po vycisteni Vzduchovy filter.

Ako sa vymiena Vzduchovy filter

Vzduchovy filter mozno vymenit aj vtedy, ak je projektor uchyteny

na strope.

yaiﬂ“\“\"”“”""%%
: Po vypnuti napajania projektora zaznie dvakrat potvrdzujuci
signal, potom moézete odpojit sietovy kabel.

o/

AN
@ Otvorte kryt vzduchového filtra.
Posuite prepina¢ otvorit/zatvorit krytu vzduchového filtra a otvorte

kryt vzduchového filtra.




Vymena Spotrebného Materialu

§w\“‘”‘"~«~%§ §w\“‘”‘"~«~%§
@ Vyberte Vzduchovy filter. @§ Zatvorte kryt vzduchového filtra.

Uchopte vystupok v strede Vzduchovy filter a vytiahnite ho von v
priamom smere. :"'—_ Pouzité vzduchové filtre likvidujte v sulade s miestnymi predpismi.
- Material ramu: ABS

Material filtra: polyuretdnovd pena

§§\‘“ MWW”’”%%
@§ Nainstalujte novy Vzduchovy filter.
Zatlacte ho dovnutra, kym nezapadne s kliknutim na miesto.




Volitelhé Prislusenstvo a Spotrebny Material

Dostupné je nasledovné volitelné prislusenstvo a spotrebny material.
Tieto vyrobky dokupujte podla potreby. Zoznam prisluSenstva je

aktudlny k mesiacu april: 2009,04. Podrobnosti o prislusenstve mozu byt

bez upozornenia zmenené a dostupnost sa moze lisit v zavislosti
od miesta zakupenia.

Volitelné Prislusenstvo

Méakké puzdro na prenasanie ELPKS16B

Slazi na prendsanie projektora na cestach.

60" prenosné platno ELPSCO7
80" prenosné platno ELPSCO8
100" platno ELPSCI10

Prenosné zvinutelné premietacie plitna (Pomer strén obrazu” 4:3)

70" prenosné platno ELPSC23
80" prenosné platno ELPSC24
90" prenosné platno ELPSC25

Prenosné zvinutelné premietacie platna (Pomer stran obrazu” 16:10)

50" prenosné platno ELPSC06

Kompaktné platno, ktoré mozno lahko prenasat. (Pomer stran obrazu 4:3)

Pocitacovy kabel ELPKC02
(1,8 m - pre mini D-Sub 15-kolikovy/mini D-Sub 15-kolikovy)

Tento kabel je rovnaky, ako pocitacovy kébel dodavany s projektorom.

Zlozkovy videokabel ELPKC19
(3 m - pre mini D-Sub 15-kolikovy/zastrcka RCAXx3)

Pouzite v pripade pripojenia zdroja Komponent video”.

Kamera na dokumenty ELPDCO06

Pouziva sa pri premietani knih, dokumentov OHP alebo folii.

Modul bezdrétovej LAN ELPAPO3 (iba EB-826W/825/85)

Pouzite pri pripojeni projektora k Pocita¢ bezdrétovo a premietani.

Quick Wireless Connection USB Key ELPAPO5 (iba EB-826W/
825/85)

Pouzite tento kIu¢ na pripojenie k Pocita¢ a OS Windows a premietanie
obrazu z Pocital.

Avsak projektor musi byt pred pouzitim pripojeny k sieti.

Stropna rdrka (450 mm/strieborna)” ELPFP13

Stropna rurka (700 mm/strieborna)” ELPFP14

Slazi na montdz projektora na vysoky strop.

Montaz na strop” ELPMB23

Slazi na montdZ projektora na strop.

Priupevilovani projektora nastrop treba pouzit Specidlny spdsob instalacie.

svye

Priru¢ka prepodporu aservis, ak chcete pouzit tento spdsob instalacie.
@ Zoznam kontaktov k projektoru Epson

Pocitacovy kébel ELPKC09

(3 m - pre mini D-Sub 15-kolikovy/mini D-Sub 15-kolikovy)
Pocitacovy kabel ELPKC10

(20 m - pre mini D-Sub 15-kolikovy/mini D-Sub 15-kolikovy)
Pouzite jeden z tychto dlhsich kablov v pripade, Ze je pocitatovy kabel
dodavany s projektorom prili§ kratky.

Spotrebny Material

Jednotka lampy ELPLP50

Pouzite ako ndhradu za pouzité Lampy.

Vzduchovy filter ELPAF22

PouZite ako nahradu za pouzité Vzduchové filtre.




Ulozenie Uzivatelské Logo

Vyberte polozky Rozsirené - Uzivatelské logo z ponuky
Konfiguracné menu. @ "Pouzivanie Ponuky Konfigura¢né
:"’: Ked ulozite Uzivatelské logo predchadzajuce Uzivatelské logo sa Menu® str.34

N vymaze. V sprievodcovi pod ponukou overte, ktoré tlacidla sa k dispozicii
a aké funkcie vykonavaju.

Obraz Spét
Signal
Premietanie Predna strana

Nastavenia Operacia

Premietajte obraz, ktory chcete pouzit ako Uzivatelské logo . Pohotovostng refim Komunikdcia vyp.

Aktudlne premietany obraz mozno ulozit ako Uzivatelské logo.

v ve Roz#irené Poh. refi ikrof. v té
a potom stlaéte tla¢idlo [Menul]. Rozfrent O e St o
. i } . , B Siet’ Jazvk @ Slovenéina
Pomocou Dialkové ovladanie Pomocou Ovladaci panel Vynulovat

Informacia

(A
Menu Esc
Source Vynulovat'
Search @ )
@ @@» ([Escl:Spat [#1:Vybrat [Enter]:Zadat [Menul:Koniec )

/@ ~»<- e Ak je polozka Ochrana uziv. loga z ponuky Ochrana heslom
@ nastavend na hodnotu Zapnuté, zobrazi sa sprava a uzivatelské

logo nie je mozné zmenit. Zmeny mozno robif po nastaveni

funkcie Ochrana uziv. loga na hodnotu Vypnuté. @ str.29

hwA

e Ak je vybrana moznost Uzivatelské logo pocas vykondvania
funkcii Lichobez. korekcia, E-Zoom, Pomer, alebo Progresivne,
prave vykondvand funkcia sa zrusi.

J Ked sa zobrazi hlasenie ,Zvolit tento obraz ako uzivatelské
logo?”, vyberte moznost Ano.

| > v/ v . 7 7 .
~—~- Ked stlac¢ite tlacidlo [Enter] na Dialkové ovliddanie alebo na
'@‘ Ovladaci panel, velkost premietaného obrazu sa modze zmenit
pri zmene rozliSenia obrazového signélu.




Ulozenie Uzivatelské Logo

QMWW%’E
@ Na obrazovke nastavenia mierky vyberte pomer zvacsenia.

g‘“w"”@
@ Posunutim vyrezu vyberte cast obrazu, ktori chcete pouzit

ako Uzivatelské logo. ’ )
[Ufivatelské logo]

Nastavte faktor zvd&Senia obrazu.
Faktor zvdcs. obr.:

1200%
{" . 1300%
/ “ [[Esc]:Spdt [#1:Vybrat’ [Enter] :Nast. [Menul:Koniec |

Ked' sa zobrazi hlasenie Chcete ulozit tento obrazok ako
. uzivatelské logo?, vyberte moznost Ano.

(Tee>1 Pres. [Enter] Nast, [Menul:Komiec Obraz sa uloZi. Po ulozeni obrazu sa zobrazi hlisenie Hotovo..

= {- e Po ulozeni Uzivatelské logo, sa logo neda vratif na tovarenské
'@‘ predvolené nastavenie.
e Ulozenie uzivatelského loga mdze trvat asi 15 sekund. Pocas
ukladania nepouzivajte projektor ani ziadne pripojené zariadenia,
o~ inak moze dojst k poruche.

Pomocou Dialkové ovladanie Pomocou Ovladaci panel

Menu

Source
Search

O
@i

:@—_ Mozete ulozit velkost maximalne 400 X 300 bodov.

/ Ked' sa zobrazi hlasenie ,Vybrat tento obrazok?”, vyberte
moznost ,Ano”.



Velkost Platna a Projekcna Vzdialenost

Aby ste nasli prislusnu velkost platna, pozrite sa na nasledovnu tabulku,
podla ktorej projektor nainstalujete. Hodnoty su iba priblizné.
Minimalne (Siroky) az

N % \i Maximalne (Tele)
\ 300" 610x460 854 - 1386 -47

/ Jednotky: cm

Vzdialenost projektora

Velkost platna 4:3

Velkost pldtna 16:9 Minimaélne (Siroky) az

Maximalne (Tele)

30" 66x37 91 - 149 1
je vzdialenost od stredu objektivu po zékladiiu platna
o 40" 89x50 122 - 199 1
Stred objektivu
50" 110x62 153 - 249 2
60" 130x75 184 - 300 2
Vzdialenost Projektora (EB-825/824/85/84) 80" 180x100 246 - 401 3
100" 220x12 - 502 4
Jednotky: cm 0x120 308 - 50
150" 330x190 464 - 754 6
"y . 200" 440x250 619 - 1006 7
Velkost platna 4:3 Minimalne (Siroky) a2
Maximalne (Tele) 250" 550x310 775 - 1258 9
30" 61x46 83-136 -5 275" 610x340 853 - 1384 10
40" 81x61 111-182 -6
50" 100x76 140 - 229 -8 . ; .
et 120%90 169 275 . Vzdialenost Projektora (EB-826W)
80" 160x120 226 - 368 -13 Jednotky: cm
100" 200x150 283 - 460 -16
150" 300x230 426 - 692 223 Velkost platna 4:3 Minimalne (Siroky) a2
200" 410x300 568 - 923 31 Maximeeliiels)
. 30" 61x46 100 - 164 -1
250 500x370 711 - 1155 -39




Velkost Platna a Projek¢na Vzdialenost

Velkost platna 4:3

Minimalne (Siroky) az
Maximalne (Tele)

Jednotky: cm

Velkost platna 16:10

Minimaélne (Siroky) az
Maximalne (Tele)

40" 81x61 134 - 219 -1
50" 100x76 169 - 275 -2
60" 120x90 203 - 331 -2
80" 160x120 271 - 442 -3
100" 200x150 340 - 553 -4
120" 240x180 408 - 664 -4
150" 300x230 511-831 -5
200" 410x300 682 - 1108 -7
250" 500x370 854 - 1386 -9

Jednotky: cm

Velkost platna 16:9

Minimalne (Siroky) az
Maximalne (Tele)

30" 60x30 88 - 144 -1
40" 80x50 118-193 -1
50" 110x70 149 - 243 -2
60" 130x80 179 - 292 -2
80" 170x110 239 -390 -2
100" 210x130 300 - 488 -3
150" 320x200 451-733 -5
200" 420x260 603 - 979 -6
250" 530x330 754 - 1224 -8
280" 590x370 845 - 1371 -9

30" 66x37 91-149 1
40" 89x50 122 - 199 1
50" 110x62 153 - 249 2
60" 130x75 184 - 300 2
80" 180x100 246 - 401 3
100" 220x120 308 - 502 4
150" 330x190 464 - 754 6
200" 440x250 619 - 1006 7
250" 550x310 775 - 1258 9
275" 610x340 853 - 1384 10




Pripajanie a Odpajanie Zariadeni USB (lba EB-826W/825/824/85)

USB pamite a digitdlne fotoaparaty kompatibilné s USB, mechaniky s
pevnym diskom a Kameru na dokumenty je mozné pripojit ku
projektoru. Snimky na pripojenom digitalnom fotoaparate alebo stbory
JPEG na tuloznom zariadeni USB je mozné prehravat ako Prezentac..

@ Ndvod na obsluhu projektora "Zakladné Ukony Prezentic."

Ked je pripojena doplnkova kamera na dokumenty, bude sa premietat
obraz z Kamery na dokumenty.

Pripajanie Zariadeni USB

V nasledovhom postupe sa popisuje, ako sa pripdjaju zariadenia USB a
doplnkova Kamera na dokumenty bude pouzita ako priklad. Pripojte
Kameru na dokumenty k projektoru pomocou USB kabel, dodédvaného s
Kamerou na dokumenty. Ked pripojite Kameru na dokumenty k
projektoru pocas projekcie, stlacte tlac¢idlo [USB] na dialkovom ovladani
alebo tlac¢idlo [Source Search] na ovladacom paneli, ak chcete prepnut
na obraz z Kamery na dokumenty. @ str.16

@ Kportu USB Kamery na dokumenty
@  USB kibel
@ Port USB (TypeA)

Pozor

e Ak pouzivate USB rozbolovac, spojenie nemusi sprdvne fungovat.
Zariadenia ako napriklad digitilne fotoapardty a USB ilozné zariadenia by
mali byt pripojené k projektoru priamo.

e Pri pripdjani a pouzivani USB-kompatibilného pevného disku sa uistite, Ze
ste pripojili AC adaptér doddvany s pevnym diskom.

e Pripojte digitdlny fotoapardt alebo pevny disk k projektoru pomocou USB
kdbel doddvaného so zariadenim, alebo urceného na pouZitie so zariadenim.

e Pouzite USB kdbel kratsi nez 3 m. Ak je kdbel dlhsi, nez 3 m, Prezentdc.
nemusi fungovat spravne.




Pripajanie a Odpajanie Zariadeni USB (Iba EB-826W/825/824/85)

Odpajanie USB Zariadeni

Po dokonceni premietania odpojte zariadenie USB od projektora
pomocou nasledujuceho postupu.

Odpojenie dopilnkovej kamery na dokumenty od USB Portu (TypeA).
Digitalne fotoaparaty, pevné disky, atd. je mozné odpojit tak, Ze najprv
vypnete napdjanie a potom zariadenie odpojite.



Pripojenie Pomocou USB Kabel a Premietanie (USB Displej)

Ked pouzijete dodavany USB kabel na pripojenie projektora k Pocitac s Projektor pripojte k sietovému kablu (dodava sa).
OS Windows mozete premietat obraz z Pocita¢. Tato funkcia sa nazyva
USB Displej. Ak jednoducho pripojite pomocou USB kabel, je mozné

premietat obraz z Pocitac.

° Zapnite pocitac.

) Otvorte Posuvny regulator stimenia hlasitosti A/V.

Pripojte USB kabel.
Ak z reproduktora vychadza zvuk, pripojte audio kabel
(komeréne dostupny) k vstupnému portu Audio2.

Pripojenie

i
g

R @ "Pripdjanie po prvy raz’ str.82
@ "Druhé a dalsie pripojenia” str.83

Pozor
Projektor pripojte k pocitacu priamo a nie cez USB rozbocovac.

Poditac.




Pripojenie Pomocou USB Kabel a Premietanie (USB Displej)

s’w‘wm%’%
@ Kliknite na moznost ,Suhlasim”.

Ak sa ovlada¢ nenainstaluje, nie je mozné spustit funkciu USB

Displej. Ak chcete ovlada¢ nainstalovat, vyberte moznost Suhlasim.

Ak chcete in$talaciu zrusit, kliknite na moznost Nesuhlasim.

Pripajanie po prvy raz

“,,,%Q
%@§ Automaticky sa spusti inStalacia ovladaca. EPSON USB Display Zaganjanie. ..
Ked pouzivate OS Windows 2000 na Pocitac, kliknite na Pocitac - 1111

Vsetky programy - EPSON Projector - EPSON USB Displej -
EPSON USB Displej Vx.x.

Sprievodca instalaciou EPSON LSB Display: E‘

Vita vas sprievodca inltalaciou EPSOMN USB Display

Tento sprievodoa nainltaluie EPSOM USE Display do poéitaéa Sk nel
spustite tohto sprievode, zawite vietky programy systému \Windows.

— zui |

Ked pouzivate Pocitat s OS Windows 2000 s pravami uzivatela,
pocas instalacie sa objavi chybova sprava OS Windows a nemusi
sa vam podarit softvér nainstalovat. V takom pripade sa pokuste
aktualizovat OS Windows na poslednua verziu, pocita¢ restartujte a
potom sa znova pokuste o pripojenie. Ak su potrebné dalsie
podrobnosti, kontaktujte najbliz§iu adresu v prirucke pre podporu

a servis. @ Zoznam kontaktov k projektoru Epson



Pripojenie Pomocou USB Kabel a Premietanie (USB Displej)

' Premieta sa obraz z Pogitaé. Druhé a dalsie pripojenia

Kym zacne premietanie obrazu z Pocita¢ mdze to trvat urcity cas.
Pocas premietania obrazu z Pocita¢ nechajte zariadenia tak a Premieta sa obraz z Pocitac.

neodpdjajte USB kabel, ani nevypinajte napéjanie projektora. Kym zacne premietanie obrazu z Pocita¢ modze to trvat urcity cas.
Pockajte, prosim.

Al/s
~

- Aplikdcie, ktoré pouzivaji Cast funkcii DirectX sa nemusia
'@ zobrazovat spravne. (iba OS Windows)

==
2> =
e
225525
T
22X
225>

~r- ¢ Ak sa z nejakého ddvodu ni¢ nepremieta, kliknite na ponuku
@‘ Vsetky programy - EPSON Projector - EPSON USB Displej -
EPSON USB Displej Vx.x na Pocitac.

e Ak sa automaticky nenains$taluje, dvakrat kliknite na ikonu Tento
pocita¢ - EPSON_PJ_UD - EMP_UDSE.EXE na vasom Pocitac.

e Ak kurzor mysi blikd na obrazovke pocitaca, kliknite na Vsetky
programy - Projektor EPSON - EPSON USB Displej - EPSON
USB Displej Vx.x Settings a od¢iarknite zaskrtavacie policko
Prenos vrstvového okna.

e Ak chcete ovlada¢ odinstalovat, otvorte Ovladaci panel - Pridat/
Odstranit programy - a odinstalujte EPSON USB Displej Vx.x.
¢ Odpojenie
Projektor je mozné odpojit jednoducho odpojenim USB kabel.
Nie je nutné pouzivat funkciu Bezpe¢né odstranenie hardvéru, v
pripade pouzitia OS Windows.




Pripojenie Kabla LAN (Iba EB-826W/825/85/84)

Pripojte pomocou komerc¢ne dostupného LAN kabla 100BASE-TX alebo
10BASE-T. V zavislosti od pouzitého modelu sa nasledovné diagramy a
rozhrania mozu lisit.

@ KportuLAN
@ Kdébel LAN (komer¢ne dostupny)
@ KportuLAN

Pozor
Aby ste predisli zlyhaniu, pouZite tieneny kdbel LAN kategorie 5.




Instalacia modulu bezdrétovej LAN (iba EB-826W/825/85)

) Otvorte kryt vzduchového filtra.

<

"
P

R

Posunte prepina¢ otvorit/zatvorit krytu vzduchového filtra a otvorte
kryt vzduchového filtra.

s%ﬁ
%@g Aby ste predisli strate jednotky bezdrétovej siete LAN,
zabezpecte ju pouzitim dodavanej skrutky.

@ Otvor pre skrutku na upevnenie jednotky bezdrotovej siete LAN



Pripojenie Externého Zariadenia

Pripojenie k Externému Monitoru (Iba EB-826W/
825/85/84)

Obrazovy vstup pocitacového obrazu zo vstupného portu Computerl/2
mozete sucasne zobrazovat na externom monitore a obrazovke pripojenej
sucasne k projektoru. To znamena, ze mozete pocas prezentacie
kontrolovat premietané obrazy na externom monitore, aj ked nevidite
premietaciu plochu. Pripojte pomocou kabla dodédvaného s externym
monitorom.

@ Kportu monitora

@ Kabel doddvany s monitorom
@ K portu Monitor Out

~- * Na externom monitore nie je mozné zobrazovat obraz zo
@ zariadenia pripojeného k signialu Komponent video, vstupného
portu Video, ani vstupného portu S-video.

e Na externom monitore neuvidite indikdciu nastaveni, ponuku
Konfigura¢né menu, ani obrazovky Napoveda pre funkcie ako
napriklad Lichobez. korekcia, pretoZe sa neprendsaju na externy
monitor.




Pripojenie Externého Zariadenia

Pripojenie k Externému Reproduktoru (Iba :@—_ e Ked konektor audio kabla zasuniete do portu Audio Out, zvuk

h prestane vychadzat zo zabudovanych reproduktorov projektora a
EB'826W/825/85/84) prepne sa na externy vystup.
e Ked pouzivate bezne dostupny zvukovy kabel 2RCA(L/R)/stereo

K portu Audio Out je mozné pripojit reproduktory so zabudovanymi it - frde, Slentielsi G o emein do Jh el

zosilnova¢mi a vychutnat si tak plnsiu kvalitu zvuku. Pripojte pomocou
komer¢ne dostupného audio kabla (ako je napriklad priamy konektor «»
3,5 mm stereo mini zastr¢ka). Pouzite audio kdbel, kompatibilny s

konektorom na externych reproduktoroch. Pripojenie mikrofénu

Zvuk z mikrofénu moze vychadzat z reproduktora projektora, ak
pripojite dynamicky mikrofén k vstupnému portu mikrofénu projektora.
Projektor nepodporuje napdjanie mikrofénu na vstupnom konektore.

@) Kexternému audio zariadeniu
@  Audio kébel (komeréne dostupny)
@ Kportu Audio Out

@) Kvstupnému portu mikrofénu



Citanie Mailov, Ktoré Signalizuju Problém, FunkciaNotifikacie (Iba EB-826W/825/85/84) K&

Ked je funkcia Mailova notifikdcia nastavena na hodnotu Zapnuté a
vyskytne sa problém/varovanie v projektore, bude odoslany nasledovny

e-mail.
Predmet: EPSON Projector

Riadok 1: Néazov projektora, kde sa problém vyskytol
Riadok 2: IP adresa nastavena na projektore, kde sa problém objavil.
Riadok 3 a dalej: Podrobnosti o probléme

Po jednotlivych riadkoch sa vypisu podrobnosti problému. Nasledujuca
tabulka zobrazuje podrobnosti napisané v sprave pre kazda polozku.
Problémy/varovania najdete vypisané v "Popis Indikatory". @ str.55

Sprava

Pri¢ina

Internal error

Interna chyba

Fan related error

Chyba ventildtora

Sensor error

Chyba senzora

Lamp cover is open.

Otvoreny kryt lampy

Lamp timer failure

Porucha lampy

Lamp out

Chyba lampy

Internal temperature error

Chyba vys. teploty
(Prehrievanie)

High-speed cooling in progress

Var. o vys. teplote

Lamp replacement notification

Vymente lampu

No-signal

Nie je signal

Do projektora nevchadza Ziadny signal.

Skontrolujte stav pripojenia alebo
skontrolujte, ¢i je zapnuté napdjanie
signdlového zdroja.

Auto Iris Error

Chyba auto. SoSovky

Sprdva

Pri¢ina

Power Err. (Ballast)

Chyba nap. (Ballast)

Na zaciatku spravy sa objavi (+) alebo (-).

(+): V projektore sa objavil problém
(-): Problém v projektore sa vyriesil




Prikazy ESC/VP21

Polozka Prikaz
Logo MSEL 02

Zoznam Prikazov

Ak je do projektora odoslany prikaz na zapnutie, projektor sa zapne

a prejde do rezimu zahrievania. Pri zapnuti napajania projektora sa
zobrazi dvojbodka ":" (3Ah).

Ked je prikazom vstup, projektor vykond prikaz, vrati " a prijme dalsi
prikaz. Schéma Zapojenia Kablov
Ak bude spracovanie prikazu prerusené abnormalne, zobrazi sa chybové
hlasenie a dvojbodka ":".

Na koniec kazdého prikazu pridajte kéd Carriage Return (CR) (0Dh) a odoslite.

"o

Sériové pripojenie

Polozka e e Tvar konektora: D-Sub 9-pinovy (zastrcka)

Zapnutie a vypnutie | Zapnuté PWR ON
Vypnuté PWR OFF

Vyber signalu Computerl Automaticky SOURCE 1F

RGB SOURCE 11

Komponent SOURCE 14

Computer2 Automaticky SOURCE 2F

RGB SOURCE 21

Komponent SOURCE 24

Video SOURCE 41

S-video SOURCE 42

USB Displej SOURCE 51

USB (EB-826W/825/824/85) SOURCE 52

LAN(EB-826W/825/85) SOURCE 53

Stlmit A/V Zapnuté/ | Zapnuté MUTE ON

Vypnute Vypnuté MUTE OFF
Vyber Stlmit A/V | Cierna MSEL 00
Modra MSEL 01




Prikazy ESC/VP21

e Nazov vstupného portu projektora: RS-232C Komunikaény protokol
<Na projektore> <Na pocitaci>

RS-232C

e Predvolené nastavenie rychlosti v baudoch: 9600 b/s
e Déitova dlzka: 8 bitov

e Parita: Ziadna

e Stop-bit: 1 bit

e Kontrola toku: Ziadna

<Na projektore> (sériovy kabel PC) <Na pocitaci>
GND 5 5 GND
RD 2 < 3 TD
D 3 > 2 RD
DTR 4 > 6 DSR
DSR 6 < 4 DTR
Nazov Funkcia
signalu
GND Uzemnenie signalového vodic¢a
TD Prenos dat
RD Prijem dat
DSR Subor dat pripraveny
DTR Datovy terminal pripraveny




o Protokole PJLink

PJLink Classl bol vyvinuty asocidciou JBMIA (Japan Business Machine e Nazov vyrobcu zobrazeny pre ,Informativnu otdzku nazvu vyrobcu®
and Information System Industries Association) ako standardny protokol EPSON

pre ovladanie sietovo kompatibilnych projektorov ako cast ich usilia
normalizovat protokoly ovladania projektorov.

e Nazov modelu zobrazeny pre ,Informativnu otazku ndzvu vyrobku®
Projektor je v zhode s normou PJLink Classl ustanovenou asocidciou

EB-826W
JBMIA. EB-825
Je v zhode so vsetkymi prikazmi okrem nasledujicich prikazov EB-824
definovanych normou PJLink Classl a zhoda bola potvrdena pomocou EB-85
normy pre overenie adaptability PJLink. EB-84

URL:http://pjlink.jbmia.or.jp/english/

e Nekompatibilné prikazy

Funkcia Prikaz PJLink
Nastavenia Subor stimenia obrazu AVMT 11
stimenia . .

Subor stImenia zvuku AVMT 21

e Vstupné nazvy, definované pomocou normy PJLink a v zhode so
zdrojmi projektora

Zdroj Prikaz PJLink
Computeri INPT 11
Computer2 INPT 12
Video INPT 21
S-video INPT 22
uss ™ INPT 41
LAN *2 INPT 52
USB Displej INPT 53

*1 Podporované iba projektormi EB-826W/825/824/85
*2 Podporované iba projektormi EB-826W/825/85


http://pjlink.jbmia.or.jp/english/

Podporované Rozlisenia Monitorov

Podporované RozliSenia Monitorov (EB-825/824/85/84)

Pocitacovy signal (analégovy RGB)
Jednotky: body

Signal Obnov. frekvencia (Hz) Rozlisenie Rezim Pomer
Normalne 4:3 16:9

VGAEGA 70 640x350 1024x560 1024x768 1024x576
VGA 60/72/75/85/iMac"! 640x480/640x360"2 1024x768 1024x768 1024x576
SVGA 56/60/72/75/85/iMac’! 800x600/800x450"2 1024x768 1024x768 1024x576
XGA 60/70/75/85/iMac" ! 1024x768/1024x576 2 1024x768 1024x768 1024x576
WXGA 60 1280x768 1024x614 1024x768 1024x576
60 1360x768 1024x578 1024x768 1024x576
60/75/85 1280x800 1024x640 1024x768 1024x576
WXGA+ 60/75/85 1440x900 1024x640 1024x768 1024x576
SXGA 70/75/85 1152x864 1024x768 1024x768 1024x576
60/75/85 1280x1024 960x768 1024x768 1024x576
60/75/85 1280x960 1024x768 1024x768 1024x576
SXGA+ 60/75/85 1400x1050 1024x768 1024x768 1024x576
UXGA 60 1600x1200 1024x768 1024x768 1024x576
MAC13" 67 640x480 1024x768 1024x768 1024x576
MACI16" 75 832x624 1024x768 1024x768 1024x576
MACI19" 75 1024x768 1024x768 1024x768 1024x576
60 1024x768 1024x768 1024x768 1024x576
MAC21" 75 1152x870 1016x768 1024x768 1024x576

*1 Pripojenie nie je mozné, ak zariadenie nema vystupny port VGA.
*2 Signal Letterbox
Aj ked st na vstupe iné signaly nez vys$Sie uvedené, obraz bude pravdepodobne mozné premietnut. Nemusia v§ak byt podporované vsetky funkcie.



Podporované RozliSenia Monitorov

Komponent video
Jednotky: body

Signal Obnov. frekvencia (Hz) Rozlienie Rezim Pomer strdn
4:3 16:9
SDTV(480i) 60 720x480/720x360" 1024x768 1024x576
SDTV(576i) 50 720x576/720x432" 1024x768 1024x576
SDTV (480p) 60 720x480/720x360" 1024x768 1024x576
SDTV(576p) 50 720x576/720x432" 1024x768 1024x576
HDTV(720p) 50/60 1280x720 1024x768 1024x576
HDTV(1080i) 50/60 1920x1080 1024x768 1024x576
HDTV(1080p) 50/60 1920x1080 1024x768 1024x576

* Signal Letterbox

Kompozitné video/S-Video

Jednotky: body

Signal Obnov. frekvencia (Hz) Rozlisenie Rezim Pomer stran
4:3 16:9
TV(NTSC) 60 720x480/720x360" 1024x768 1024x576
TV(PAL,SECAM) 50 720x576/720x432" 1024x768 1024x576

* Signal Letterbox



Podporované RozliSenia Monitorov

Podporované RozliSenia Monitorov (EB-826W)

Pocitacovy signal (analégovy RGB)

Jednotky: body

Signal Obnov. frekvencia (Hz) Rozlfsenie Rezim Pomer stran
Normalne 16:9 Uplne Zvadenie Naprie¢
VGAEGA 70 640x350 1280x700 1280x720 1280x800 1280x700 640x350
VGA 60/72/75/85/iMac” ! 640x480/640x360"2 1066x800 1280x720 1280x800 1280x800 640x480
SVGA 56/60/72/75/85/iMac’"! 800x600/800x450 2 1066x800 1280x720 1280x800 1280x800 800x600
XGA 60/70/75/85/iMac" ! 1024x768/1024x576 2 1066x800 1280x720 1280x800 1280x800 1024x768
WXGA 60 1280x768 1280x768 1280x720 1280x800 1280x768 1280x768
60 1360x768 1280x722 1280x720 1280x800 1280x722 1280x768
60/75/85 1280x800 1280x800 1280x720 1280x800 1280x800 1280x800
WXGA+ 60/75/85 1440x900 1280x800 1280x720 1280x800 1280x800 1280x800
WSXGA+3 60 1680x1050 1280x800 1280x720 1280x800 1280x800 1280x800
SXGA 70/75/85 1152x864 1066x800 1280x720 1280x800 1280x800 1280x800
60/75/85 1280x1024 1000x800 1280x720 1280x800 1280x800 1280x800
60/75/85 1280x960 1066x800 1280x720 1280x800 1280x800 1280x800
SXGA+ 60/75/85 1400x1050 1066x800 1280x720 1280x800 1280x800 1280x800
UXGA 60 1600x1200 1066x800 1280x720 1280x800 1280x800 1280x800
MACI13" 67 640x480 1066x800 1280x720 1280x800 1280x800 640x480
MACI16" 75 832x624 1066x800 1280x720 1280x800 1280x800 832x624
MAC19" 75 1024x768 1066x800 1280x720 1280x800 1280x800 1024x768
60 1024x768 1066x800 1280x720 1280x800 1280x800 1024x768




Podporované RozliSenia Monitorov

Signal Obnov. frekvencia (Hz) Rozlienie Rezim Pomer stran
Normalne 16:9 Uplne Zvacienie Napriec
MAC21" 75 1152x870 1059x800 1280x720 1280x800 1280x800 1152x800

*1 Pripojenie nie je mozné, ak zariadenie nema vystupny port VGA.

*2 Signal Letterbox

*3 Kompatibilné iba ked je zvoleny rezim Siroky ako Rozlienie z ponuky Konfiguraéné menu. @ str.36

Aj ked st na vstupe iné signaly nez vysSie uvedené, obraz bude pravdepodobne mozné premietnutf. Nemusia vSak byt podporované vsetky funkcie.

Komponent video

Jednotky: body

Signal Obnov. frekvencia (Hz) RozliSenie Rezim Pomer stran
Normalne 16:9 Uplne Zvadsenie Napriec
SDTV(480i) 60 720x480/720x360" 1066x800 1280x720 1280x800 1280x800 640x480
SDTV(576i) 50 720x576/720x432" 1066x800 1280x720 1280x800 1280x800 768x576
SDTV (480p) 60 720x480/720x360" 1066x800 1280x720 1280x800 1280x800 640x480
SDTV(576p) 50 720x576/720x432" 1066x800 1280x720 1280x800 1280x800 768x576
HDTV(720p) 50/60 1280x720 1280x720 1280x720 1280x800 1280x720 1280x720
HDTV(1080i) 50/60 1920x1080 1280x720 1280x720 1280x800 1280x720 1280x800
HDTV(1080p) 50/60 1920x1080 1280x720 1280x720 1280x800 1280x720 1280x800

* Signal Letterbox
Kompozitné video/S-Video
Jednotky: body

Signal Obnov. frekvencia Rozlisenie Rezim Pomer stran
(Hz) Normalne 16:9 Uplne Zvadsenie Napriec
TV(NTSC) 60 720x480/720x360" 1066x800 1280x720 1280x800 1280x800 640x480
TV(PAL,SECAM) 50 720x576/720x432" 1066x800 1280x720 1280x800 1280x800 768x576

* Signal Letterbox




Technické Udaje

Vseobecné Parametre Projektora

Nazov produktu

EB-826W ‘ EB-825 EB-85

EB-824

Rozmery

327 (S) X 95 (V) x 250 (H) mm (bez zdvihnutej asti)

Velkost panela

0,59" Sirokouhly | 0,63"

Spésob zobrazenia

Polysilikonovd aktivna matica TFT

Rozlisenie

1 024 000 pixlov
WXGA (1280 (S) x 800
(V) bodov) x 3

786 432 pixlov (1024 (V) X 768 (S) bodov) x 3

Uprava zaostrenia

Ruéne

Nastavenie pribliZzenia

Rucéne (1 az 1,62)

Spotreba energie v pohotovostnom rezime (Komunikacia vyp.): 1,9 W

Lampa Lampa UHE, 200 W Cislo modelu: ELPLP50

Max. zvukovy vystup 10 W mono

Reproduktor 1

Napdjanie 100 az 240 V AC +10%, 50/60 Hz 3,3 az 1,5 A

Spotreba Oblast s napatim V prevéadzke: 289 W V prevadzke: 289 W
energie 100az240V Spotreba energie v pohotovostnom rezime (Komunikdacia zap.): 7,9 W Spotreba energie v

pohotovostnom rezime:
L9W

Oblast s napatim
200az240V

V prevadzke: 275 W
Spotreba energie v pohotovostnom rezime (Komunikdacia zap.): 8,9 W
Spotreba energie v pohotovostnom rezime (Komunikacia vyp.): 3,0 W

V prevadzke: 275 W

Spotreba energie v
pohotovostnom rezime:
3,0W

Prevadzkova nadmorska vyska

Nadmorska vyska 0 az 2 286 m

Prevadzkova teplota

5 az +35°C (Nekondenzujtca)

Skladovacia teplota

-10 az +60°C (Nekondenzujica)

Hmotnost

Priblizne 3,1 kg




Technické Udaje

Nazov produktu

EB-826W EB-825 EB-85 EB-84 EB-824

Konektory

Vstupny port
Po¢ita¢1 (Computerl)

Mini D-Subl5-kolikovy (zasuvka) modry

Vstupny port
Po¢ita¢2 (Computer2)

Mini D-Subl5-kolikovy (zasuvka) modry

Vstupny port Audiol
(Audio1)

Stereo mini jack

Vstupny port Audio2
(Audio2)

Stereo mini jack

Videovstup (Video)

Konektor RCA

Vstup S-video
(S-Video)

Mini DIN 4-kolikovy

Lavy/pravy
audiovstup (Audio L/
R)

Konektor RCA x 2 (L, R)

Vstupny port
mikrofénu (Mic)

Stereo mini jack

Port Audio vystup
(Audio Out)

Stereo mini jack -

Port Monitor Out
(Monitor Out)

Mini D-Subl5-kolikovy (zasuvka) Cierny -

Port USB (TypeB)"

Konektor USB (TypeB)

Port USB (TypeA)”

Konektor USB (TypeA) - Konektor USB

(TypeA)

Port USB

Konektor USB (TypeA) pre doplnkova jednotku bezdrotovej LAN -

Port LAN

RJ-45 -

Port RS-232C

Mini D-Sub 9-pinovy (zastrcka)

* Podporuje USB 2.0. Av$ak pri portoch USB sa negarantuje funkénost vSetkych zariadeni, ktoré podporuju USB.




Technické Udaje

M Pixelworks DNXT™ - Integrované obvody, ktoré sa pouzivaji v tomto projektore.

pixelworks”

Uhol sklonu

% %

Ak pouzijete projektor nakloneny do uhla viac ako 30°, mohlo by dojst k poskodeniu a nehode.

Softvérové Poziadavky

Softvér dodavany s projektorom alebo doplnkovym prislusenstvom bude fungovat na poéitacoch, ktoré spliiajii nasledovné poziadavky.
Pripojenie EMP NS sa dodava iba s EB-826W/825/85.

EMP NS Connection EMP Monitor USB Displej

Operaény systém Windows 2000 SP4/XP/XP SP1/XP SP2/XP SP3/ | Windows 98 SE SP1/Me/NT4.0 SP6/2000SP4/ | Windows 2000 SP4/XP/XP SP1/XP SP2/XP SP3/
Vista/Vista SP1 XP 32Bit (HomeEdition/Professional) SP1 Vista/Vista SP1
Mac OS X 10.3 alebo vy alebo vyssi Vista/VistaSP1”

Odporuca sa: Mac OS X 10.5.1 alebo vyssi,
10.4.11/10.3.9

Procesor Mobile Pentium III 1.2GHz alebo rychlejsi Odportca sa: Pentium MMX 166MHz alebo Mobile Pentium III 1.2GHz alebo rychlejsi
Power PC G3 900MHz alebo rychlejsi rychlejsi Odporuca sa: Pentium M 1.6GHz alebo
Odporuca sa: Pentium M 1.6GHz alebo Odportca sa: Pentium II 233MHz alebo rychlejsi
rychlejsi rychlej
CoreDuo 1.5GHz alebo rychlejsi

Velkost pamite 256MB alebo viac 64MB alebo viac 256MB alebo viac
Odportca sa: 512MB alebo viac Odportca sa: 512MB alebo viac

Pevny disk 20MB alebo viac 50MB alebo viac 20MB alebo viac

Volna kapacita




Technické Udaje

EMP NS Connection

EMP Monitor

USB Displej

Zobrazenie

RozliSenie viac, nez XGA (1024x768)

Farby displeja pribl. o 32000 farieb viac nez
16 bit farebna hibka

RozliSenie viac nez SVGA (800x600)
Farebnost displeja - 32-bitova plnofarebny
alebo vacsia

Farba zobrazenia

RozliSenie viac, nez XGA (1024x768)

Farby displeja pribl. o 32000 farieb viac nez
16 bit farebna hibka

* Nain$talovana verzia

softvéru Internet Explorer Ver.5 alebo nov$ia a pouzivatel s prdvami administratora
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Glosar

V tejto Casti si strucne vysvetlené pojmy sdvisiace s projektorom a zlozitej$ie vyrazy, ktoré nie su vysvetlené v texte tejto prirucky. Podrobnosti ndjdete v
bezne dostupnych publikaciach.

Adresa brany Toto je server (router), ktory komunikuje v Siet (podsieti) rozdelenej podla Maska podsiete».

(Adresa brany)

AMX Device Discovery AMX Device Discovery je technoldgia vyvinuta spolo¢nostou AMX na ulah¢enie kontrolnym systémom AMX jednoducht prevadzku cielového
zariadenia.

Spolo¢nost Epson implementovala technoldgiu tohto protokolu a poskytla nastavenie, aby umoznila fungovanie protokolu (Zapnuté).

V pripade, Ze potrebujete poznat dalsie podrobnosti, pozrite sa na webovt lokalitu spolo¢nosti AMX.

URL http://www.amx.com/
DHCP Skratka pre Dynamic Host Configuration Protocol, tento protokol automaticky priraduje IP adresa® zariadeniam pripojenym do Siet.
Dolby Digital Zvukovy format vyvinuty spolo¢nostou Dolby Laboratories. Bezny stereofénny signal obsahuje dva kanaly vyuzivajice dva reproduktory. Dolby

Digital je 6-kandlovy (5.1-kanalovy) systém, ktory pridava k stredovému reproduktoru dva zadné reproduktory a sub-woofer.

HDTV Skratka pre High-Definition Television, ktora oznacuje televizne systémy s vysokym rozlisenim splnajuce nasledujice podmienky.

o Zvislé rozlidenie 720p alebo 1080i alebo vyssie (p = Progresivne”, i = Prekladanie””)

e Pomer strén obrazu™ platna 16:9

e Prijem alebo prehrévanie (v§stup) zvuku Dolby Digital*

IP adresa Cislo, ktoré identifikuje Pocita¢ pripojeny k Siet.

Komponent video Video signal so samostatnym signalom jasu obrazu a farieb poskytujtci vy$siu kvalitu obrazu.
Oznacuje obraz, ktory sa sklada z troch nezavislych signalov: Y (signal svietivosti), Pb a Pr (signaly farebnych rozdielov).

Kompozitné video Video signaly so zmie$anymi signalmi jasu obrazu a farebnym signalom. Typ signalu bezne pouzivany v domacich video zariadeniach (formaty
NTSC, PAL a SECAM). Nosny signal Y (signal svietivosti) a signal sytosti (farby), ktoré st obsiahnuté vo farebnom pase, sa prekryvaja a tym
vytvaraju jeden signal.

Kontrast Relativny jas svetlych a tmavych oblasti obrazu mozno zvysit alebo znizit, aby boli text a obrazky viac ¢i menej vyraznejsie, pripadne aby boli
hladsie. Nastavenie tejto konkrétnej vlastnosti sa nazyva uprava Kontrast.

Maska podsiete Toto je ¢iselnd hodnota, ktord definuje pocet bitov pouZivanych pre Siet adresu na rozdelene;j sieti (podsieti) z IP adresa.
(Maska podsiete)

Obnov. frekvencia Prvok obrazovky vyzarujtci svetlo zachovava rovnaka svietivost a farbu velmi kratku dobu. Preto je potrebné obraz skenovat mnohokrat za
sekundu, aby sa vykonala obnova svetlo vyzarujticeho prvku. Pocet operacii obnovy za sekundu sa nazyva Obnov. frekvencia a vyjadruje sa v
hertzoch (Hz).



http://www.amx.com/

Glosar

Pomer stran obrazu
(Pomer stran obrazu)

Je pomer medzi dizkou a vy$kou obrazu. Obrazy HDTV majti pomer stran obrazu 16:9 a vyzeraju predizené. Pomer stran $tandardného obrazu
je 4:3.

Prekladanie Spdsob skenovania obrazu, pri ktorej st idaje rozdelené na jemné vodorovné riadky, ktoré sa na ploche zobrazuju postupne zlava doprava a
zhora nadol. Parne a neparne riadky sa zobrazuju striedavo.

Progresivne Spdsob skenovania obrazu, pri ktorom st obrazové tidaje pocas vytvarania jedného obrazu skenované postupne zhora nadol.

SDTV Skratka pre Standard Definition Television, ktora oznacuje televizne systémy nesplitajice poziadavky na systém HDTV? High-Definition
Television.

Sledovanie Signaly odosielané z pocitac¢ov maju urcitt hodnotu frekvencie. Ak je frekvencia projektora odlisna, vysledny obraz nemd dobru kvalitu. Proces
zosuladenia frekvencie tychto signalov (pocet minimalnych hodnét v signali) sa nazyva Sledovanie. Ak sa Sledovanie nevykona spravne, v signali
sa objavia zvislé pasy.

SNMP Je skratkou vyrazu Simple Network Management Protocol, ¢o je protokol na monitorovanie a ovladanie zariadeni, ako st napr. router a pocitace
pripojené k TCP/IP typu Siet.

sRGB Medzindrodny $tandard pre farebné intervaly, ktory bol formulovany tak, aby bola ulah¢end sprava farieb reprodukovanych video zariadenim v
Pocita¢ opera¢nych systémoch a na internete. Ak je pripojeny zdroj v rezime sRGB, nastavte projektor a pripojeny zdroj signalu na rezim sRGB.

SSID SSID je identifika¢né ¢islo pre prepojenie s inymi zariadeniami v Bezdr. LAN. Bezdr6tova komunikécia je mozna medzi zariadeniami, ktoré su
zhodné v SSID.

SVGA Typ obrazového signélu s rozlienim 800 (vodorovne) X 600 (zvisle) bodov, ktoré sa pouziva v pocitacoch kompatibilnych so §tandardom
IBM PC/AT.

S-Video Video signal so samostatnym signalom jasu obrazu a farieb poskytujtci vy$siu kvalitu obrazu.

Oznacuje obraz, ktory sa sklada z dvoch nezavislych signalov: Y (signal svietivosti) a C (nosny signal farby).
SXGA Typ obrazového signélu s rozlienim 1280 (vodorovne) x 1024 (zvisle) bodov, ktoré sa pouziva v pocita¢och kompatibilnych so standardom

IBM PC/AT.

Synchronizacia

Signaly odosielané z pocitac¢ov maju urcitt hodnotu frekvencie. Ak je frekvencia projektora odli$na, vysledny obraz nemd dobrt kvalitu. Proces
zostladenia faz tychto signalov (relativna pozicia maximélnych a minimalnych hodnoét signalov) sa nazyva synchronizacia. Ak signély nie st
zosynchronizované, dochadza napriklad k blikaniu, rozmazaniu a vodorovnému ruseniu.

VGA Typ obrazového signélu s rozlienim 640 (vodorovne) X 480 (zvisle) bodov, ktoré sa pouziva v pocitacoch kompatibilnych so §tandardom
IBM PC/AT.

WPS WPS je skratka vyrazu Wi-Fi Protected Setup. Wi-Fi Protected Setup vyvinula aliancia Wi-Fi Alliance ako sposob jednoduchého nastavenia a
zabezpecenia siete Bezdr. LAN.

XGA Typ obrazového signélu s rozlienim 1024 (vodorovne) X 768 (zvisle) bodov, ktoré sa pouziva v po¢itac¢och kompatibilnych so §tandardom

IBM PC/AT.




Glosar

Zach. IP adresu

Toto je IP adresa” cielového Pocitaé, ktora sa pouziva upozornenie na chybu v SNMP.




Vseobecné Poznamky

V3etky prava vyhradené. Ziadna &ast tejto publikdcie sa nesmie bez
predchadzajuceho pisomného sthlasu spolo¢nosti Seiko Epson Corporation
reprodukovat, ukladat do prehladavacieho systému ani sa nesmie na ziaden tcel

v ziadnej forme alebo akymkolvek spdsobom prenasat — elektronicky, mechanicky,
fotokopirovanim, nahravanim ani inak. Spolo¢nost nenesie zZiadnu priamu
zodpovednost za pouzitie informadcii, ktoré sa tu nachadzajia. Nezodpoveda ani

za pripadné skody vyplyvajuce z pouzitia tychto informacii.

Spolo¢nost Seiko Epson Corporation ani jej pridruzené spolo¢nosti nie s voci
spotrebitelovi tohto produktu alebo inym osobam zodpovedné za §kody, straty,
néklady a vydavky spdsobené spotrebitelom alebo inou osobou v dosledku
nasledujucich udalosti: nehoda, nespravne pouzitie alebo zneuzitie tohto produktu
alebo neopravnené upravy, opravy alebo zmeny tohto produktu alebo (s vynimkou
USA) nedodrzanie prisneho suladu s prevddzkovymi a servisnymi pokynmi
spolo¢nosti Seiko Epson Corporation.

Spolo¢nost Seiko Epson Corporation nezodpoveda za ziadne $kody alebo problémy
spdsobené pouzitim akéhokolvek prislusenstva alebo spotrebného materialu,
na ktorych nie je uvedené oznacenie originalnych produktov - Original Epson

Products alebo Epson Approved Products od spolo¢nosti Seiko Epson Corporation.

Obsah tejto priruc¢ky moze byt zmeneny alebo aktualizovany bez predchadzajiaceho
upozornenia.

Obrazky v tejto prirucke a skuto¢ny projektor mézu byt odlisné.

Vseobecna Poznamka:

Windows Vista a logo Windows st ochrannymi znamkami spolo¢nosti skupiny
Microsoft.

IBM, DOS/V a XGA st ochrannymi znamkami spolo¢nosti International Business
Machines Corporation.

Macintosh, Mac a iMac st registrované ochranné znamky spolo¢nosti Apple
Computer, Inc.

Windows, WindowsNT, Windows Vista a PowerPoint st registrovanymi
ochrannymi zndmkami spolo¢nosti Microsoft Corporation v USA.

Dolby je ochranna zndmka spolo¢nosti Dolby Laboratories.

Pixelworks a DNX st ochranné znamky spolo¢nosti Pixelworks, Inc.

WPA™ a WPA2™ registrovanymi ochrannymi znamkami aliancie Wi-Fi Allience.
Ochranna znamka PJLink je ochranna znambka, ktora ¢aka na registraciu, alebo je uz
registrovana v Japonsku, USA a inych krajinach a oblastiach.

Dalsie tu pouzité ndzvy produktov slizia len na identifikaéné tcely a mozu byt
ochrannymi znamkami prislu§nych vlastnikov. Spolo¢nost Epson sa zrieka vsetkych
prav na tieto znamky.

©SEIKO EPSON CORPORATION 2009. All rights reserved.

GNU GPL

This projector product includes the open source software programs which
apply the GNU General Public License Version 2 or later version ("GPL
Programs").

We provide the source code of the GPL Programs until five (5) years after the
discontinuation of same model of this projector product.

If you desire to receive the source code of the GPL Programs, please see the
"EPSON Projector Contact List" in the User's Guide, and contact the customer
support of your region.

These GPL Programs are WITHOUT ANY WARRANTY; without even the
implied warranty of MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE. See the GNU General Public License for more details.
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The list of GPL Programs is as follows and the names of author are described in
the source code of the GPL Programs

The list of GPL Programs
busybox-1.7.2
libgccl(gec-4.2.3)
linux-2.6.20
patches
udhcp 0.9.8
uvc rev.219
wireless_tools 29
Pixelworks PWC950 SDK drivers

The GNU General Public License Version 2 is as follows. You also can see the GNU
General Public License Version 2 at http://www.gnu.org/licenses/.

GNU GENERAL PUBLIC LICENSE
Version 2, June 1991

Copyright (C) 1989, 1991 Free Software Foundation, Inc., 51 Franklin Street, Fifth
Floor, Boston, MA 02110-1301 USA Everyone is permitted to copy and distribute
verbatim copies of this license document, but changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to share and
change it. By contrast, the GNU General Public License is intended to guarantee
your freedom to share and change free software--to make sure the software is free for
all its users. This General Public License applies to most of the Free Software
Foundation's software and to any other program whose authors commit to using it.
(Some other Free Software Foundation software is covered by the GNU Lesser
General Public License instead.) You can apply it to your programs, too.

When we speak of free software, we are referring to freedom, not price. Our General
Public Licenses are designed to make sure that you have the freedom to distribute
copies of free software (and charge for this service if you wish), that you receive
source code or can get it if you want it, that you can change the software or use
pieces of it in new free programs; and that you know you can do these things.

To protect your rights, we need to make restrictions that forbid anyone to deny you
these rights or to ask you to surrender the rights. These restrictions translate to
certain responsibilities for you if you distribute copies of the software, or if you
modify it.

For example, if you distribute copies of such a program, whether gratis or for a fee,
you must give the recipients all the rights that you have. You must make sure that
they, too, receive or can get the source code. And you must show them these terms
so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you
this license which gives you legal permission to copy, distribute and/or modify the
software.

Also, for each author's protection and ours, we want to make certain that everyone
understands that there is no warranty for this free software. If the software is
modified by someone else and passed on, we want its recipients to know that what
they have is not the original, so that any problems introduced by others will not
reflect on the original authors' reputations.

Finally, any free program is threatened constantly by software patents. We wish to
avoid the danger that redistributors of a free program will individually obtain patent
licenses, in effect making the program proprietary. To prevent this, we have made it
clear that any patent must be licensed for everyone's free use or not licensed at all.

The precise terms and conditions for copying, distribution and modification follow.

GNU GENERAL PUBLIC LICENSE TERMS AND CONDITIONS FOR COPYING,
DISTRIBUTION AND MODIFICATION

0.  This License applies to any program or other work which contains a notice
placed by the copyright holder saying it may be distributed under the terms of
this General Public License. The "Program", below, refers to any such program
or work, and a "work based on the Program" means either the Program or any
derivative work under copyright law: that is to say, a work containing the
Program or a portion of it, either verbatim or with modifications and/or
translated into another language. (Hereinafter, translation is included without
limitation in the term "modification".) Each licensee is addressed as "you".

Activities other than copying, distribution and modification are not covered by
this License; they are outside its scope. The act of running the Program is not
restricted, and the output from the Program is covered only if its contents
constitute a work based on the Program (independent of having been made by
running the Program). Whether that is true depends on what the Program does.
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You may copy and distribute verbatim copies of the Program's source code as
you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and give any other recipients of the Program a
copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may at
your option offer warranty protection in exchange for a fee.

You may modify your copy or copies of the Program or any portion of it, thus
forming a work based on the Program, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that
you changed the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or
in part contains or is derived from the Program or any part thereof, to be
licensed as a whole at no charge to all third parties under the terms of this
License.

c) If the modified program normally reads commands interactively when
run, you must cause it, when started running for such interactive use in the
most ordinary way, to print or display an announcement including an
appropriate copyright notice and a notice that there is no warranty (or
else, saying that you provide a warranty) and that users may redistribute
the program under these conditions, and telling the user how to view a
copy of this License. (Exception: if the Program itself is interactive but
does not normally print such an announcement, your work based on the
Program is not required to print an announcement.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Program, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Program, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with
the Program (or with a work based on the Program) on a volume of a storage or
distribution medium does not bring the other work under the scope of this
License.

You may copy and distribute the Program (or a work based on it, under Section
2) in object code or executable form under the terms of Sections 1 and 2 above
provided that you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source
code, which must be distributed under the terms of Sections 1 and 2 above
on a medium customarily used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any
third party, for a charge no more than your cost of physically performing
source distribution, a complete machine-readable copy of the
corresponding source code, to be distributed under the terms of Sections 1
and 2 above on a medium customarily used for software interchange; or,

¢) Accompany it with the information you received as to the offer to
distribute corresponding source code. (This alternative is allowed only for
noncommercial distribution and only if you received the program in
object code or executable form with such an offer, in accord with
Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means all the
source code for all modules it contains, plus any associated interface definition
files, plus the scripts used to control compilation and installation of the
executable. However, as a special exception, the source code distributed need
not include anything that is normally distributed (in either source or binary
form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

If distribution of executable or object code is made by offering access to copy
from a designated place, then offering equivalent access to copy the source code
from the same place counts as distribution of the source code, even though
third parties are not compelled to copy the source along with the object code.
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You may not copy, modify, sublicense, or distribute the Program except as
expressly provided under this License. Any attempt otherwise to copy, modify,
sublicense or distribute the Program is void, and will automatically terminate
your rights under this License. However, parties who have received copies, or
rights, from you under this License will not have their licenses terminated so
long as such parties remain in full compliance.

You are not required to accept this License, since you have not signed it.
However, nothing else grants you permission to modify or distribute the
Program or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Program
(or any work based on the Program), you indicate your acceptance of this
License to do so, and all its terms and conditions for copying, distributing or
modifying the Program or works based on it.

Each time you redistribute the Program (or any work based on the Program),
the recipient automatically receives a license from the original licensor to copy,
distribute or modify the Program subject to these terms and conditions. You
may not impose any further restrictions on the recipients' exercise of the rights
granted herein. You are not responsible for enforcing compliance by third
parties to this License.

If, as a consequence of a court judgment or allegation of patent infringement or
for any other reason (not limited to patent issues), conditions are imposed on
you (whether by court order, agreement or otherwise) that contradict the
conditions of this License, they do not excuse you from the conditions of this
License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Program at all. For example, if a patent license
would not permit royalty-free redistribution of the Program by all those who
receive copies directly or indirectly through you, then the only way you could
satisfy both it and this License would be to refrain entirely from distribution of
the Program.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply and the
section as a whole is intended to apply in other circumstances.

10.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution
system, which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

If the distribution and/or use of the Program is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Program under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is
permitted only in or among countries not thus excluded. In such case, this
License incorporates the limitation as if written in the body of this License.

The Free Software Foundation may publish revised and/or new versions of the
General Public License from time to time. Such new versions will be similar in
spirit to the present version, but may differ in detail to address new problems or
concerns.

Each version is given a distinguishing version number. If the Program specifies
a version number of this License which applies to it and "any later version”, you
have the option of following the terms and conditions either of that version or
of any later version published by the Free Software Foundation. If the Program
does not specify a version number of this License, you may choose any version
ever published by the Free Software Foundation.

If you wish to incorporate parts of the Program into other free programs whose
distribution conditions are different, write to the author to ask for permission.
For software which is copyrighted by the Free Software Foundation, write to
the Free Software Foundation; we sometimes make exceptions for this. Our
decision will be guided by the two goals of preserving the free status of all
derivatives of our free software and of promoting the sharing and reuse of
software generally.
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NO WARRANTY

11. BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS
NO WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE THE
PROGRAM "ASIS"WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY AND
PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE
PROGRAM PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.

12. IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE PROGRAM
AS PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES,
INCLUDING ANY GENERAL, SPECIAL, INCIDENTAL OR
CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE OR
INABILITY TO USE THE PROGRAM (INCLUDING BUT NOT LIMITED
TO LOSS OF DATA OR DATA BEING RENDERED INACCURATE OR
LOSSES SUSTAINED BY YOU OR THIRD PARTIES OR A FAILURE OF
THE PROGRAM TO OPERATE WITH ANY OTHER PROGRAMS), EVEN
IF SUCH HOLDER OR OTHER PARTY HAS BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES.

END OF TERMS AND CONDITIONS
How to Apply These Terms to Your New Programs

If you develop a new program, and you want it to be of the greatest possible use to
the public, the best way to achieve this is to make it free software which everyone can
redistribute and change under these terms.

To do so, attach the following notices to the program. It is safest to attach them to
the start of each source file to most effectively convey the exclusion of warranty; and
each file should have at least the "copyright” line and a pointer to where the full
notice is found.

<one line to give the program'’s name and a brief idea of what it does.>

Copyright (C) <year> <name of author>

This program is free software; you can redistribute it and/or modify it under the
terms of the GNU General Public License as published by the Free Software
Foundation; either version 2 of the License, or (at your option) any later version.

This program is distributed in the hope that it will be useful, but WITHOUT
ANY WARRANTY; without even the implied warranty of
MERCHANTABILITY or FITNESS FOR A PARTICULAR PURPOSE. See the
GNU General Public License for more details.

You should have received a copy of the GNU General Public License along with
this program; if not, write to the Free Software Foundation, Inc., 51 Franklin
Street, Fifth Floor, Boston, MA 02110-1301 USA.

Also add information on how to contact you by electronic and paper mail.

If the program is interactive, make it output a short notice like this when it starts in
an interactive mode:

Gnomovision version 69, Copyright (C) year name of author Gnomovision
comes with ABSOLUTELY NO WARRANTY; for details type ‘show w'. This is
free software, and you are welcome to redistribute it under certain conditions;
type ‘show c' for details.

The hypothetical commands ‘show w' and ‘show ¢' should show the appropriate
parts of the General Public License. Of course, the commands you use may be called
something other than ‘show w' and "show c’; they could even be mouse-clicks or
menu items--whatever suits your program.
You should also get your employer (if you work as a programmer) or your school, if
any, to sign a "copyright disclaimer" for the program, if necessary. Here is a sample;
alter the names:
Yoyodyne, Inc., hereby disclaims all copyright interest in the program
‘Gnomovision' (which makes passes at compilers) written by James Hacker.
<signature of Ty Coon>, 1 April 1989
Ty Coon, President of Vice
This General Public License does not permit incorporating your program into
proprietary programs. If your program is a subroutine library, you may consider it

more useful to permit linking proprietary applications with the library. If this is what
you want to do, use the GNU Lesser General Public License instead of this License.
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GNU LGPL
This projector product includes the open source software programs which
apply the GNU Lesser General Public License Version 2 or later version ("LGPL
Programs").
We provide the source code of the LGPL Programs until five (5) years after the
discontinuation of same model of this projector product.
If you desire to receive the source code of the LGPL Programs, please see the
"EPSON Projector Contact List" in the User's Guide, and contact the customer
support of your region.
These LGPL Programs are WITHOUT ANY WARRANTY; without even the
implied warranty of MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE. See the GNU General Public License for more details.

The list of LGPL Programs is as follows and the names of author are described
in the source code of the LGPL Programs.

LGPL Programs
uClibc-0.9.29
SDL-1.2.13

The GNU Lesser General Public License Version 2 is as follows. You also can see the
GNU Lesser General Public License Version 2 at http://www.gnu.org/licenses/.

GNU LESSER GENERAL PUBLIC LICENSE
Version 2.1, February 1999
Copyright (C) 1991, 1999 Free Software Foundation, Inc. 51 Franklin Street, Fifth

Floor, Boston, MA 02110-1301 USA Everyone is permitted to copy and distribute
verbatim copies of this license document, but changing it is not allowed.

[This is the first released version of the Lesser GPL. It also counts as the successor of
the GNU Library Public License, version 2, hence the version number 2.1.]

Preamble
The licenses for most software are designed to take away your freedom to share and
change it. By contrast, the GNU General Public Licenses are intended to guarantee
your freedom to share and change free software--to make sure the software is free for
all its users.

This license, the Lesser General Public License, applies to some specially designated
software packages--typically libraries--of the Free Software Foundation and other
authors who decide to use it. You can use it too, but we suggest you first think
carefully about whether this license or the ordinary General Public License is the
better strategy to use in any particular case, based on the explanations below.

When we speak of free software, we are referring to freedom of use, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish); that you
receive source code or can get it if you want it; that you can change the software and
use pieces of it in new free programs; and that you are informed that you can do
these things.

To protect your rights, we need to make restrictions that forbid distributors to deny
you these rights or to ask you to surrender these rights. These restrictions translate to
certain responsibilities for you if you distribute copies of the library or if you modify
it.

For example, if you distribute copies of the library, whether gratis or for a fee, you
must give the recipients all the rights that we gave you. You must make sure that
they, too, receive or can get the source code. If you link other code with the library,
you must provide complete object files to the recipients, so that they can relink them
with the library after making changes to the library and recompiling it. And you
must show them these terms so they know their rights.

We protect your rights with a two-step method: (1) we copyright the library, and (2)
we offer you this license, which gives you legal permission to copy, distribute and/or
modify the library.

To protect each distributor, we want to make it very clear that there is no warranty
for the free library. Also, if the library is modified by someone else and passed on, the
recipients should know that what they have is not the original version, so that the
original author's reputation will not be affected by problems that might be
introduced by others.

Finally, software patents pose a constant threat to the existence of any free program.
We wish to make sure that a company cannot effectively restrict the users of a free
program by obtaining a restrictive license from a patent holder. Therefore, we insist
that any patent license obtained for a version of the library must be consistent with
the full freedom of use specified in this license.
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Most GNU software, including some libraries, is covered by the ordinary GNU
General Public License. This license, the GNU Lesser General Public License, applies
to certain designated libraries, and is quite different from the ordinary General
Public License. We use this license for certain libraries in order to permit linking
those libraries into non-free programs.

When a program is linked with a library, whether statically or using a shared library,
the combination of the two is legally speaking a combined work, a derivative of the
original library. The ordinary General Public License therefore permits such linking
only if the entire combination fits its criteria of freedom. The Lesser General Public
License permits more lax criteria for linking other code with the library.

We call this license the "Lesser" General Public License because it does Less to
protect the user's freedom than the ordinary General Public License. It also provides
other free software developers Less of an advantage over competing non-free
programs. These disadvantages are the reason we use the ordinary General Public
License for many libraries. However, the Lesser license provides advantages in
certain special circumstances.

For example, on rare occasions, there may be a special need to encourage the widest
possible use of a certain library, so that it becomes a de-facto standard. To achieve
this, non-free programs must be allowed to use the library. A more frequent case is
that a free library does the same job as widely used non-free libraries. In this case,
there is little to gain by limiting the free library to free software only, so we use the
Lesser General Public License.

In other cases, permission to use a particular library in non-free programs enables a
greater number of people to use a large body of free software. For example,
permission to use the GNU C Library in non-free programs enables many more
people to use the whole GNU operating system, as well as its variant, the GNU/Linux
operating system.

Although the Lesser General Public License is Less protective of the users' freedom, it
does ensure that the user of a program that is linked with the Library has the
freedom and the wherewithal to run that program using a modified version of the
Library.

The precise terms and conditions for copying, distribution and modification follow.
Pay close attention to the difference between a "work based on the library" and a
“work that uses the library". The former contains code derived from the library,
whereas the latter must be combined with the library in order to run.

GNU LESSER GENERAL PUBLIC LICENSE TERMS AND CONDITIONS FOR
COPYING, DISTRIBUTION AND MODIFICATION

This License Agreement applies to any software library or other program which
contains a notice placed by the copyright holder or other authorized party
saying it may be distributed under the terms of this Lesser General Public
License (also called "this License"). Each licensee is addressed as "you".

A "library" means a collection of software functions and/or data prepared so as
to be conveniently linked with application programs (which use some of those
functions and data) to form executables.

The "Library", below, refers to any such software library or work which has
been distributed under these terms. A "work based on the Library" means either
the Library or any derivative work under copyright law: that is to say, a work
containing the Library or a portion of it, either verbatim or with modifications
and/or translated straightforwardly into another language. (Hereinafter,
translation is included without limitation in the term "modification".)

"Source code" for a work means the preferred form of the work for making
modifications to it. For a library, complete source code means all the source
code for all modules it contains, plus any associated interface definition files,
plus the scripts used to control compilation and installation of the library.

Activities other than copying, distribution and modification are not covered by
this License; they are outside its scope. The act of running a program using the
Library is not restricted, and output from such a program is covered only if its
contents constitute a work based on the Library (independent of the use of the
Library in a tool for writing it). Whether that is true depends on what the
Library does and what the program that uses the Library does.

You may copy and distribute verbatim copies of the Library's complete source
code as you receive it, in any medium, provided that you conspicuously and
appropriately publish on each copy an appropriate copyright notice and
disclaimer of warranty; keep intact all the notices that refer to this License and
to the absence of any warranty; and distribute a copy of this License along with
the Library.

You may charge a fee for the physical act of transferring a copy, and you may at
your option offer warranty protection in exchange for a fee.

You may modify your copy or copies of the Library or any portion of it, thus
forming a work based on the Library, and copy and distribute such
modifications or work under the terms of Section 1 above, provided that you
also meet all of these conditions:
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a) The modified work must itself be a software library.

b) You must cause the files modified to carry prominent notices stating that
you changed the files and the date of any change.

¢) You must cause the whole of the work to be licensed at no charge to all
third parties under the terms of this License.

d) Ifafacility in the modified Library refers to a function or a table of data to
be supplied by an application program that uses the facility, other than as
an argument passed when the facility is invoked, then you must make a
good faith effort to ensure that, in the event an application does not supply
such function or table, the facility still operates, and performs whatever
part of its purpose remains meaningful.

(For example, a function in a library to compute square roots has a
purpose that is entirely well-defined independent of the application.
Therefore, Subsection 2d requires that any application-supplied function
or table used by this function must be optional: if the application does not
supply it, the square root function must still compute square roots.)

These requirements apply to the modified work as a whole. If identifiable
sections of that work are not derived from the Library, and can be reasonably
considered independent and separate works in themselves, then this License,
and its terms, do not apply to those sections when you distribute them as
separate works. But when you distribute the same sections as part of a whole
which is a work based on the Library, the distribution of the whole must be on
the terms of this License, whose permissions for other licensees extend to the
entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to
work written entirely by you; rather, the intent is to exercise the right to control
the distribution of derivative or collective works based on the Library.

In addition, mere aggregation of another work not based on the Library with
the Library (or with a work based on the Library) on a volume of a storage or
distribution medium does not bring the other work under the scope of this
License.

You may opt to apply the terms of the ordinary GNU General Public License
instead of this License to a given copy of the Library. To do this, you must alter
all the notices that refer to this License, so that they refer to the ordinary GNU
General Public License, version 2, instead of to this License. (If a newer version
than version 2 of the ordinary GNU General Public License has appeared, then
you can specify that version instead if you wish.) Do not make any other change
in these notices.

Once this change is made in a given copy, it is irreversible for that copy, so the
ordinary GNU General Public License applies to all subsequent copies and
derivative works made from that copy.

This option is useful when you wish to copy part of the code of the Library into a
program that is not a library.

4.

You may copy and distribute the Library (or a portion or derivative of it, under
Section 2) in object code or executable form under the terms of Sections 1 and 2
above provided that you accompany it with the complete corresponding
machine-readable source code, which must be distributed under the terms of
Sections 1 and 2 above on a medium customarily used for software interchange.

If distribution of object code is made by offering access to copy from a
designated place, then offering equivalent access to copy the source code from
the same place satisfies the requirement to distribute the source code, even
though third parties are not compelled to copy the source along with the object
code.

A program that contains no derivative of any portion of the Library, but is
designed to work with the Library by being compiled or linked with it, is called
a "work that uses the Library". Such a work, in isolation, is not a derivative work
of the Library, and therefore falls outside the scope of this License.

However, linking a "work that uses the Library" with the Library creates an
executable that is a derivative of the Library (because it contains portions of the
Library), rather than a "work that uses the library". The executable is therefore
covered by this License. Section 6 states terms for distribution of such executables.

When a "work that uses the Library" uses material from a header file that is part
of the Library, the object code for the work may be a derivative work of the
Library even though the source code is not. Whether this is true is especially
significant if the work can be linked without the Library, or if the work is itself a
library. The threshold for this to be true is not precisely defined by law.
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If such an object file uses only numerical parameters, data structure layouts and
accessors, and small macros and small inline functions (ten lines or less in
length), then the use of the object file is unrestricted, regardless of whether it is
legally a derivative work. (Executables containing this object code plus portions
of the Library will still fall under Section 6.)

Otherwise, if the work is a derivative of the Library, you may distribute the
object code for the work under the terms of Section 6. Any executables
containing that work also fall under Section 6, whether or not they are linked
directly with the Library itself.

As an exception to the Sections above, you may also combine or link a "work
that uses the Library” with the Library to produce a work containing portions of
the Library, and distribute that work under terms of your choice, provided that
the terms permit modification of the work for the customer's own use and
reverse engineering for debugging such modifications.

You must give prominent notice with each copy of the work that the Library is
used in it and that the Library and its use are covered by this License. You must
supply a copy of this License. If the work during execution displays copyright
notices, you must include the copyright notice for the Library among them, as
well as a reference directing the user to the copy of this License. Also, you must
do one of these things:

a) Accompany the work with the complete corresponding machine-readable
source code for the Library including whatever changes were used in the
work (which must be distributed under Sections 1 and 2 above); and, if the
work is an executable linked with the Library, with the complete
machine-readable "work that uses the Library", as object code and/or
source code, so that the user can modify the Library and then relink to
produce a modified executable containing the modified Library. (It is
understood that the user who changes the contents of definitions files in
the Library will not necessarily be able to recompile the application to use
the modified definitions.)

b)  Use a suitable shared library mechanism for linking with the Library. A
suitable mechanism is one that (1) uses at run time a copy of the library
already present on the user's computer system, rather than copying library
functions into the executable, and (2) will operate properly with a
modified version of the library, if the user installs one, as long as the
modified version is interface-compatible with the version that the work
was made with.

¢) Accompany the work with a written offer, valid for at least three years, to
give the same user the materials specified in Subsection 6a, above, for a
charge no more than the cost of performing this distribution.

d) If distribution of the work is made by offering access to copy from a
designated place, offer equivalent access to copy the above specified
materials from the same place.

e) Verify that the user has already received a copy of these materials or that
you have already sent this user a copy.

For an executable, the required form of the "work that uses the Library" must
include any data and utility programs needed for reproducing the executable
from it. However, as a special exception, the materials to be distributed need
not include anything that is normally distributed (in either source or binary
form) with the major components (compiler, kernel, and so on) of the
operating system on which the executable runs, unless that component itself
accompanies the executable.

It may happen that this requirement contradicts the license restrictions of other
proprietary libraries that do not normally accompany the operating system.
Such a contradiction means you cannot use both them and the Library together
in an executable that you distribute.

You may place library facilities that are a work based on the Library
side-by-side in a single library together with other library facilities not covered
by this License, and distribute such a combined library, provided that the
separate distribution of the work based on the Library and of the other library
facilities is otherwise permitted, and provided that you do these two things:

a) Accompany the combined library with a copy of the same work based on
the Library, uncombined with any other library facilities. This must be
distributed under the terms of the Sections above.

b)  Give prominent notice with the combined library of the fact that part of it
is a work based on the Library, and explaining where to find the
accompanying uncombined form of the same work.

You may not copy, modify, sublicense, link with, or distribute the Library
except as expressly provided under this License. Any attempt otherwise to copy,
modify, sublicense, link with, or distribute the Library is void, and will
automatically terminate your rights under this License. However, parties who
have received copies, or rights, from you under this License will not have their
licenses terminated so long as such parties remain in full compliance.
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10.

11.

You are not required to accept this License, since you have not signed it. 12.

However, nothing else grants you permission to modify or distribute the
Library or its derivative works. These actions are prohibited by law if you do
not accept this License. Therefore, by modifying or distributing the Library (or
any work based on the Library), you indicate your acceptance of this License to
do so, and all its terms and conditions for copying, distributing or modifying

the Library or works based on it. 13.

Each time you redistribute the Library (or any work based on the Library), the
recipient automatically receives a license from the original licensor to copy,
distribute, link with or modify the Library subject to these terms and
conditions. You may not impose any further restrictions on the recipients'
exercise of the rights granted herein. You are not responsible for enforcing
compliance by third parties with this License.

If, as a consequence of a court judgment or allegation of patent infringement or
for any other reason (not limited to patent issues), conditions are imposed on
you (whether by court order, agreement or otherwise) that contradict the

conditions of this License, they do not excuse you from the conditions of this 14.

License. If you cannot distribute so as to satisfy simultaneously your obligations
under this License and any other pertinent obligations, then as a consequence
you may not distribute the Library at all. For example, if a patent license would
not permit royalty-free redistribution of the Library by all those who receive
copies directly or indirectly through you, then the only way you could satisfy
both it and this License would be to refrain entirely from distribution of the
Library.

If any portion of this section is held invalid or unenforceable under any
particular circumstance, the balance of the section is intended to apply, and the
section as a whole is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or
other property right claims or to contest validity of any such claims; this section
has the sole purpose of protecting the integrity of the free software distribution
system which is implemented by public license practices. Many people have
made generous contributions to the wide range of software distributed through
that system in reliance on consistent application of that system; it is up to the
author/donor to decide if he or she is willing to distribute software through any
other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a
consequence of the rest of this License.

15.

If the distribution and/or use of the Library is restricted in certain countries
either by patents or by copyrighted interfaces, the original copyright holder
who places the Library under this License may add an explicit geographical
distribution limitation excluding those countries, so that distribution is
permitted only in or among countries not thus excluded. In such case, this
License incorporates the limitation as if written in the body of this License.

The Free Software Foundation may publish revised and/or new versions of the
Lesser General Public License from time to time. Such new versions will be
similar in spirit to the present version, but may differ in detail to address new
problems or concerns.

Each version is given a distinguishing version number. If the Library specifies a
version number of this License which applies to it and "any later version", you
have the option of following the terms and conditions either of that version or
of any later version published by the Free Software Foundation. If the Library
does not specify a license version number, you may choose any version ever
published by the Free Software Foundation.

If you wish to incorporate parts of the Library into other free programs whose
distribution conditions are incompatible with these, write to the author to ask
for permission. For software which is copyrighted by the Free Software
Foundation, write to the Free Software Foundation; we sometimes make
exceptions for this. Our decision will be guided by the two goals of preserving
the free status of all derivatives of our free software and of promoting the
sharing and reuse of software generally.

NO WARRANTY

BECAUSE THE LIBRARY IS LICENSED FREE OF CHARGE, THERE IS NO
WARRANTY FOR THE LIBRARY, TO THE EXTENT PERMITTED BY
APPLICABLE LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING
THE COPYRIGHT HOLDERS AND/OR OTHER PARTIES PROVIDE THE
LIBRARY "AS IS" WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY AND
PERFORMANCE OF THE LIBRARY IS WITH YOU. SHOULD THE
LIBRARY PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL
NECESSARY SERVICING, REPAIR OR CORRECTION.
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16. IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED
TO IN WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER
PARTY WHO MAY MODIFY AND/OR REDISTRIBUTE THE LIBRARY AS
PERMITTED ABOVE, BE LIABLE TO YOU FOR DAMAGES, INCLUDING
ANY GENERAL, SPECIAL, INCIDENTAL OR CONSEQUENTIAL
DAMAGES ARISING OUT OF THE USE OR INABILITY TO USE THE
LIBRARY (INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR
DATA BEING RENDERED INACCURATE OR LOSSES SUSTAINED BY
YOU OR THIRD PARTIES OR A FAILURE OF THE LIBRARY TO
OPERATE WITH ANY OTHER SOFTWARE), EVEN IF SUCH HOLDER OR
OTHER PARTY HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH
DAMAGES.

END OF TERMS AND CONDITIONS
How to Apply These Terms to Your New Libraries

If you develop a new library, and you want it to be of the greatest possible use to the
public, we recommend making it free software that everyone can redistribute and
change. You can do so by permitting redistribution under these terms (or,
alternatively, under the terms of the ordinary General Public License).

To apply these terms, attach the following notices to the library. It is safest to attach
them to the start of each source file to most effectively convey the exclusion of
warranty; and each file should have at least the "copyright" line and a pointer to
where the full notice is found.
<one line to give the library's name and a brief idea of what it does.>
Copyright (C) <year> <name of author>
This library is free software; you can redistribute it and/or modify it under the
terms of the GNU Lesser General Public License as published by the Free
Software Foundation; either version 2.1 of the License, or (at your option) any
later version.
This library is distributed in the hope that it will be useful, but WITHOUT ANY
WARRANTY; without even the implied warranty of MERCHANTABILITY or
FITNESS FOR A PARTICULAR PURPOSE. See the GNU Lesser General Public
License for more details.

You should have received a copy of the GNU Lesser General Public License
along with this library; if not, write to the Free Software Foundation, Inc., 51
Franklin Street, Fifth Floor, Boston, MA 02110-1301 USA

Also add information on how to contact you by electronic and paper mail.

You should also get your employer (if you work as a programmer) or your school, if
any, to sign a "copyright disclaimer" for the library, if necessary. Here is a sample;
alter the names:

Yoyodyne, Inc., hereby disclaims all copyright interest in the library ‘Frob' (a
library for tweaking knobs) written by James Random Hacker.

<signature of Ty Coon>, 1 April 1990
Ty Coon, President of Vice
That's all there is to it!

BSD License (Berkeley Software Distribution License)

This projector product includes the open source software program "University of
California, Berkeley License (Berkeley Software Distribution License)" which applies
the terms and conditions provided by owner of the copyright to the "BSD License".

The "BSD License" are WITHOUT ANY WARRANTY; without even the implied
warranty of MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

List of BSD License programs

busybox_1.7.2
License terms of conditions of each program which are provided by owner of the
copyright to the “BSD License” are as follows.
Copyright (c) The Regents of the University of California. All rights reserved.
This code is derived from software contributed to Berkeley by Kenneth Almquist.

Redistribution and use in source and binary forms, with or without modification, are
permitted provided that the following conditions are met:

1. Redistributions of source code must retain the above copyright notice, this list
of conditions and the following disclaimer.

2. Redistributions in binary form must reproduce the above copyright notice, this
list of conditions and the following disclaimer in the documentation and/or
other materials provided with the distribution.

3. Neither the name of the University nor the names of its contributors may be
used to endorse or promote products derived from this software without
specific prior written permission.
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THIS SOFTWARE IS PROVIDED BY THE REGENTS AND CONTRIBUTORS
**ASIS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT
NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO
EVENT SHALL THE REGENTS OR CONTRIBUTORS BE LIABLE FOR ANY
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR
CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,
DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED
AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING
IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF
THE POSSIBILITY OF SUCH DAMAGE.

libjpeg
This projector product includes the open source software program "libjpeg" which
applies the terms and conditions provided by owner of the copyright to the "libjpeg".

The "libjpeg" are WITHOUT ANY WARRANTY; without even the implied warranty
of MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
List of libjpeg programs

libjpeg-6b
License terms of conditions of each program which are provided by owner of the
copyright to the "libjpeg" are as follows.
Copyright (C) 1994-1997, Thomas G. Lane. This file is part of the Independent JPEG
Group's software. For conditions of distribution and use, see the accompanying
README file.

This distribution contains the sixth public release of the Independent JPEG Group's
free JPEG software. You are welcome to redistribute this software and to use it for
any purpose, subject to the conditions under LEGAL ISSUES, below.

LEGAL ISSUES

In plain English:
1.  Wedon't promise that this software works. (But if you find any bugs, please let
us know!)

2. You can use this software for whatever you want. You don't have to pay us.

3. Youmay not pretend that you wrote this software. If you use it in a program,
you must acknowledge somewhere in your documentation that you've used the
IJG code.

In legalese:

The authors make NO WARRANT'Y or representation, either express or implied,
with respect to this software, its quality, accuracy, merchantability, or fitness for a
particular purpose. This software is provided "AS IS", and you, its user, assume the
entire risk as to its quality and accuracy.

This software is copyright (C) 1991-1998, Thomas G. Lane. All Rights Reserved
except as specified below.

Permission is hereby granted to use, copy, modify, and distribute this software (or
portions thereof) for any purpose, without fee, subject to these conditions:

(1) Ifany part of the source code for this software is distributed, then this
README file must be included, with this copyright and no-warranty notice
unaltered; and any additions, deletions, or changes to the original files must be
clearly indicated in accompanying documentation.

(2) If only executable code is distributed, then the accompanying documentation
must state that "this software is based in part on the work of the Independent
JPEG Group".

(3) Permission for use of this software is granted only if the user accepts full
responsibility for any undesirable consequences; the authors accept NO
LIABILITY for damages of any kind.

These conditions apply to any software derived from or based on the IJG code, not
just to the unmodified library. If you use our work, you ought to acknowledge us.

Permission is NOT granted for the use of any IJG author's name or company name
in advertising or publicity relating to this software or products derived from it. This
software may be referred to only as "the Independent JPEG Group's software".

We specifically permit and encourage the use of this software as the basis of
commercial products, provided that all warranty or liability claims are assumed by
the product vendor.

ansi2knr.c is included in this distribution by permission of L. Peter Deutsch, sole
proprietor of its copyright holder, Aladdin Enterprises of Menlo Park, CA.
ansi2knr.c is NOT covered by the above copyright and conditions, but instead by the
usual distribution terms of the Free Software Foundation; principally, that you must
include source code if you redistribute it. (See the file ansi2knr.c for full details.)
However, since ansi2knr.c is not needed as part of any program generated from the
IJG code, this does not limit you more than the foregoing paragraphs do.
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The Unix configuration script "configure" was produced with GNU Autoconf. It is
copyright by the Free Software Foundation but is freely distributable. The same holds
for its supporting scripts (config.guess, config.sub, ltconfig, ltmain.sh). Another
support script, install-sh, is copyright by M.LT. but is also freely distributable.

It appears that the arithmetic coding option of the JPEG spec is covered by patents
owned by IBM, AT&T, and Mitsubishi. Hence arithmetic coding cannot legally be
used without obtaining one or more licenses. For this reason, support for arithmetic
coding has been removed from the free JPEG software. (Since arithmetic coding
provides only a marginal gain over the unpatented Huffman mode, it is unlikely that
very many implementations will support it.) So far as we are aware, there are no
patent restrictions on the remaining code.

The IJG distribution formerly included code to read and write GIF files. To avoid
entanglement with the Unisys LZW patent, GIF reading support has been removed
altogether, and the GIF writer has been simplified to produce "uncompressed GIFs".
This technique does not use the LZW algorithm; the resulting GIF files are larger
than usual, but are readable by all standard GIF decoders.

We are required to state that
“The Graphics Interchange Format(c) is the Copyright property of

CompuServe Incorporated. GIF(sm) is a Service Mark property of CompuServe
Incorporated.”

libpng
This projector product includes the open source software program "libpng" which
applies the terms and conditions provided by owner of the copyright to the "libpng".

The "libpng" are WITHOUT ANY WARRANTY; without even the implied warranty
of MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

List of libpng programs

libpng-1.2.7
License terms of conditions of each program which are provided by owner of the
copyright to the "libpng" are as follows.

For conditions of distribution and use, see copyright notice in png.h Copyright (c)
1998-2004 Glenn Randers-Pehrson (Version 0.96 Copyright (c) 1996, 1997 Andreas
Dilger) (Version 0.88 Copyright (c) 1995, 1996 Guy Eric Schalnat, Group 42, Inc.)

This copy of the libpng notices is provided for your convenience. In case of any
discrepancy between this copy and the notices in the file png.h that is included in the
libpng distribution, the latter shall prevail.

COPYRIGHT NOTICE, DISCLAIMER, and LICENSE:
If you modify libpng you may insert additional notices immediately following this
sentence.
libpng version 1.2.6, September 12, 2004, is Copyright (c) 2004 Glenn
Randers-Pehrson, and is distributed according to the same disclaimer and license as
libpng-1.2.5 with the following individual added to the list of Contributing Authors
Cosmin Truta
libpng versions 1.0.7, July 1, 2000, through 1.2.5 - October 3, 2002, are Copyright (c)
2000-2002 Glenn Randers-Pehrson, and are distributed according to the same
disclaimer and license as libpng-1.0.6 with the following individuals added to the list
of Contributing Authors
Simon-Pierre Cadieux
Eric S. Raymond
Gilles Vollant
and with the following additions to the disclaimer:

There is no warranty against interference with your enjoyment of the library or
against infringement. There is no warranty that our efforts or the library will
fulfill any of your particular purposes or needs. This library is provided with all
faults, and the entire risk of satisfactory quality, performance, accuracy, and
effort is with the user.

libpng versions 0.97, January 1998, through 1.0.6, March 20, 2000, are Copyright (c)
1998, 1999 Glenn Randers-Pehrson, and are distributed according to the same
disclaimer and license as libpng-0.96, with the following individuals added to the list
of Contributing Authors:

Tom Lane

Glenn Randers-Pehrson

Willem van Schaik
libpng versions 0.89, June 1996, through 0.96, May 1997, are Copyright (c) 1996,
1997 Andreas Dilger Distributed according to the same disclaimer and license as
libpng-0.88, with the following individuals added to the list of Contributing Authors:
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John Bowler

Kevin BraceySam Bushell

Sam Bushell

Magnus Holmgren

Greg Roelofs

Tom Tanner
libpng versions 0.5, May 1995, through 0.88, January 1996, are Copyright (c) 1995,
1996 Guy Eric Schalnat, Group 42, Inc.
For the purposes of this copyright and license, "Contributing Authors" is defined as
the following set of individuals:

Andreas Dilger

Dave Martindale

Guy Eric Schalnat

Paul Schmidt

Tim Wegner
The PNG Reference Library is supplied "AS IS". The Contributing Authors and
Group 42, Inc. disclaim all warranties, expressed or implied, including, without
limitation, the warranties of merchantability and of fitness for any purpose. The
Contributing Authors and Group 42, Inc. assume no liability for direct, indirect,

incidental, special, exemplary, or consequential damages, which may result from the
use of the PNG Reference Library, even if advised of the possibility of such damage.

Permission is hereby granted to use, copy, modify, and distribute this source code, or
portions hereof, for any purpose, without fee, subject to the following restrictions:

1. The origin of this source code must not be misrepresented.

2. Altered versions must be plainly marked as such and must not be
misrepresented as being the original source.

3. This Copyright notice may not be removed or altered from any source or
altered source distribution.

The Contributing Authors and Group 42, Inc. specifically permit, without fee, and

encourage the use of this source code as a component to supporting the PNG file

format in commercial products. If you use this source code in a product,

acknowledgment is not required but would be appreciated.

A "png_get_copyright" function is available, for convenient use in "about" boxes and
the like:

printf("%s",png_get_copyright(NULL));

Also, the PNG logo (in PNG format, of course) is supplied in the files "pngbar.png”
and "pngbar.jpg (88x31) and "pngnow.png" (98x31).

Libpng is OSI Certified Open Source Software. OSI Certified Open Source is a
certification mark of the Open Source Initiative.

Glenn Randers-Pehrson

glennrp@users.sourceforge.net
September 12, 2004

zlib
This projector product includes the open source software program "zlib" which

applies the terms and conditions provided by owner of the copyright to the "zlib".

The "zlib" are WITHOUT ANY WARRANTY; without even the implied warranty of
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

List of zlib programs
zlib-1.1.4
License terms of conditions of each program which are provided by owner of the
copyright to the “zlib” are as follows.
Copyright notice:
(C) 1995-1998 Jean-loup Gailly and Mark Adler
This software is provided 'as-is', without any express or implied warranty. In no

event will the authors be held liable for any damages arising from the use of this
software.

Permission is granted to anyone to use this software for any purpose, including
commercial applications, and to alter it and redistribute it freely, subject to the
following restrictions:

1. The origin of this software must not be misrepresented; you must not
claim that you wrote the original software. If you use this software in a
product, an acknowledgment in the product documentation would be
appreciated but is not required.

2. Altered source versions must be plainly marked as such, and must not be
misrepresented as being the original software.

3. This notice may not be removed or altered from any source distribution.
Jean-loup Gailly Mark Adler

jloup@gzip.org madler@alumni.caltech.edu
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If you use the zlib library in a product, we would appreciate *not* receiving lengthy
legal documents to sign. The sources are provided for free but without warranty of

any kind. The library has been entirely written by Jean-loup Gailly and Mark Adler;
it does not include third-party code.

If you redistribute modified sources, we would appreciate that you include in the file
ChangeLog history information documenting your changes.

libmd5-rfc

This projector product includes the open source software program "libmd5-rfc"
which applies the terms and conditions provided by owner of the copyright to the
"libmd5-rfc".

The "libmd5-rfc" are WITHOUT ANY WARRANTY; without even the implied

warranty of MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

List of libmd5-rfc programs

libmd5-rfc
License terms of conditions of each program which are provided by owner of the
copyright to the "libmd5-rfc" are as follows.

Copyright (C) 1999, 2002 Aladdin Enterprises. All rights reserved.

This software is provided 'as-is', without any express or implied warranty. In no

event will the authors be held liable for any damages arising from the use of this
software.

Permission is granted to anyone to use this software for any purpose, including
commercial applications, and to alter it and redistribute it freely, subject to the
following restrictions:

1. The origin of this software must not be misrepresented; you must not
claim that you wrote the original software. If you use this software in a
product, an acknowledgment in the product documentation would be
appreciated but is not required.

2. Altered source versions must be plainly marked as such, and must not be
misrepresented as being the original software.

3. This notice may not be removed or altered from any source distribution.
L. Peter Deutsch ghost@aladdin.com
Independent implementation of MD5 (RFC 1321).

This code implements the MD5 Algorithm defined in RFC 1321, whose text is
available at

http://www .ietf.org/rfc/rfc1321.txt

The code is derived from the text of the RFC, including the test suite (section A.5)
but excluding the rest of Appendix A. It does not include any code or documentation
that is identified in the RFC as being copyrighted.

The original and principal author of md5.h is L. Peter Deutsch
<ghost@aladdin.com>. Other authors are noted in the change history that follows (in
reverse chronological order):
2002-04-13 lpd Removed support for non-ANSI compilers; removed
references to Ghostscript; clarified derivation from RFC 1321; now handles
byte order either statically or dynamically.
1999-11-04 lpd Edited comments slightly for automatic TOC extraction.
1999-10-18 lpd Fixed typo in header comment (ansi2knr rather than md>5);
added conditionalization for C++ compilation from Martin Purschke
<purschke@bnl.gov>.

1999-05-03 Ipd Original version.

ncurses

This projector product includes the open source software program "ncurses” which
applies the terms and conditions provided by owner of the copyright to the "ncurses".

The "ncurses" are WITHOUT ANY WARRANTY; without even the implied
warranty of MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

List of ncurses programs
ncurses-5.6

License terms of conditions of each program which are provided by owner of the
copyright to the “ncurses” are as follows.

Copyright (c) 1998-2002,2003 Free Software Foundation, Inc.

Permission is hereby granted, free of charge, to any person obtaining a copy of this
software and associated documentation files (the "Software"), to deal in the Software
without restriction, including without limitation the rights to use, copy, modify,
merge, publish, distribute, distribute with modifications, sublicense, and/or sell
copies of the Software, and to permit persons to whom the Software is furnished to
do so, subject to the following conditions:

The above copyright notice and this permission notice shall be included in all copies
or substantial portions of the Software.


http://www.ietf.org/rfc/rfc1321.txt
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THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY
KIND, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE
WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR
PURPOSE AND NONINFRINGEMENT. IN NO EVENT SHALL THE ABOVE
COPYRIGHT HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER
LIABILITY, WHETHER IN AN ACTION OF CONTRACT, TORT OR
OTHERWISE, ARISING FROM, OUT OF OR IN CONNECTION WITH THE
SOFTWARE OR THE USE OR OTHER DEALINGS IN THE SOFTWARE.

Except as contained in this notice, the name(s) of the above copyright holders shall
not be used in advertising or otherwise to promote the sale, use or other dealings in
this Software without prior written authorization.
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