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Sayfayi gercek boyutta
goruntuler.
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...... D Operation But = Problem Solving

=[] Corfiguration Menu LLLE
M Images are fuzzy or out of focus.

E||___] List of Functions Remedy
"Image" Menu Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus. @~ p.37 Sayfayi tam ekran boyutunda
"Signal" Mernu Is the lens cover still attached? Remove the lens cover. @~ p.32 gorintdler.

¢

Metin aramasi yapilr.

"Settings" Meri Is the projector at the correct distance? The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector fip so
"Extended" Mar that it is within this range. @ p.15

"Infa" Menu

Thumbnails % Bookmarks ;

Is the keystone adjustment value too large? | Decrease the projection angle to reduce the amount of keystone correction. @ p.40

q Bl P P Has condensation formed on the lens? If the projector is suddenly taken from a cold environment to a warm environment or if sudden . )
Yelillmlerml goru ntuler ya da D ‘Reset" Menu ambient temperature changes occur, condensation may form on the surface of the lens, and tRis may Sayfa, genlsllgl pencerenin
Sakiar. = 1 Troubleshootin cause the images to appear fuzzy. Set the projector up in the room approximately one hour bfore it ATn A q

D D ing gl is to be used. If condensation forms on the lens, turn the power off and wait for the condensgtion to gem§“g| |Ie ayni olacak §ekl|de
Using the Help disappear. goruntulenir.

D Problems Solving
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D Reading the In M Interference or distortion appear in images. ey _ Sayfanm BASlNA gltmek icin
! tiklatin.

B_elged_e _ba§Vka b'_r s?yfaya} ElD Appendices Are the image signal format settings correct? | If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]

girmenizi saglar (I”(/OﬂCGkI/ B ) port are being projected, use the "Input Signal" menu command to set the signal format that matches

sonraki/son sa fa) : D Installation the signal that is being projected from the connected equipment.

yla). I W D Setting Up the "Image" - "Input Signal" @ p.52, p.55
. If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"
D Maintenance menu command to select the signal format.

D Cleaning "Image" - "Video Signal" @ p.56
Are the cables connected correctly? Check that all of the cables required for projection are securely connected. @ p.16—p.24
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Son goriintilenen sayfaya ileri
veya geri hareket etmek igin
tiklayin.

Referans sayfasi gibi farkl bir
sayfaya gectiyseniz,
goruntilediginiz sayfaya
dénmek icin, bu islevi
kullanabilirsiniz.
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------ [Jreplacing Cane
______ D Checking Projects: Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables
= ] and check if this helps.

------ [ optional Accessari

Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector.

...... Screen Size and P ) n "List of Supported Monitor Displays" «@ p.100
D Only when projecting computer images - Compufgr documentation Py P

D List of ESCARZ1 C Have the "Sync.»" and "Tracking”» " settings | Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have
Isto M been adjusted correctly? not been adjusted correctly after usj i justment, you can make the adjustments using

i " " the "Sync." and "Tracking" I" .42, .43'
DCDmmand List Computer and RGB video signals only ¢ Syne.and Tlracking” menusy @ p22 b

[]cable Layouts
D USE Connectior

------ List of Supparted 1T =
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Wit ve reatnler lelyen — [Yer imleri] _ igili konuyu ya da daha ayrintili

gorilemeyecek kadar kiigiikse BII’ bélumin ilk sayfasina atlamak aclklamayi iceren sayfaya atlar.

bu digmeyi tiklatin. Isaretleyiciyi icin s6z konusu boélumiin bashigini Karakterler mavi renkte ise, referans_ _

gorintalemek istediiniz yere tiklatin. sayfasi ya da kilavuzu goériintilemek icin
tiklayin.

getirin ve s6z konusu yerdeki
belgeyi blyutmek icin sol fare
dagmesini tiklatin.

Sol fare digmesini tiklatirken
[Ctrl] tusunu basil tutarsaniz
belge gorintileme boyutu
kacultalar.



