Visning af denne vejledning

Du kan udfere folgende
handlinger ved at klikke pa
disse knapper.

&

Viser udskrivningsvinduet.

¢

Soger efter tekst.

Viser eller skjuler bogmeerker.

4 4 » M

Gar til en anden side i
dokumentet (forste/forrige/
naeste/sidste side).

«»

Klik her for at komme til den
sidst viste side.

Denne funktion bruges til at
komme tilbage til den side, du
sidst var pa, hvis er navigeret til
en anden side, f.eks. en
referenceside.

%

b

Klik pa denne knap, hvis tekst
eller illustrationer er s& sma, at
de ikke kan ses tydeligt. Flyt
markeren til det sted, du vil se,
og klik derefter pa venstre
museknap for at forsterre
dokumentet her.

Hvis du holder [Ctrl]-tasten
nede, mens du klikker med
venstre musetast, formindskes
visningssterrelsen pa
dokumentet.
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Problem Solving

M Images are fuzzy or out of focus.

Has the focus been adjusted correctly?

Remedy

Turn the focus ring on the projector to adjust the focus. @ p.37

Is the lens cover still attached?

Remove the lens cover. @ p.32

Is the projector at the correct distance?

The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector jip so
that it is within this range. @ p.15

Is the keystone adjustment value too large?

Decrease the projection angle to reduce the amount of keystone correction. @@ p.40

Has condensation formed on the lens?

If the projector is suddenly taken from a cold environment to a warm environment or if sudden
ambient temperature changes occur, condensation may form on the surface of the lens, and this may
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it
is to be used. If condensation forms on the lens, turn the power off and wait for the condensa
disappear.

M Interference or distortion appear in images.
Check

Are the image signal format settings correct?

Remedy

If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
port are being projected, use the "Input Signal" menu command to set the signal format that matches
the signal that is being projected from the connected equipment.

"Image" - "Input Signal" @ p.52, p.55

If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"
menu command to select the signal format.

"Image" - "Video Signal" @ p.56

Are the cables connected correctly?

Check that all of the cables required for projection are securely connected. @ p.16—p.24

Is an extension cable being used?

If an extension cable is used, electrical interference may affect the signals. Use the accessory cables
and check if this helps.

Has the correct resolution been selected?

Only when projecting computer images

Set the computer so that the signals that are output are compatible with this projector.
"List of Supported Monitor Displays" «@~ p.100
@ Computer documentation

Have the "Sync.»" and "Tracking”» " settings

been adjusted correctly?

Computer and RGB video signals only

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have
not been adjusted correctly after usj i justment, you can make the adjustments using
the "Sync." and "Tracking" menusj«@ p.42, p.43
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b [BOgmzerker]

Klik pa et afsnits overskrift for at ga
til den forste side i det afsnit.

Hopper til en side med et beslaegtet
emne eller en mere udferlig forklaring.
Klik pa den bla skrift for at fa vist
referencesiden eller brugervejledningen.

O

Viser siden i aktuel visning.

Viser siden i fuldskeermsformat.

Viser siden, sa sidens bredde
svarer til vinduets bredde.

L Klik for at g til den @VERSTE

side.



