Pregledovanje priro¢nika

S klikom na te ikone lahko
izvedete naslednje naloge.

&

Odpre okno za tiskanje.

¢

Iskanje po besedilu.

PrikaZe ali skrije zaznamke.

4 4 » M

Pomik na drugo stran
dokumenta (prvo/prejSnjo/
naslednjo/zadnjo).

«»

Kliknite, ¢e se zelite premakaniti
naprej ali nazaj na stran, ki je
bila prikazana nazadnje.

Tako se lahko vrnete na stran, ki
ste si jo ogledovali, ¢e ste
skodili na drugo stran, kot na
primer referen¢no stran.

o}

Ta gumb kliknite, ¢e sta
besedilo ali slicica tako majhna,
da ju ni mogoce dobro videti.
Del dokumenta povecate tako,
da pomaknete kazalec na
mesto, ki ga Zelite videti in
kliknete levi gumb miske.

Ce ob kliku na levi gumb migke
drzite Se gumb [Ctrl], se bo
velikost dela dokumenta, ki ga
gledate, zmanijSala.
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Problem Solving

M Images are fuzzy or out of focus.

Has the focus been adjusted correctly?

Remedy

Turn the focus ring on the projector to adjust the focus. @ p.37

Is the lens cover still attached?

Remove the lens cover. @ p.32

Is the projector at the correct distance?

The recommended projection distance range is 89-1050 cm (2.9-34.4 ft.). Set the projector jip so

that it is within this range. @ p.15

Is the keystone adjustment value too large?

Decrease the projection angle to reduce the amount of keystone correction. @@ p.40

Has condensation formed on the lens?

If the projector is suddenly taken from a cold environment to a warm environment or if sudden

ambient temperature changes occur, condensation may form on the surface of the lens, and this may
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it
is to be used. If condensation forms on the lens, turn the power off and wait for the condenstion to

disappear.

M Interference or distortion appear in images.
Check

Are the image signal format settings correct?

Remedy

If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2]
port are being projected, use the "Input Signal" menu command to set the signal format that matches
the signal that is being projected from the connected equipment.

"Image" - "Input Signal" @ p.52, p.55

If a composite video™ or S-Video” source is connected to the projector, use the "Video Signal"

menu command to select the signal format.
"Image" - "Video Signal" @ p.56

Are the cables connected correctly?

Check that all of the cables required for projection are securely connected. @ p.16—p.24

Is an extension cable being used?

If an extension cable is used, electrical interference may affect the signals. Use the accessory cables

and check if this helps.

Has the correct resolution been selected?

Only when projecting computer images

Set the computer so that the signals that are output are compatible with this projector.

"List of Supported Monitor Displays" «@~ p.100
@ Computer documentation

Have the "Sync.»" and "Tracking”» " settings

been adjusted correctly?

Computer and RGB video signals only

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have

not been adjusted correctly after us;
the "Sync." and "Tracking" menusj«@ p.42, p.43

ustment, you can make the adjustments using
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b [Zaznamki]

Kliknite na naslov poglavja in odprla
se bo njegova prvo stran.

Skoci na stran s povezano temo ali
podrobnejSim pojasnilom.

Ko so znaki modri, kliknite za prikaz
referencne strani ali priro¢nika.

O

Prikaze stran v dejanski
velikosti.

Prikaze stran v polni velikosti
zaslona.

PrikaZe stran tako, da Sirino
strani prilagodi Sirini okna.

Kliknite to ikono, ¢e se zelite
vrniti na zacetek dokumenta.



