
77Problem Solving

 Images are fuzzy or out of focus.

 Interference or distortion appear in images.

Check Remedy

Has the focus been adjusted correctly? Turn the focus ring on the projector to adjust the focus.  p.37

Is the lens cover still attached? Remove the lens cover.  p.32

Is the projector at the correct distance? The recommended projection distance range is 89–1050 cm (2.9–34.4 ft.). Set the projector up so 
that it is within this range.  p.15

Is the keystone adjustment value too large? Decrease the projection angle to reduce the amount of keystone correction.  p.40

Has condensation formed on the lens? If the projector is suddenly taken from a cold environment to a warm environment or if sudden 
ambient temperature changes occur, condensation may form on the surface of the lens, and this may 
cause the images to appear fuzzy. Set the projector up in the room approximately one hour before it 
is to be used. If condensation forms on the lens, turn the power off and wait for the condensation to 
disappear.

Check Remedy

Are the image signal format settings correct? If signals from the [Computer1/Component Video1] port or the [Computer2/Component Video2] 
port are being projected, use the "Input Signal" menu command to set the signal format that matches 
the signal that is being projected from the connected equipment.
"Image" - "Input Signal"  p.52, p.55
If a composite video  or S-Video  source is connected to the projector, use the "Video Signal" 
menu command to select the signal format. 
"Image" - "Video Signal"  p.56

Are the cables connected correctly? Check that all of the cables required for projection are securely connected.  p.16–p.24

Is an extension cable being used? If an extension cable is used, electrical interference may affect the signals. Use the accessory cables 
and check if this helps.

Has the correct resolution been selected? Set the computer so that the signals that are output are compatible with this projector. 
"List of Supported Monitor Displays"  p.100

 Computer documentation

Have the "Sync. " and "Tracking " settings 
been adjusted correctly?

Press the [Auto] button on the remote control to carry out automatic adjustment. If the images have 
not been adjusted correctly after using automatic adjustment, you can make the adjustments using 
the "Sync." and "Tracking"  menus.  p.42, p.43

Only when projecting computer images

Computer and RGB video signals only

Перегляд інструкції

Ці кнопки дають змогу 
виконувати такі дії.

Відкривання вікна 
друкування.

Пошук тексту.

Виведення на дисплей або 
усування закладок.

Перехід до іншої сторінки в 
документі (перша/попередня/
наступна/остання сторінка).

Ці кнопки служать для 
переходу вперед або 
повернення на попередню 
відображену сторінку.
Ви можете скористатись ними 
для повернення до перегляду 
сторінки після переходу в 
інше місце, наприклад, на 
сторінку посилання.

Відображення сторінки в 
реальному масштабі.

Відображення сторінки на 
увесь екран.

Відображення сторінки таким 
чином, щоб її ширина 
дорівнювала ширині вікна.

Клацніть для переходу до 
початкової сторінки.

[Закладки]
Натисніть на заголовок розділу 
для переходу на його першу 
сторінку.

Перехід на сторінку, що містить 
відповідну, більш докладну 
інформацію. Для відображення 
сторінки посилання або розділу 
інструкції натисніть на синій символ.

Натисніть цю кнопку, якщо текст або ілюстрація 
занадто дрібні й нерозбірливі. Установіть курсор 
на місце, яке бажаєте переглянути, та клацніть 
лівою кнопкою миші, щоб збільшити документ у 
цьому місці.
Якщо під час натискання лівою кнопкою миші 
утримувати клавішу [Ctrl], масштаб документа 
зменшиться.


