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asagidaki islemleri
yapabilirsiniz.
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Yazdirma penceresi
gOruntulenir.

Metin aramasi yapilir.

&

Metin ve resimler kolayca
gorulemeyecek kadar kiigiikse
bu digmeyi tiklatin.

Sayfanin BASINA gitmek igin
tiklatin.

@ About the Manuals and Notations Used
(i) Checking the Components
B[ Table of Contents

B odhures a7 tho Préjectir The message "Not Supported.” is displayed

i i If a composite video™ or S-Video™ is bemng mput
(G5 Part Names and Functions 2;;:13;2‘:32;‘?!!“’,' format If projection does not occur when the "Vn?fnnslﬁ;nal” mem

@ Appearance command is sef to "Auto”, select the signal format that matches the
(04 Setting up signal source. .
= "Settings” - "Input Signal” - "Video Signal" p.33
If the signal source is connected to the [Component] port
If projection does not occur when the "Component” in the "Input
Signal" menu command is set to "Auto”, set the signal format that
matches the signal that is being projected from the connected
equipment. & "Seftings" - "Tnput Signal” - "Component” p 33
You can also press (&=} on the remote control to select the
format. = p.15

Does the mode match the Use the "Resolution” menu command to check the signals being
frequency and resolution of the |input, and check the "List of Supported Monitor Displays" to make
image signals? sure that the signals are compatible.

Only when projecting s ::]ﬂ_f“" - "Resolution” p 27 g
computer images  "List of Supported Monitor Displays” p.47

The message "No Signal." is displayed

. Pages | Bookmarks

(i) Connecting Image Sources
7] Preparing the Remote Contral
7] Projecting Images
7] Adjusting the Projection Screen
# {1 Basic Image Quality Adjustrments
@ Advanced Colour Adjustments
7] Escarnining Image Quality Further
=y Wiewing Images at a Preset Image Quality
@ Configuration Menu Functions
Y Problem Salving
E‘@ Reading the indicators
[ When the (warming) indicator is lit or
1% When the (operation) indicator is lit ¢
=10 When the indicators provide no help

Are the cables connected Check that all of the cables required for projection are securely
correctly? connected. & p.12

isaretleyiciyi gériintiilemek
istediginiz yere getirin ve sz
konusu yerdeki belgeyi

1% Problems relating toimages
[ Problems when projection starts
@ Problems with the remate control

E!@ Maintenance

Has the correct video input port
been selected?

Press G, G| @3, GE) or & on the remote control of
’6 on the projector’s control panel to change the image source
A p.15

Is the power for the connected

Turn the power on for the devices.

buyltmek i¢in sol fare
dagmesini tiklatin.

Sol fare diigmesini tiklatirken
[Ctrl] tusunu basil tutarsaniz
belge goriintuleme boyutu
kacultalar.

equipment turned on?
Are the image signals being If the image signals are only being output to the computer's LCD
output to the projector? monifor, you need to change the output.
For some computer medels, when the image signals are output
externally, they no longer appear en the LCD monitor.

5 = Computer docnmm!gtlm under a title s!mh as "External
;::‘: ':;j‘;uri I(l]-rinc E?;sumr ourput” or "Connecting an external monitor"
screen If the conmection is made while the power is already turned on, the
function [Fn] key that switches the computer's video signal to
external output may not work. Turn the power for the projector and
the computer off and then back on again. = p.14

E@ Cleaning
I Cleaning the air filter
7 Cleaning the projector case
& Cleaning the lens
=10 Consumable replacement periods
[0 Airfilter replacement period
i Lamp replacernent period
= Replacing consumables
) Replacing the air filter
@ Replacing the lamp
@ Resetting the lamp operating time
@ Optional Accessories £ Consumables

Only when projecting
images from a laptop

M

Sayfanin yuksekligi pencere

Images are fuzzy or out of focus

Has the focus been adjusted Adjust the focus. = p.16
E‘@ List of Supported Monitor Displays correctly?

yu ksekllglyle ayni olacak % [ Component video Is the lens cover still attached? | Remove the lens cover.
$ek|lde Sayfayl goruntU|er- § @ Composite Video/5-Videa Is the projector at the correct The recommended distance from the projector to the screen is

& @ Images fram Gomputer distance? within 93-2035 cm (3.0-66.8 ft.) for a screen size of 16:9, and 113-
. @ Speciicati 2490 cm (3.7-81.7 ft.) for a screen size of 4:3. Set up the projector

& pecifications so that the projection distance is within this range. - p.10

il q
+ E & IG‘;SSE”’ Is the keystone adjustment Decrease the projection angle to reduce the amount of keystone Be'gede ba$ka bir sayfaya
d £ ndex value too large? comection. & p.17 girmenizi saglar (ilk/onceki/

Sayfa, genisligi pencerenin
genisligi ile ayni olacak sekilde
gorintulenir.

sonraki/son sayfa).
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[Yer imleri]

Bir bélumuin ilk sayfasina atlamak icin s6z
konusu bolumin baghidini tiklatin. Son goruntilenen sayfaya ileri
[Yer imleri] sekmesine tiklarsaniz, yer imleri veya geri hareket etmek igin
gorintilenir veya gizlenir. tiklayin.
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