LW-Z900KF
Firmware version 2.20A

Improvments :

1 - Full cut function

2 - Half-cut function

3 - Additional Character size for HST & Cable Wrap tapes

4 - Character size change automatically depending on the tape length
5 - "Exit" function using BS key

6 - Firmware information version available

7 - Print Speed menu cancelled

8 - Correction of some spelling error

9 - Rewind function available for the @3, ©5 of the Heat Shrink Tape
10 - Half Cut and Rewind function available for Cable Wrap tape



1. FULL CUT FUNCTION

By Changing the printer setting, the Full or Half cut function can be selected

Printer setting access: Pressing - + | @

Half cut Automatic half cutter setting (when Auto cut = On)

With this new version, the Half cut function can be used with the following tape

» Magnetic tape

» Glow In The Dark tape
» Heat resistance tape
» Reflective tape

» Ribbon tape



2. Half cut function

— To eliminate front margin (margin setting: 4mm or more)

[For example]
General mode, Auto/ Half cut = ON, margin = short (4mm), length = Auto
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— Mix-Length function will be more efficient

4mm front margin
always appear

[For example]
Mix-Length mode, Auto/ Half cut = ON, margin = short (4mm), length = Auto
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Front margin 1t label

No front margin
Long front margin always appear
when 15t [abel length is less than 19mm.



3. Additional characters sizes

— For HST tape, Self-laminating cable wrap tape
Heat Shrink Tube

Self-laminating cable wrap

6pt




4. The characters size change
depending on the label length

e.g.) Label length = 5cm, 36mm width tape

Depending on the number of characters and the label length, the characters
size will be adapted automatically.



Exit using the BS key from a dedicated Hot key functions
— Previously it needs to push “General” key to exit from Hot key functions

Firmware version displayed on LCD
— buttons - + (@&

Suppression of the print speed setting from the menu list

— The printer can detect the type of tape, so the print speed is automatically
set with the type tape detection

Fixed some spelling error



9. HST Tape (Heat Shrink Tube):
Rewind function available for the @3, O5.
The rewind function is not available for the other diameters

10. Cable Wrap Tape
Half Cut and Rewind function available.



1. HST Tape (Heat Shrink Tube):

Tape rewind unavailable

Tape rewind available

Label length: up to 19mm

Label length:|up to 19mm

Label length: over 19mm

Label length:|over 19mm

19mm 19mm _no waste 19mm
Half cut: OFF Print copies (1 label) | | | 123 | W E
Print copies (Mulilabel) | | | 123 | | 128 | | 123 m o123 | | 1 | | 23
19mm 18mm 19mm 19mm no waste 18mm 19mm 19mm
6mm  19mm ' Total length: 19mm ™
Half cut:|ON Print copies (1 label) I:“Il D@
waste 4~6mm: It depends on label length
Default setting Default setting
Print copies (Multi label) [] 128 | 122 | 123 Ve |z |z
6mm  19mm 19mm 19mm \_ no waste Y,
19mm 4 no waste h
Half cut: OFF Print copies (1 label) | | | 123aBcD | W%
Pick and Print
Print copies (Muilabel) | | | 123ABCD | | 123ABCD | | 123ABCD | 7 | 12smBcD | | 123aBCD | | 123ABCD |
19mm \_ no waste Y.
6mm 4 nUVwaSte N
Half cut:|ON Print copies (1 label) I:' %
Default setting Default setting
Print copies (Mutti label) | | 123aBcD | 123ABCD | 123ABCD %| 123ABCD | 123ABCD | 123ABCD |
Bmm \_ no waste Y,




2. Self-laminating cable wrap tape

Detail information of this improvement
(Label length: over 19mm)

Previous Self-laminating cable wrap New Self-laminating cable wrap
Label length: oyer 19mm \
Half cut: FF 19mm / 19mm N\

123ABCD 123ABCD

Print copies (1 label)

Default setting Pick and Print

123ABCD 123ABCD 123ABCD 123ABCD 123ABCD 123ABCD

Print copies (Multi label)

\\ 19mm ‘/ \ 19mm /

Label length: over 19mm 19mm / 4mm \

Half cut: ON
123ABCD 123ABCD

Print copies (1 label)

Default setting

123ABCD 123ABCD 123ABCD 123ABCD | 123ABCD | 123ABCD

Print copies (Multi label)

19mm \ 4mm /




