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Using EpsonNet Config

Product Functions

This product allows the network administrator to detect devices on the network, and then setup or change functions
for the network devices individually or as a batch. The administrator's workload can be reduced by performing
batch setups for multiple devices on the network.

O You can make settings or changes for individual network devices or all network devices as a batch.

0 You can output configuration information for the network device as a SYLK format file. Because the SYLK
format is supported by Microsoft Excel, the user can make batch settings or changes to the configuration
information for multiple devices.

0 You can simplify device management by registering the device to My Device.

0 Aswell as devices on the local network, you can also make settings or changes to devices on an external network
(you need to change Search Parameters).

Note:
O The batch setting function is only available for Windows versions.

O In the EpsonNet Config Portable edition, the log file is deleted when the application is closed.
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Workflow

First Time

Make device settings one at a time

on page 7

£ “Setting or Changing Devices One ata Time”

Make batch settings for multiple devices

£ “Making Batch Settings for Devices (Windows Only)” on page
15

Change the device's settings

) 4

Create a file outlining the settings

5 “Creating a SYLK file to Describe the Settings” on page 10

v v

Automatically assigned Manually assigned

£ “Assigning information £ “Assigning information

automatically” on page 15 from settings one at a time
(Manually assigned)” on
page 19

Make device changes one at a time

£ “Setting or Changing Devices One at a Time’
on page 7

>

Make batch changes for multiple devices

£ “Making Batch Settings for Devices (Windows Only)” on page
15

) 4

Create a file outlining the settings

£ “Creating a SYLK file to Describe the Settings” on page 10

v v

Automatically assigned Manually assigned

£ “Assigning information £ “Assigning information

automatically” on page 15 from settings one at a time
(Manually assigned)” on
page 19
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Restore the device's settings

Restore the device's settings one at a time Restore the settings for multiple devices as a batch
£ “Setting or Changing Devices One ata Time” 5 “Making Batch Settings for Devices (Windows Only)” on page
on page 7 15

v

Create a file outlining the settings

5 “Creating a SYLK file to Describe the Settings” on page 10

\ 4 v

Automatically assigned Manually assigned

£ “Assigning information £ “Assigning information

automatically” on page 15 from settings one at a time
(Manually assigned)” on
page 19

The following section provides a detailed explanation for how to make each setting. This guide focuses on making
network item settings for network-connected devices.
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Setting or Changing Devices One at a Time

This section explains how to configure one device at a time using EpsonNet Config.

Start EpsonNet Config.
Select the device you want to configure.

If the device is not displayed, check that the device is turned on, or if the same segment as the computer has
the device. Set Tools - Options - Search Parameters to display devices outside the local network.

& EpsonNet Config Portable o -] )
Device(D) Display(¥) Tools(I) Help(H)
g EpsonNet
*= _Config ks v
e Refresh “ﬂ Configuration Filter: [CAID -
Model Name MAC Address 1P Address Route
eDS-?SDN OO0 JOOXIXOOLXXK XXX Wired LAN
OEP-BD‘IA HOOOOOCONCN JOKIOOLILXK. Wired LAN
WF-6590 Series HOOOOBOO0CM JOOLI00LICLYO00 Wired LAN
LP-58160 0000000000M — NONE — Wired LAN ]
Press the [F5] key to refresh. Ready

Note:
O Devices may not be displayed because their default setting is ad-hoc mode. In this case, set the computer’s

wireless LAN environment to ad-hoc mode.

O When identifying and selecting devices with the same model...
Use the MAC address to distinguish between multiple devices with the same model. You can check the MAC
address on the network status sheet. Some devices can also be identified on the control panel.

QO When displaying devices outside the local network...
When the device is outside the computer's local network, click Tools - Options, and set the search address on
the Search Parameters screen to display the device.

O To register to My Devices...
Select the device you want to register, and then click Device - Register to My Device or right-click to display
Register to My Device, and register the device. When registered, a star appears on the product name icon. This
is useful for managing a specific device because only devices that you have registered in Filter are displayed
when you register your device.

Click Configuration.

When the network settings for the selected device are properly configured (&), the Web-based
configuration screen for the device opens. Configure the items that you want to set using the Web-based
configuration screen.
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When the network settings for the selected device have not been configured (i#}), the Device Properties
screen opens.

G EpsonNet Config Portable =N R
Device(D) Display(V) Tools(T) Help(H)
g EpsonNet EPSON
= Config b i
G’ Refresh |g Configuration | Filter: [£AIl -
Model Name MAC Address IP Address Route
®Ds-7800 wired LAN
@epP-s04a Wired LAN
(@ WF-5550 Series Wired LAN
LP-58160 KOO0 -- NONE -- Wired LAN
Press the [F5] key to refresh. Ready

When the password entry screen is displayed, enter the password, and then click OK.

- .
Password S

Device Logon

Enter the cument administrator password

Password:

[ o=

n Make the necessary settings for the IP address.

The setting items for the IP address are displayed on the Network - TCP/IP - Basic screen.
See the following for the setting methods for each item.
5 EpsonNet Config Online Help

Device Properties @
=~ Network Method for Specifying TP Address
& Information @ hutomatic ) Manual

- Basic
: Administration Infc
£ TCP/IP [ Set using PING

[T]Set using Automatic Private IP Addressing (AFTPA)

=
one IP Address Setting
Bonjour IP Address:
wsD Subret Mask:
i wlLTD
: Default Gatemay:
E-MS Network
i Basic
< | [ 3

[ Transmit__ | [ Cancel | | Help
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Set other items as necessary.

Set the device to match the environment being used. Displayed items differ depending on the model being

used.
See the following for the setting methods for each item.
5 EpsonNet Config Online Help

Click Transmit to set the necessary items.

Device Properties @

- Network DNS Server Address Settings
=~ Information
- Basic

[] Acquire DMS server address automatically

Administration Tnfc DNS Server Addresses (order of use)

=-TCP/IP
- Basic
Add.. Edit, Delete Up Down
- Bonjour
WsD
LLTD
- MS Network
Basic

[ Transmit_ |J[ Cancel | | Help ]
Click OK.
Device Properties @

Check the Epson product to ensure the product is idle. A product malfunctien may eccur if this process is attempted while the preduct
is in process to Scan, Print, Fax or if the product's control panel is in settings menu.

This process takes 10 seconds. Do you want to continue?

Cancel
Note:

The information is transmitted to the device, and then the message "Configuration successfully completed." is
displayed. Do not turn off the device, and do not send any data to the device.

Click OK.

Transmission is complete.

Configuration successfully completed

Cument Progress

0 00

It can take up to three minutes until the settings are enabled.
Do not turn off the device during this time.

Click Refresh, and then check that the icons for the settings in list view have changed from gray to blue.

O Ifthe icons remain gray after three minutes has passed, check the status of the device.
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O If the icon changes from gray to yellow, communication with the IP address could not be completed.
Check that the IP address is enabled in the environment being used.

This completes this section.

Creating a SYLK file to Describe the Settings

You can create a SYLK file to describe information for performing batch settings. You can create a SYLK file using
one of the following methods.

Creating a SYLK file by acquiring information from the connected
device (Windows only)

Start EpsonNet Config, and then click Tools - Batch Settings.

The Batch Settings screen opens and a list of available devices is displayed. It may take a while before all
devices, such as devices on a network, are displayed. If the device is not displayed, check that the device is
turned on, or if the same segment as the computer has a device.

& EpsonNet Config Portable == EcE ===
Device(D) Display(V) Help(H)
Options(0)...
:’ EpsonNe pror(o)
- Conﬁg Batch Settings(B)...
4% Refresn | configuration Filter: [(AT) -
Model Name MAC Address IP Address Route
©Ds-780N P0C00CO000000 XXX Wired LAN
OEP—BD4A prterestesees 000X OO0 Wired LAN
OWFVSSQD Series prterestesees 000X OO0 Wired LAN
-+ LP-58160 JOCCOCOO000M - NONE - Wired LAN
Press the [F5] key to refresh. Ready

10
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Click File - Save as.

File(F) ] [Display(V) Tools(T) Help(H)

o THe) g i’“ﬂ‘_&‘glg

Gpen(0)...

I Close(C)

Overwrite and Save(S)
Save As(A)...

Save Template File(T)
Save transmission result of configurations(E)

Quit(X)

ices Display Setting Infarmation | G Refresh ETransm\t

ansmission Result 1P Address Info_MedelName Info_MA
HHE L UL 0 XXX KHHIONH
KO HEIL ML O X0 KRR
S HEHL KON XX HHNHHRY
AL 00 KL M XXHEXRX HHNHHAY

<1

i v

Press the [FS] key to refresh

0 selected All 4 items Ready

Enter the file name and select the target folder, and then click Save.

A backup file (*.slk) containing the current settings for all devices is created.

B e e L —

[ » Libraries » Documents »

G-

~ [ #9 || Search Documents

Organize v Mew folder

¥ Favorites
P Desktop
1§ Downloads

Includes: 2 locations

z| Name
] Recent Places
|| EPSON
4 Libraries
5] Documents
& Music
|| Pictures

B videos

8 Computer
a Win7-DE (C))
s DATA (D) =

Documents library

Arrangeby:  Folder ¥

Date modified Type Size

7/24/201310:27 AM  File folder

File name  Setting20130724|
Save s type: | SVLK file [".sik)

=

(=~ Hide Folders

Cancel

1
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n Click File-Close, and then close the Batch Settings screen.

.
- ; =
| G (NoTitk) - Batch Settings - — — —
File() | |Display(V) Tools(T) Help(H)
Open(O)... hices ﬂ Display Setting Information ‘ 0¥ Refresn ™
Il | close@
- ansmission Result 1P Address Info_MedelName Info_MAY
Ovenwrite and Save(S) KK KRR KUK K00 XXX-XXK RV
Save As(A)... S ML L M O0K-X00K e
Save Template File(T) N RN KA R 000000 RRHANEY
KL KRR XHKXXKK HHNKK
Save transmission result of configurations(€]
Quit(x)
T i '
Press the [F5] key to refresh 0 selected Al 4 items Ready

Open the saved SYLK file in a spreadsheet application (such as Microsoft Excel) or in a text editor.

Setting information is entered in each row. Each row contains the settings for each individual device.
Explanations for the setting items is provided on the following page.
5 “Setting Items for the SYLK File” on page 23

1 2 e 4 5 5 7
1 |[Info ModelMName JCF‘IF‘_IF‘AddrESSAutD TCPIP_IPType _APIPA ;I'CF‘IF‘_IPType_F‘ING TCPIP IPAddress  TCPIP SubretMask TCPIP Gatewsy
e}

2 |LP-M5300 j 182166.0.182 255.255.255.0 255.255.255.255
3 |WF-3540 Series a #NULLA 1821660231 255255 2550 182168.01

4

5

;
5

E You can change settings or add a new row and enter setting information for a new device, and then save the
file.

A B (s} D E F [E]
Info_hiodelName Ao T GPIP_IPType APIPA ;FOF‘IF‘_IF‘TypE_F‘ING eraes, TCPIP Subnethask  TGPIP Gateway
0]

DIE 10 Ak
LP-W5300 182168.010 £55.255.255.0 255 255 255255
182.168.011

1
2
3 WF-3540 Series 255.255.255.0 182.168.01
4
5

#NULL#

Note:

Security items, such as passwords, or read-only items are not output.

When making a batch change to the Administrator Password, add an "AdminNewPassword" column to the SYLK file,
and then enter the new password. Also, if you wan to automatically authorize the new password (without having to enter
a password confirmation), add a column called "AdminCurrentPassword".

This completes this section.

12
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Creating a SYLK file based on the template (Windows only)

This section explains how to create a SYLK file based on a TCP/IP template.

Start EpsonNet Config, and then click Tools - Batch Settings.

EpsonNet Config Portable =R
Device(D) Display(V) i Tools(T) IHe\p(H)
Options(0)...
ﬁ EpsonNe pions(0) EPSON
e Config Batch Settings(B)...
e Refresh g Configuration Filter: [(All) -
Model Name MAC Address 1P Address Route
@0Ds-780n Wired LAN
(@EP-804A Wired LAN
(D WF-6590 Series wired LAN
LP-58160 OO0 -- NONE -- Wired LAN
Press the [F5] key to refresh. Ready

Click File - Save Template File - TCP/IP settings.

r
Setting20130724.slk - Batch Settings o o [
FilelF] || Display(V) Teols(T) Help(H]
}
Ce=itis E\(E; Display Setting Information | ¥ Refresh E
Close(C)
ssnemission Result [P Address Info_ModelName Infio MA
Overwrite and Save(5) . L HNHI0KK B
Save As(A).. KO0 HEN 0L R OO RKR HANHAHK
Save Template File(T) » Al settings LKL KKK KRKHARKR
K 000 KRR
Save transmission result of configurations(E) TCPAIP settings
e Default Settings
T
<] M v
Press the [F5] key to refrech, 0 selected Al items Ready

13



Using EpsonNet Config

Enter the file name and select the target folder, and then click Save.

A SYLK file (*.slk) containing the TCP/IP related items written is created.

@ Save As.. - _—‘f'_- " — _ &  — -
@\:/v\ﬂ v Libraries + Documents » [ #2 || Search Documents ]

Organize * New folder = - @

- Favorites — Documents library
Bl Desktop Includes: 2 locations
1% Downloads

Arrange by Folder ~

| Nome Date modified Type Size

m

7| Recent Places
EPSON 7/24/201310:27 AM  File folder
i Libraries
|5 Documents
& Music
k=l Pictures

B videos

% Computer
a Wir7-DE (C)
(s DATA (D) -

leaﬂam{ Setting20130724] %

Save a5 type: |SYLK file (51K) =]

n Open the saved SYLK file in a spreadsheet application (such as Microsoft Excel) or in a text editor.
Enter the MAC address and values such as IP address, subnet mask, and default gateway for each row.

1 2 3 4 5 [&] 7 i}
1 Info_MACAddress AdminCurrentPassword  TCPIP [PAddressAuta TCPIP IPAddress TCPIP SubnetMask TCPIP Gateway  TCPIP IPType APIPA TCPIPIPT T
OO0OHHHH000M 5182.168.020 255.265.255.0 182168.01 0 o]
0000XXXX0002 1 #NULL# #NULLH HMULL# 1 #NULLE %

2
3
4
5

Note:
If you do not want to set a value, enter "#NULL#".

Save the file.

This completes this section.

Creating a new SYLK file

Using the MAC address and model name as the keys, you can create a new SYLK file to set the IP address.

Open a spreadsheet application (such as Microsoft Excel) or a text editor.

Enter "Info_ MACAddress", "Info_ModelName", and "TCPIP_IPAddress" in the first row as the setting item
names.

Enter setting items for the following text strings. To distinguish between upper case/lower case and
double-byte/single-byte characters, if only one character is different, the item will not be recognized.

Enter the setting item name as described below; otherwise, EpsonNet Config cannot recognize the setting

items.

14
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Info_MACAddress Info_ModelName TCPIP_IPAddress

Enter the MAC address, model name, and IP address for each device.

Info_MACAddress Info_ModelName TCPIP_IPAddress
0000XXXX0001 ALC-XXXXX 192.168.100.102
0000XXXX0002 ALC-XXXXX 192.168.100.103
0000XXXX0003 ALC-XXXXX 192.168.100.104

n Enter a name and save as a SYLK file (*.slk).

This completes this section.

Making Batch Settings for Devices (Windows Only)

This section explains how to make batch settings for multiple devices using EpsonNet Config.
See the following for explanations of each item on the Batch Settings screen.
25 EpsonNet Config Online Help

Assigning information automatically

Start EpsonNet Config, and then click Batch Settings.

G EpsonNet Config Portable =R
Device(D) Display(V) Help(H)
Options(0)...

s2= EpsonNe:

| = Conﬁg Batch Settings(B)...

e Refresh ﬂ Configuration Filter: [(All) -
Model Name MAC Address 1P Address Route

ODS-?EUN KOO 200000 Wired LAN

OEP—BU‘!A HOCOOOCOGOO0N DOCKOICO0 Wired LAN

OWF*GESU Series HOCOOOCOGOO0N DOCKOICO0 Wired LAN
.- LP-58160 HOOOCOCO00N -- NONE -- ‘Wired LAN

15
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Click Open.

: i - [E=REE==)
(No Title) - Batch Settings =
File(F) Display(l) Tools(D) Help(H)
& Open I% Overwrite and Save % Display Devices Display Setting Information Q Refresh E Transmit
Status Process Status Transmission Result  IP Address Info_ModelName Info_MA
(@ Acquire Current Setting Value  Assign Successful N KRR XXX-XXX RRRARRK
® Acquire Current Setting Value  Assign Successful HNNL HEN L KRKL HHK XXX-XXX REHEHNE
@AcquweCuvrentietting\lalue Assign Successful SHHLHL L R OO HRHN R
(@ Acquire Current Setting Value  Assign Successful WKL 00 KNI XXX-XXX HUHHRHN
|
|
|
|
I

Select the SYLK file (*.slk) containing the settings, and then click Open.

.DenF\e L - g‘
oo 4 o IR Yo @823

k)= [+ Libraries » Documents » = [ 43 |[ search Documents Pl

Organize v New folder = A @

i Favorites — Documents library
B Desktop Includes: 2 locations

& Downloads - ’ Date mrodked Type B

Arrangeby: Folder =

2] Recent Places
SORL 2400131027 A Eile folder

| | net_sample.slk 7/24/201310:10 AM  SLK File 13 KB|

i Libraries

[ Documents B E S e 2R 2L T AT SLR PN TRE
& Music
| Pictures

B videos

% Computer
—a Win7-DE (C)
= DATA (D)
a WinT-ES (E)
a Win7-FR (F:) -

File name: et ssmpleslic - |S¥LK file (".slk) -

n Select the devices for which you want to perform batch settings with the Status column set to Unset, and the
Process Status set to Assign Successful.

When making multiple selections, press Ctrl or Shift and click or drag your mouse,

- — .
G net_sampleslk* - Batch Settings [E=are

———
File() Display(t) Tools(D) Help(H)

@ Open é Ovenwrite and Save % Display Devices Display Setting Information | 45 Refresh E‘Transmﬂ
Status Process Status Transmission Result 1P Address Info_ModelName Info_MA
Unset Assign Successful S KR AR O XXX-XXX
Assign Successful
) Setting Value Match Assign Successful TR HIH. W A HORK-KHK TRHANIH
|| ®unset Assign Successful RO RN ML MO XXX HHENNH

Information transmission status

Icon Status Process Explanation
Status

16
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% Unset Assign The information file has been read successfully, and the
Successful information has been assigned. Assigned information can be

transmitted to each device.

& Unset Setup Failed Cannot perform setup. Check the status of the connected device.
Also, check the description in the settings file.
Information can be sent.

@ Setup Setup Information transmitted successfully and reboot performed.

Complete Successful

@. Setting Value Assign Setting values are the same as the read-in settings file.

Match Successful Although information can be transmitted, setup has already
been performed and so the information does not need to be
transmitted.

@, Acquire Assign Current settings have been acquired from each device.

Current Successful Although information can be transmitted, the settings are the

Setting Value same as the current device and so the information does not need
to be transmitted.

Information cannot be transmitted

2

Icon Status Process Status Explanation

& Unassigned Information cannot be assigned to each device using the read

settings file.

& Unassigned Assign Failed Assignment failed. 1

—] Unset Searching Searching for the device indicated in the settings file. 2

(—) Setup Complete | Searching Searching for the device indicated in the settings file. 2

(—) Setup Complete | Rebooting Rebooting after successful transmission of settings.

¥

Y

Unset Search Failed Cannot find the device. Check that all devices are turned on. ™
Cannot Set Invalid Check There is an error in the setting file descriptions. Follow the steps
Results below to check the descriptions.

1. Double-click the device that contains the error to open the
Display Details screen, and then check items in Check Results
that are marked as NG.

2. Double-click the NG item and correct the setting directly, or
correct the setting file contents, and then start again from step
2.

o

Setup Complete

Search Failed

A timeout occurred while searching for the Setup Complete
status. 2

o

Setup Complete

Reboot Failed

Cannot confirm the device after transmitting settings. Check
that the device is turned on, or if it has rebooted normally.

*1 Only when the device is displayed.
*2 Only when setting information is displayed.

17
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Click Transmit.

. i
net, le.slk* - Batch Setti i =
G net sample.s ings
File® Display(® Tools@ Help(H)
é Open (PR, Overwrite and Save % DiplayDehees Displey Setting Information | 4 Reﬁre;hl E.Tran;mit |
Status Process Status Transmission Result | 1P Address Info_ModelNome Info_MAY
B Unset Assign Successful KK, K KXKKHK —
Assign Successful
@ setting Value Match Assign Successful K000, KO0 HEKL X0 X000 KNNHERR
|| @ unset Assign Successful LKL UL KB 0K KEKHERK
||
|
I
|
|
<1 i v
| [Pressthe [F5] key to refresh. Toeied Al iterns Ready

When the password entry screen is displayed, enter the password, and then click OK.

Transmit the settings.

-
Password

Device Logon

MAC Address:

Entter the cument administrator password

000048020092

Password:

Note:

not send any data to the device.

The information is transmitted to the device until the progress meter is finished. Do not turn off the device, and do

Click OK.

-
Transmitting

Status:

Device: 000048020092

141

Cancel

Check the status of the device you set.

18
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For devices that show #) or &g , check the contents of the settings file, or that the device has rebooted

normally.
@ net sample sl - Batch Settings = | B |
File(E) Display(y) Tou\sf_l']_ Help(H) —
j Open j Overwrite and Save %D\sp\ay Devices ﬂ Display Setting Information | 0¥ Refresh E
Status Process Status Transmission Result TP Address Info_ModelName Infa_MA
) Unset Assign Successful KL NNKL KHK 0 XXX
L @ setup Complete Setup Successful Completed HRHL KRR R 0G-XXK HHHERUN
-@Settmg Value Match Assign Successful KX KRR KRR XOO-KKK EERETEE
| ) Unset Assign Successful UL NN 000 XOO-XXX KRN
q ;
Press the [F5] key to refresh. 0 selected All4 items Ready
Icon Status Process Status Explanation
.@. Setup Complete | Setup Setup completed normally.
Successful
a Setup Complete | Rebooting When information has been transmitted, each device needs to
reboot to enable the settings. A check is performed to
determine whether or not the device can be connected to after
rebooting.
@ Setup Complete | Reboot Failed Cannot confirm the device after transmitting settings. Check
that the device is turned on, or if it has rebooted normally.
. . . . . . . . *
a Setup Complete | Searching Searching for the device indicated in the settings file.
@ Setup Complete | Search Failed Cannot check devices that have already been setup. Check that
. . o *
the device is turned on, or if it has rebooted normally.

* Only when setting information is displayed.

This completes this section.

Assigning information from settings one at a time (Manually
assigned)

Create a file describing the IP address, subnet mask, and the default gateway, and select one device at a time to make
settings.

Create a file outlining the settings

Open a spreadsheet application (such as Microsoft Excel) or a text editor.

19
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Enter "TCPIP_IPAddressAuto", "TCPIP_IPAddress", "TCPIP_SubnetMask", and "TCPIP_Gateway" in the
first row as the setting item names.

Enter setting items for the following text strings. To distinguish between upper case/lower case and
double-byte/single-byte characters, if only one character is different, the item will not be recognized.
Enter the setting item name as described below; otherwise, EpsonNet Config cannot recognize the setting

items.
TCPIP_IPAddressAuto TCPIP_IPAddress TCPIP_SubnetMask TCPIP_Gateway
Note:
Create a file without MAC address information. Because the MAC address is automatically set as the key for use
by default, information is assigned automatically when a MAC address is found, and manual assignment cannot
be performed. You can change the automatically assigned keys for use in Tools - Options - Auto Assign - Auto
Assign Key Settings on the Batch Settings screen.

Enter the values in each row.

"TCPIP_IPAddressAuto" specifies the setting method for assigning the IP address. If the setting value is "5",
the static IP address is manually assigned.

TCPIP_IPAddressAuto TCPIP_IPAddress TCPIP_SubnetMask TCPIP_Gateway
5 192.168.100.102 255.255.255.0 192.168.100.101
5 192.168.100.103 255.255.255.0 192.168.100.101
5 192.168.100.104 255.255.255.0 192.168.100.101

n Enter a name and save as a SYLK file (*.slk).

This completes this section.

20
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Reading the configuration file and making settings one at a time

1 Start EpsonNet Config, and then click Tools - Batch Settings.

& EpsonNet Config Portable

Click Open.

2

e Refresh g Configuration Filter. [(P«H) v]
Model Name MAC Address 1P Address Route
@Ds-780M Wired LAN
(DEP-804A Wired LAN
(@ WF-6590 Series Wired LAN
LP-58160 XO000000000C == NONE -- Wired LAN

(Ne Title) - Batch Settings

[E=EEER)

File() Display(¥) Tools(I) Help(H)

i

jezir——

isplay Setting Information

¥ Refresh E_ Themsmil:

Status

@ Acquire Current Setting Value
(@ Acquire Current Setting Value
® Acquire Current Setting Value
@ Acquire Current Setting Value

Process Status Transmission Result 1P Address
Assign Successful
Assign Successful
Assign Successful

Assign Successful

3

.
BfOpenfile T —

KRR KR
RERLRENL KRR RRR
R REHL HHEL RN
HHHLRHHL R KRR

Info_ModelName Info_MA
KRK-KKK NHHANHH
RHA-HRX KRHKKAK
XXX-XXX HHRHA
XXX-XXX RENKRRN
I

Select the SYLK file (*.slk) containing the settings, and then click Open.

S

| —
-
-
» Documents »

GCJ [T5 » Libraries

2|

Organize ¥ New folder

4 Favorites =

B Deskiop
1 Downloads

Documents library

Includes: 2 locations

Name Date modified

Ll Recent Places |
1 ERSOR.

22420121027 AN

- [ ®

Arrange by: Folder ~

Type Size

Eile falder

||| net_sample.slk 7/24/201310:10 AM

4 Libraries

SLK File 13KB|

[ Serng2uIs0T 24 ST TZATZ00T T0SE AT

%] Documents
o Music =
=] Pictures

B videos

8 Computer
o WinT-DE (C)
= DATA (D3)
a Win7-£S (E)
o WinT-FR(E) -

Filename: net_sampleslk

STRFIE

TRE
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Using EpsonNet Config

n Click Display Devices, and then select the device you want to set.

When making multiple selections, press Ctrl or Shift and click or drag your mouse,

File(F) Display(¥) Tools(T) Help(H)

Ef Open 5 Overwrite and Save % Display Devices || = | Display Setting Information Q Refresh E_ Transmit
— e J
Status Process Status Tranemizsion Result P Address Info_ModelName Info_MA
" XXHKXX
: Assign Failed
&/ Unassigned Hszign Failed

) Unassigned Assign Failed FHHL 00 KM XXX ]|

Click Tools - Manual Assign.

— — -
@ net_sampleslk - Batch Settings -— - - = B [t

=
File(F) Dlsp\ay(vt Tools(T) | [Help(H)

Ey Open @ ransmit(T) Devices W Refresh P Trensmie
Display Details(D)..

Status Transmission Result P Address Info_ModelName Info_MA|

Display Setting Information

B Unassigned Auto Assign(A) YK
Manual Assign(M)... 1

%) Unassigned Release Assign(R) HEK. KKK KRB KR XXX-XXX HEKKRRK
i XN XXH-XXX

® Unassigned Gptions(0).. ML XML KL HNARHHA

Note:

If you search for a device when the file is open or after opening the file, auto assignment is performed. If the target
setting information has already been assigned to other devices, setting information is not displayed on the
Manually assign setting information screen. Release the assignments from Tools - Release Assign.

E Select the setting information line you want to assign, and then click OK.

r —— al
Manually assign setting information. Pp— - g

Selecting MAC address for device: XXX} XXXXXXXX
[] Create new setting information from the selected device

Status Process Status Transmission Result 1P Address Info_Mo|
.Unass\gnad KRH-KD
&) Unassigned KKK
.Una;s\gned XHX-X)

Unassigned XXK-X?]
UTagsIgned KXK=KT

[ 0K
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Using EpsonNet Config

Check that Unset is displayed in the Status column and Assign Successful is displayed in Process Status
column.

G net sampleslk* - Batch Settings = | B |t
File() Display(t) Tools(D) Help(H)
& Open B Overunite and Save %Dﬁp\ay Devices ﬂ Display Setting Information {‘\. Refrech ETransm\t
Status Process Status Transmission Result 1P Address Info_ModelName Info_MA
Assign Failed X
Assign Successful
Ressigne: SEign Faile TRRTRAR -
®) Unessigned Assign Failed KRN KN K XXX RHNHHNN
(|
< i ’
Press the [F5] key to refresh. 1 selected All 4 items Ready
L

E Click Transmit, and then click OK.

This completes this section.

Setting Items for the SYLK File

This section explains the main settings that can be set in the SYLK file.

Item

Explanation

Info_MACAddress

The MAC address for the device. A string of 12 characters.

In the batch settings function, this determines whether the device on the network
matches the information described in the SYLK file using the MAC address.

TCPIP_IPAddressAuto

Specifies whether the IP address is set manually or automatically.

For manual this is set to 5, and for automatic this is set to 1.

TCPIP_IPAddress

Specifies the IP address.

TCPIP_SubnetMask

Specifies the subnet mask.

TCPIP_Gateway

Specifies the gateway address.

EnableMSNet

Sets up Microsoft network shared printing.

This is set to 0 if shared printing is not being used, and set to 1 if it is being used.

EnableAppleTalk

Sets up AppleTalk.

This is set to 0 if AppleTalk is not being used, and set to 1 if it is being used.

Note:

#NULL# is entered for setting items that are not supported.
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