EPSON

PART Numbering System

|+ STD PKG Oscillator

|* Miniature PKG Oscillator

 Programmable Series Oscillator
(SG-8002 Series)




Part Numbering System

Standard Oscillators
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51: 14 pin plastic DIP Freq. Tape & Reel Qty (For s6-615 only)
531: 8 pin plastic DIP
615: 4 pin “J” lead SMD 4 decimal places min. X Any Available
1.0250~66.6667MHz Reel Size
M: In MHz 0: 1000pcs per reel
1: 750pcs per reel
2: 500pcs per reel
3 250pcs per reel
Version Bulk
P: 4 pin with O/E
Freq. Range (Load) Freq. Stability AffFo
- 1.5~26.0 MHz (10TTL or 50pf CMOS load) C: +100ppm (0.01%)(Std.Stability) / -10~70C
TJ: 26.0 ~66.667 MHz (5TTL) B: +50ppm (0.005%) / -10~70C / ~up to 55MHz
H : 26.0 ~ 66.667MHz (50pf CMOS load) ‘




Part Number System
Miniature Oscillators

ISG-636l | P l l H .|66.6667M' l C ' I 2 '
Oscillator Package Type F T
’ . am 4 req. ape & Reel Qty
636: 4 pin J lead mini SMD 4 decimal places min. X: Any Available
710: Ceramic SMD M: In MHz Reel Size
0: 1000ps per reel
1: 750pcs per reel
Version 2: 500pcs per reel
P: Output Enable 3: 250pcs per reel
S: Standby Function
(636"CE” Type Only)
E: 3.3V (710 Only)
g;;‘_‘- Range (Load) Freq. Stability
TF: 2.2167~41.0MHz Fund.,50pf CMOS/10TTL ) o
TJ: 41.0~70.0MHz O/T, 5TTL C: +100ppm(0.01%) (Std. Tolerance)
H: 41.0~70.0MHz O/T, 15pf CMOS B: +50ppm (0.005%) (Optional Tolerance
CE: 2.2167~40.0MHz Fund., 3.3v,30pf CMOS : for 710 only)
710-
HK: 1.8~80.0MHz, 50pf CMOS
TK: 1.8~50.0MHz, 10TTL
CK: 1.8~67.0MHz, 15pf CMOS, 3.3V
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Programmable Series Oscillators
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Model Number I

Package Type

JA: 615 Type

JC: 636 Type

DB: 51 Type

DC: 531 Type

CA: Ceramic 5x7mm

Function Packing
P: OE L: Reel (L) Standard
S: ST R: Reel (R)
S: Stick (Tube)
B: Bulk
Power Supply (Vdd), Duty level

H: 5.0V, CMOS (50% Vdd)
T: 50V, TTL (1.4V)
C: 3.3V,CMOS (50% Vdd)

Output Frequency
1.0~125MHz:(5.0V Vdd)
1.0~106.256MHz:(3.3V Vdd)
M: Unit in MHz

Frequency Stability / Op Temp

B: +50ppm/-20~+70C

C: +100ppm/-20~+70C

M: +100ppm/-40~+85C (Up to 55MHz Only.
JC Not Available)




